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This drawing must not be scaled. 
 
The general Contractor must verify all dimensions, 
datums and levels prior to commencement of work. 
All errors and omissions must be reported  
immediately to the Architect. 
 
Variations and modifications to work shown on this  
drawing shall not be carried out without written 
permission from the Architect. 
 
This drawing is the exclusive property of the 
 Architect and cannot be reproduced without 
written permission of the Architect.  Reproduction 
must bear the name of the Architect.  Copyright  © 2007.
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EXISTING  
BUILDING

6
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R1: 01-28-2008: ISSUED FOR CLARIFICATION

TOP OF FIN.  
FLOOR @ 100  000

TOP OF MASONRY 
 @ 101  400

TOP OF BLOCK 
@ 103 800

TOP OF  PARAPET 
@ 110 000

EXISTING  
BUILDING

TOP OF FIN.  
FLOOR @ 100  000

VALOUR COMMUNITY CENTRE

EIFS REVEAL 
@ 105 200

EAST ELEVATION
SCALE 1:100

2 
A-4

NEW CHAIN LINK FENCE TO  ENCLOSE 
MECHANICAL EQUIPMENT - SEE 7/A-2 

AND CITY OF WINNIPEG  
SPECIFICATIONS (CW3550)

200mm PREFIN. MTL. 
PARAPET FLASHING 
ALL AROUND NEW 
GYMNASIUM

NORTH ELEVATION
SCALE 1:100

3 
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200mm PREFIN. MTL. 
PARAPET FLASHING 
ALL AROUND NEW 
GYMNASIUM

EIFS REVEALS - SEE 13/A-5
NEW LIGHTING  

BY  ELECTRICAL 
C/W WIRE GUARD

NEW LIGHTING  
BY  ELECTRICAL 
C/W WIRE GUARD

NEW CONC. PAD  
BY STRUCTURAL

NEW CONC. PAD  
BY STRUCTURAL

NEW CONCRETE STEPS 
AND LANDING BY STRUCTURAL

NEW 38mmØ STEEL 
GUARDRAIL - SEE 5/A-4

EIFS FINISH: 
COLOUR AS  
SPECIFIED

LINE OF EXISTING GRADE

NEW METAL ROOF

FIBRE-CEMENT SIDING PANELS 
BY JAMES HARDIE BUILDING 
PRODUCTS

EXISTING BUILDING 
- PAINT AS PER SPEC.

NEW PREF. METAL  
CANOPY 

SOUTH ELEVATION
SCALE 1:100

4 
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WEST ELEVATION
SCALE 1:100

1 
A-4

NEW Ø38mm  
METAL HANDRAIL  
- SEE 5/A-4

200mm PREFIN. MTL. 
PARAPET FLASHING 

ALL AROUND NEW 
GYMNASIUM

EIFS REVEALS 
AS PER 13/A-5

NEW LIGHTING  
BY  ELECTRICAL 

C/W WIRE GUARD

EIFS FINISH: 
COLOUR AS  
SPECIFIED

EXISTING WINDOW CLOSED IN 
- STUCCO FINISH TO MATCH EXIST.

NEW METAL ROOF AS SPEC.

RE-INSTALL EXISTING SNOW FENCE

NEW CANOPY BEYOND

RE-INSTALL  
EXISTING 
SNOW FENCE

EIFS ACRYLIC FINISH

EXISTING BUILDING 
STUC CO FINISH 

- PAINT AS PER SPEC.LINE OF LEVEL  
AREA BEYOND

ALUMINUM LETTERING:  
MECHANICALLY FASTENED 
400mm HIGH - OPTIMA FONT

EXPANSION JOINT: 
SEE 12/A-5 
ONE EACH PER EAST 
& WEST ELEVATIONS

EXPANSION JOINT: 
SEE 12/A-5 

ONE EACH PER EAST 
& WEST ELEVATIONS

CEMENT PARGING  
ON WIRE MESH

CEMENT PARGING  
ON WIRE MESH

ACCESS SIGNAGE

FIBRE-CEMENT SIDING PANELS 
BY JAMES HARDIE  

BUILDING PRODUCTS

NEW LIGHTING RECESSED IN  
SOFFIT - SEE ELECTRICAL

CORNER BITUMEN UP300 & METAL  
FLASHING AS RECOMMENED BY 
METAL ROOF MANUFACTURER

SILICONE CAULKING NEW TO EXISTING
BITUMEN/PREFIN. FLASHING CORNER

NEW PREFINISHED DOWNSPOUT

NEW PERFINISHED GUTTER

BITUMEN FROM U/S METAL ROOF

RE-INSTALL  
EXISTING 
DOWNSPOUTS

PREFINISHED METAL  
ROOF SCUPPER

ONE PIECE CORNER

100 CAP FLASHING TO MATCH

ONE PIECE CORNER

100 CAP FLASHING TO MATCH

U/S OF NEW  
CANOPY @ 103 800

TOP OF NEW ROOF  
PARAPET @ 109 250

GUARD/HANDRAIL DETAIL

91
4 

TO
P

 O
F 

G
U

A
R

D

38mm Ø STEEL  
PIPE - PRIMED  
AND PAINTED

WELD POST TO  
MOUNTING PLATE

WELD ALL  
CONNECTIONS  
AND ANCHOR  
BOLT FLANGE  
TO CONCRETE

20
0

SCALE: 1:5
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INTERMEDIATE RAIL

C OF NEW LIGHT 
@ 106 720

WINDOW NOTES:
1. ALL EXTERIOR WINDOWS SHOWN ARE COMMERCIAL GRADE, ALUMINUM   

EXTRUSION TYPE WINDOWS UNLESS NOTED OTHERWISE.   
 
2.  ALL WINDOWS SHALL BE  A DRYWALL RETURN  FINISH.  DRYWALL   

SHALL FIT INTO 'J' MOLDS ATTACHED TO THE  WINDOW EXTRUSIONS. 
 
3.  INSTALL PLASTIC LAM SILLS ON THE INSIDE AT BOTTOM OF  

WINDOW ONLY FOR WINDOWS AS INDICATED.  THE PLASTIC LAM 
SILLS  SHALL EXTEND 38mm  PAST THE FACE AND SIDES OF DRYWALL  
FINISH.  INCLUDE UNDERSIDE BACKERBOARD TO SILL. 

 
4.   THE EXTERIOR FINISH OF ALUMINUM WINDOW FRAMES  SHALL BE  

AS SELECTED BY CONTRACT ADMINISTRATOR. 
 
5. WINDOWS SHALL BE DOUBLE GLAZED HERMETICALLY SEALED  'LOW-E'  

COATED UNITS OR AS APPROVED BY CONTRACT ADMINISTRATOR. 
 
6.   WINDOW PROFILES ARE SHOWN FROM THE OUTSIDE. 
 
7.   WINDOW DIMENSIONS SHOWN ARE ACTUAL UNIT SIZE. INCREASE  

FOR ROUGH WINDOW OPENING. 
  
8.   REVIEW PLANS, ELEVATIONS & SECTIONS FOR WINDOW LOCATIONS. 
 
9. FOR MASONRY VENEER CONDITIONS ADD 13mm x 50mm PLYWOOD   

SHIM ALL AROUND ROUGH OPENING ON TOP OF EXTERIOR SHEATHING. 
 
10. WINDOW PROTECTION SHALL BE APPLIED TO ALL EXTERIOR WINDOW  

FRAMES: ALUMINUM "SULL SASH" C/W 6mm LEXAN GLAZING. EACH SHALL 
BE MECHANICALLY FASTENED (400mm MAX. SPACING) TO ALUMINUM  
WINDOW FRAMES.  

 
11. INSULATED SPANDREL PANELS TO BE MANUFACTURED INTEGRAL WITH  

WINDOWS FRAMES: 2mm PANEL THICKNESS ADHESIVELY APPLIED TO  
19mm PLYWOOD BACKING. 

WINDOW TYPES & SIZES
2000

1929
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1 THUS

2 3 THUS
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300 300

2347 56

300

TRANSOM WINDOW: 
METAL FRAME

EIFS REVEAL  
@ 108 700 

2 3 4 75 6

SPLIT FACE CONC. BLOCK 
AS PER SPEC.
FIBRE-CEMENT SIDING PANELS 
BY JAMES HARDIE BUILDING 
PRODUCTS

VALOUR COMMUNITY CENTRE  
GYMNASIUM ADDITION AND 
RENOVATIONS

NEW METAL ROOF AS SPECIFED 
NEW U/S BITUMENT OVER ENTIRE 

ROOF  AND UP CORNERS OF WALLS

390 CONC. CHAMFER BLOCK 
AS PER SPEC.

190 SPLIT LEDGE BLOCK

SPLIT FACE CONC. BLOCK 
AS PER SPEC.

PROVIDE LEVEL AREA AT BASE  
OF STAIRS -- BOTH SIDES

INSULATED ALUMINUM  
SPANDREL PANEL 
TOP & BOTTOM

EQ. EQ.

SMOOTH FACE CONC.  
BLOCK (SCORED) 

AS PER SPEC.

METAL TRIMS: 
14  GA. COLD-ROLLED  
STEEL  - PROFILES 
AS PER 9/A-9. GRIND SMOOTH  
ALL WELDS  AND POWDER  
COAT IN SILVER FINISH.  
COLOUR TO BE APPROVED BY  
CONTRACT ADMINISTRATOR

FIBRE-CEMENT PANEL 
BY JAMES HARDIE  
BUILDING PRODUCTS

NOTE: MAKE GOOD ALL  
CONDITIONS WHERE  
NEW CONSTRUCTION MEETS 
EXISTING BUILDING 
  

C B AD
B C DA

SNOW FENCES SEE 4/A6

EXISTING PREFINISHED  
GUTTERS AND DOWNSPOUTS

NEW STRUCTURAL  
CONCRETE PAD 
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EXISTING BUILDING 
STUCCO FINISH - PAINT 
AS PER SPEC.

E
Q

.

SMOOTH FACE CONC. 
BLOCK (SCORED) AS  
PER SPEC. AROUND  
DOORS & WINDOWS

FIBRE-CEMENT SIDING PANELS 
BY JAMES HARDIE BUILDING 
PRODUCTS

390 HIGH CONC. SILL BLOCK 
AS PER SPEC.

SPLIT FACE CONC. BLOCK 
AS PER SPEC.

METAL TRIMS: 
14  GA. COLD-ROLLED STEEL   

- PROFILES AS PER 9/A-9. GRIND  
SMOOTH ALL WELDS  AND  

POWDER COAT IN SILVER FINISH.  
COLOUR TO BE APPROVED BY  

CONTRACT ADMINISTRATOR

NEW PREFIN.  
MTL. CANOPY

FIBRE-CEMENT SIDING PANELS 
BY JAMES HARDIE BUILDING 
PRODUCTS

390 HIGH CONC. SILL BLOCK 
AS PER SPEC.

SPLIT FACE CONC. BLOCK 
AS PER SPEC.

EIFS FINISH: COLOUR  
AS SPECIFIED

190 HIGH SPLIT LEDGE BLOCK

METAL TRIMS: 
14  GA. COLD-ROLLED STEEL   

- PROFILES AS PER 9/A-9. GRIND  
SMOOTH ALL WELDS  AND  

POWDER COAT IN SILVER FINISH.  
COLOUR TO BE APPROVED BY  

CONTRACT ADMINISTRATOR

METAL TRIMS: 
14  GA. COLD-ROLLED STEEL   

- PROFILES AS PER 9/A-9. GRIND  
SMOOTH ALL WELDS  AND  

POWDER COAT IN SILVER FINISH.  
COLOUR TO BE APPROVED BY  

CONTRACT ADMINISTRATOR

INSULATED ALUMINUM  
SPANDREL PANEL @ TOP,  
MIDDLE & BOTTOM
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6 1 THUS

NOTE: INSULATED 
ALUMINUM SPANDREL  
PANEL BETWEEN WINDOW 
TYPE 5 & 6.
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INSUL. ALUMINUM  
SPANDREL PANEL
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INSUL. ALUMINUM  
SPANDREL PANEL
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4 1 THUS

INSUL. ALUMINUM  
SPANDREL PANEL

1 000

EIFS REVEALS - TYP. 
 - SEE 13/A-5

EIFS REVEALS - TYP. 
 - SEE 13/A-5

INCL. P.LAM SILL

INCL. P.LAM SILL
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ISAAC BROCK SITE

1600 1600
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1600 160016001470
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LIGHTING RECESSED  
IN SOFFIT - SEE ELEC.

PREFINISHED DRIP FLASHINGS

FLASHING OVER  
DOOR TYPICAL

8
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CORNER CONDITION:RETURN  
BITUMEN AND FLASH REQUIRED

METAL ENCLOSED EXTERIOR DUCT SHAFT 
TO MATCH ROOF METAL PROFILE

ONE PIECE METAL CAP 
WELDED CORNERS

FLASHING DETAIL  
SIM. TO 7/A-6

RE-INSTALL EXISTING ICE GUARD BITUMEN UP WALL CONT.
FROM BELOW METAL ROOF

CORNER CONDITIONS: 
BITUMEN AND FLASH AS REQ'D

2-PREFINISHED  
METAL SCUPPERS

6
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7
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600

600 9-EQ. LENGTHS 600

6005 EQUAL LENGTHS

6
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SEE 7/A-4 FOR  
CORNER FLASHING

STRICT NAILING 
PATTERN FROM 
PANEL TO PANEL

GALVANIZED NAILS
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600
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2100

11-14-2007 11-14-2007

715 TELFER STREET NORTH

RE-USE EXISTING DOORS  
IN NEW FRAME - PAINT  

AS PER. SPEC.

NEW TRANSOM WINDOW
ALUMINUM LETTERING:  

MECHANICALLY FASTENED 
250mm HIGH - OPTIMA FONT


