
MATCH TO EXIST. 
 CONDITIONS

SECTION THRU LOBBY
SCALE 1:100

3 
A-5

86
5

38 TOPPING IN LOBBY

100 R.B.  
TYPICAL

300

EXISTING ROOF FRAMING

EXISTING WALL

EXISTING BASEMENT

NEW GYM BEYOND
3 700

NEW HEADER BY STRUCT.

INSUL. BACKSLOPE

EXISTING BASEMENT

16 'X' GYPSUM 
6 MIL VAPOUR BARRIER 

140 WOOD STUDS @ 406 O.C. 
 RSI 3.5 BATT INSULATION 

16 'X' GYPSUM (ONE COAT TAPE) 

RSI 7.0 BATT INSULATION

2 300

43
0

1 
32

0

1 220

35
5

78
0

3 
38

0

RETURN GYPSUM 
WINDOW OPENING

SECTION THRU STAIR
SCALE 1:100

4 
A-5

2-16 'X' GYPSUM 
92 STEEL STUDS 
@ 406 O.C. 
16 'X' GYPSUM

6.3 G.W.G.--TYP. 
& RATED STEEL  

FRAMES

SEE A-10 FOR 
DIMENSIONS

3 
38

0

8 500 (VERIFY)

STRUCT. SUPPORT IN WALL FOR  
BACKBOARD STRUCT FRAME--OPP. SIM.

38 CONC. TOPPING 
OVER NEW & EXIST. ASPHALT--MAKE 

GOOD AS REQ'D

4
  A-5

FLAT ROOF ASSEMBLY: 
BASE & CAP BITUMEN 
16T &G PLY SHEATHING 
900 DEEP TRUSS-VENTED 
RSI 7.0 BATT INSULATION 
6 MIL VAPOUR BARRIER 
16 'X' GYPSUM CEILING

VENTED SPACE

VENTING METAL SOFFIT

VENTING METAL SOFFIT

2-16 'X' GYPSUM 
92 S.S. @ 406 O.C.

MAIN ENTRANCE CANOPY
SCALE 1:20

11 
A-5

SECTION THRU CANOPY
SCALE 1:100

10 
A-5

CORR.

U/S CHANNELS 
& 16 'X' GYPSUM

BASKETBALL 
BACKBOARDS AS SPEC.

SEE A-10 FOR WINDOW  
LOCATIONS--BOTH SIDES

TYPICAL  DRYWALL  
BULKHEAD SCALE 1:10

  CROSS SECTION THRU GYMNASIUM 
                                                                 

2 
A-5   SCALE1:100

A

TOP OF CONC. FLOOR 
@ ELEV. 100 000

1 
A-7 

TOP OF STEEL JOISTS 
@ ELEV.  109,345

EXISTING  
BASEMENT

EXPOSED STEEL JOIST, DECK 
& DUCT WORK TO BE PAINTED (TYP.)

 

7 
92

5 
M

IN
.

DUCTWORK BY  
MECH. - PAINT AS  

PER SPEC.

1200 O.W.S.J. @ 1800 O.C. 
-- SEE STRUCTURAL

SPLIT FACE CONCRETE BLOCK 
REFER TO ELEVATIONS, A-5

D

EXISTING BASEMENT

1219 x 2438 MDF SHEETS

2 
A-9

LONGITUDINAL SECTION
SCALE:1:100

1 
A-7

TOP OF FIN. FLOOR 
@ ELEV. 100 000

3 7
O.W.S.J. AS PER STRUCTURAL 
- PAINTED FINISH

6 
A-7 

TOP OF PARAPET 
@ ELEV. 110,000

U/S OF OWSJ 
@ ELEV. 107 925 MIN.

T/O INTERM. STL. GIRT 
@ ELEV. 103 673

1219 x 2438 MDF SHEETS--VERT.
U/S FINISHED CEILING 
@ ELEV. 103 450

EXISTING FLOOR FIN. 
@ 99 950

 1 
A-5

100 P.V.C. WEEPING TILE  
IN GRANULAR BASE

EXISTING CONC.  
SLAB & FOOTING

EXISTING  2x12  
WOOD JOISTS

APPLY METAL FURRING  
CHANNELS AND 16 'X'  
GYPSUM TO CEILING 

THROUGHOUT BASEMENT

NEW HEADER BEAM 
BY STRUCTURAL

ROOF DRAINS - SEE 3/A-6

6 
A-9

6 
A-9

1219 x 2438 MDF SHEETS--HOR.

HARDBD. TRIM

SCALE 1: 10

5 
A-5

CONCRETE JOINT SEAL DET.

NEW 
CONCRETE 
WALL

BITUMEN PRIMER & 
TORCH ON BITUMEN

15
0

50

6MM X 100MM FULL LENGTH 
NEOPRENE GASKET

13Ø CINCH ANCHOR BOLT 
400 O.C.

6MM X 76MM X 76MM FULL LENGTH 
VERTICAL ANGLE

13 X 13MM REVEAL AND FULL  LENGTH 
BITUMEN CAULKING BOTH 
INSIDE AND OUTSIDE

38X89 WOOD FRAMING

RATED METAL DOOR FRAME

13 GYPSUM--PAINTED

EXISTING 
CONCRETE 
WALL

CUT OPENING

SCALE 1: 10

6 
A-5

DOOR OPENING FRAMING

SCALE 1: 20

7 
A-5

STAIR WALL

40

121

19 PARGING ON 
MESH & INSULOK

MASONRY
38 Ø PIPE 
RAIL

EXTEND ARM

BITUMEN V.B.

SUPPORT 
ANGLE

SKIM COAT 
FINISH-PAINT

MATCH 
FLOOR FIN.
100 R.B.

CORNER PVC MOLDING

40
0

290

30x140 HARDWOOD 
-PAINTED

25
0

9 X 50 STEEL 
SUPPORT 813 O.C. 
 - PAINTED

300

COUNTER SUNK 
SCREW HOLES

WALL

SCALE 1: 10

8 
A-5

BENCH DETAIL

50
8-

-3
 E

Q
. R

IS
E

R
S

280 280

10mm RADIUS 
ROUNDED NOSE

CONC. STEPS

SEE STRUCTURAL FOR 
FRAMING & REINFORCING

SCALE 1: 10

9 
A-5

19mm

COLOUR PRIME ON SURFACES 
TO RECEIVE SEALANT

DRYVIT COMPATIBLE SEALANT WITH  
CLOSED CELL BACKER ROD

EIFS EXPANSION JOINT
SCALE 1:20

12 
A-5

NOTE: SEALANT TO BE COLOUR  
MATCHED TO ACRYLIC FINISH

EIFS REVEAL
SCALE: 1:10

13 
A-5

EIFS ACRYLIC FINISH
38mm EPS RIGID INS.

DRYVIT REINFORCING 
MESH EMBEDDED IN  
BASE COAT

19 MIN.

RUN BASE SHEET DOWN  
LENGTH OF FASCIA 

19mm P.T. PLYWOOD SHEATHING

ALUMINUM FASCIA FASTENED TO  
SOFFIT WITH COUNTERSUNK SCREWS
AD300SR PERFORATED SOFFIT

ATTACHMENT ANGLE
19mm P.T. PLYWOOD SHEATHING

1.6mm ALUMINUM FASCIA ADHESIVELY 
ATTACHED TO PLYWOOD - MINIMUM  

JOINTS AS SHOWN --SEE ELEBVATIONS

AD300SR PERFORATED SOFFIT
ATTACHMENT ANGLE

2250

EXISTING WEEPING TILE  
- DO NOT DISTURB

EXISTING WEEPING TILE  
- DO NOT DISTURB--MAKE 
GOOD WHERE DISRUPTED

EXISTING WEEPING TILE  
- DO NOT DISTURB

BC

6542

REPAIR & MAKE GOOD BATT 
INSULATION IN EXISTING ATTIC

NEW CONCRETE GRADE BEAM 
ON C.I.P. PILE BY STRUCTURAL

SEE DETAIL 1/A-7

LINE OF WALL BEHIND 
CORRIDOR 004 WALL

8 
A-5 

8 
A-5 

SIM

1,
74

0
2,

05
0

1,100

1,315

EXISTING WEEPING TILE  
- DO NOT DISTURB96

5

EXISTING WEEPING TILE  
- DO NOT DISTURB

BACKING IN THE WALL FOR  
FASTENING OF BRACKETS

POT LIGHTS 
PROVIDE RATING AS REQ'D

TOP OF STEEL JOISTS 
@ ELEV. 109,125

TOP OF PARAPET 
@ ELEV. 110,000

3,896

4,200

16
 E

Q
. R

IS
E

R
S

38 Ø DRAIN IN 
THE DIRECTION 
OF LANE

38
13

5

ROOF SLOPE

1,
22

0

900 Ø CONC. SUMP  
PIT /W STEEL COVER 
-6X600X600 THUS

EXISTING DOOR 
CRAWLSPACE ACCESS

90
0

76 ANGLE ALL AROUND 
COVER PULL & HINGES 
--SEE SPECIFICATION

38Ø DRAIN PVC PIPE

PULLS

PLAN OF SUMP PIT

2,182

WOOD BLOCKING

EXIT

PREFINISHED PERFORATED  
METAL ROOF DECK - C/W  
FLUTE FILLERS-- SEE SPEC. 
-PAINTED

ACOUSTIC TREATMENT:TECTUM PANELS 
AS SPECIFIED. MOUNTING TYPE # C20. 
SIZE: 2400 X CONTINUOUS AROUND  
PERIMETER OF GYM. PAINT FIN - COLOUR 
SELECTED BY CONTRACT ADMINISTRATOR

SHAFTWALL TO PROTECT  
DUCTWORK : 13mm PLYWOOD  
AND 16mm MDF ON  92 STEEL  

STUDS - PAINT FINISH

NEW DRYWALL  
BULKHEAD

NEW DRYWALL  
BULKHEAD

2,
40

0
1,

20
0

STRUCT. SUPPORT IN  
WALL FOR BACKBOARD  
STRUCT FRAME--TOTAL 
6 LOCATIONS THUS

ACOUSTIC TREATMENT:TECTUM PANELS 
AS SPECIFIED. MOUNTING TYPE # C20. 
SIZE: 2400 X CONTINUOUS AROUND  
PERIMETER OF GYM. PAINT FIN. -COLOUR  
SELECTED BY CONTRACT ADMINISTRATOR

NEW STEEL LADDER AS  
PER 14/A-5

CRAWLSPACE ACCESS LADDER
SCALE: 1:10

14 
A-5

15
00

 A
P

P
R

O
X

.

60
0

65 x 4.8 LADDER STEEL 
SUPPORT BRACKETS 
WITH 9.5 LAGBOLTS  
TO BLOCK WALL - 3 
PER SIDE. 

38 DIA. STEEL 
PIPES

25 dia. STEEL PIPE  
RUNGS @ 300 O.C.

600

150

NOTE:

76
0

REMOVE BURRS AND ROUND STEEL EDGES. 
SITE MEASURE FOR LENGTH REQUIRED

PRIME AND PAINT FINISH ALL SURFACES 

LADDER TO BE CONSTRUCTED IN  
ACCORDANCE WITH ANSI A14.3  
"SAFETY REQUIREMENTS FOR FIXED  
LADDERS"

15
0

CONC. WALL 600

19 PARGING--TYP.

100 NON-PERFORATED P.V.C.  
TO SUMP PIT

CUT CONC. DOWN TO  
CRAWLSPACE LEVEL 
FOR CRAWLSPACE ACCESS

PLAN VIEW

GWGGWG

GWG GWG

GWG GWG

1.6 ALUM. DRIP FLASHING

WRAP ALUM. U/S OF
PLY BACKING AS SHOWN

10
010

0

TYPICAL ALUM. FACIA DET.

SEE ALSO FASCIAS SHOWN IN 
SECTIONS 6/A-7 & 1/A-8 AND
CROSS REFERENCE AS REQ'D SEE ALSO FASCIAS SHOWN IN 

SECTIONS 6/A-7 & 1/A-8 AND
CROSS REFERENCE AS REQ'D

1.6mm ALUMINUM FASCIA ADHESIVELY 
ATTACHED TO PLYWOOD - MINIMUM  

JOINTS AS SHOWN --SEE ELEBVATIONS

11-14-2007 11-14-2007

64 STL. STD FRAMING

16 'X' GYPSUM

DUCT
16 'X' DRYWALL CEILING

NOTE: ALL EXTERIOR WOOD 
TO BE PRESSURE TREATED

WATER SHEATHING MEMBRANE OVER DRIP FLASHING
PREFIN METAL DRIP FLASHING

ROD & CAULK UNDERNEATH FLASHING
GALVANIZED METAL SUPPORT ANGLE - SEE STRUCT.

BITUMEN BASE &  
CAP SHEET

CONTINUE BASE  
SHEET UP WALL

40
0

38x140mm P.T. WOOD JOISTS

H.S.S. STRUCTURAL FRAME  
- SEE STRUCT. DWGS.

19mm P.T. PLYWOOD DECKING

38x89mm P.T. BLOCKING

CONC. BLOCK VENEER AS SPEC.

ALUMINIUM J-TRIM

60
0

38x140mm P.T. WOOD PARAPET

38mm WOOD BLOCKING AS REQ'D 
FOR POSITIVE SLOPE TO SCUPPER19mm P.T. PLYWOOD

13mm P.T. PLYWOOD

13mm P.T. PLYWOOD

H.S.S. STRUCTURAL SUPPORT  
- SEE STRUCT. DWGS.

60
0

38x140mm P.T. WOOD PARAPET

38mm WOOD BLOCKING AS REQ'D 
FOR POSITIVE SLOPE TO SCUPPER

13mm P.T. PLYWOOD

CHANNEL SUPPORTS  
- SEE STRUCT.

NOTE: BOTH SIDES SIMILAR

BITUMEN BASE &  
CAP SHEET

19mm PLYWOOD 
DECKING

38x140mm  
JOIST FRAMING 

CAULK

2-38X140 BLOCKING

CARRY BITUMEN OVER TOP  
OF PARAPET AS SHOWN

1.6 ALUM. CAP AS SHOWN

CHANNEL SUPPORTS  
- SEE STRUCT.

R2

R2

TOP OF PARAPET 
@ ELEV. 110 000

1 
A-7

TOP OF INTERM. STL GIRT 
@ ELEV. 103 658

TEMPERED GLASS  
UNITS IN METAL  
FRAMES

EXIT
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This drawing must not be scaled. 
 
The general Contractor must verify all dimensions, 
datums and levels prior to commencement of work. 
All errors and omissions must be reported  
immediately to the Architect. 
 
Variations and modifications to work shown on this  
drawing shall not be carried out without written 
permission from the Architect. 
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 Architect and cannot be reproduced without 
written permission of the Architect.  Reproduction 
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revisions

401-55 Donald Street  Winnipeg MB  R3C 1L8

SERVICE  
WINDOW

16mm TYPE 'X' GYPSUM 
APPLIED TO CEILING  

THROUGHOUT BASEMENT 
FIRESTOP CAULK AT ALL  

WALL/CEILING CONDITIONS

NEW PREF. METAL  
CANOPY -- SUPPORTS  

BY STRUCTURAL

U/S OF NEW  
CANOPY @ 103 800

BOTTOM OF TRUSS 
BEARING @ 108,124

ROOF STRUCTURE SLOPE

7 
46

8 
 T

O
 U

/S
 O

F 
O

W
S

J

RAMP
EXIT

EXISTING ROOF TRUSSES

EXIT

SIM.

SIM.
SIM.

TOP OF PARAPET  
@ ELEV. 109,348

RIDGE EXISTING ROOF 
ELEV @ 107,824 +/- 
(VERIFY)

BOTTOM OF TRUSS 
BEARING @ 108,024
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