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DOOR  FRAME TYPES

FRAME TYPE 1

DOOR, FRAME AND OPENING NOTES: 
 
1. ALL GLAZING IN DOORS SHALL 

BE 6MM TEMPERED. ALL GLAZING 
           IN RATED DOORS SHALL BE GEORGIAN 
           WIRED GLASS. 
 
2. EXTERIOR METAL DOORS SHALL 

BE INSULATED. 
 
3. INSULATE ALL AROUND EXTERIOR 

DOOR FRAMES. 
 
4. INSULATE ALL AROUND INTERIOR 

SOUND WALL DOORS. 
 
5. DOOR AND FRAME SUPPLIER SHALL 

REFER TO WALL TYPES SHOWN ON 
301 FOR REQUIRED FRAME WIDTHS. 
FAILURE TO DO SO WILL BE THE 
RESPONSIBILITY OF THE SUPPLIER. 

 
6. SUPPLIER TO MAKE APPROPRIATE 
           FRAME WIDTHS. OPENINGS BASED 
           ON WALL TYPE WIDTHS. 
 
7. REFER TO THE DRAWINGS FOR  

INTERIOR DOOR GLAZING AND  
SIDELITE PROFILES. 

 
8. CAULK ALL EXTERIOR FRAMES AT 

WALL TO COMPLETE WEATHER 
SEAL. 

 
9. GLAZING IN EXTERIOR DOORS 

SHALL BE DOUBLE HERMETICALLY 
SEALED & TEMPERED UNITS. 

 
10.      INTERIOR VESTIBULE DOORS 
           SHALL BE SINGLE UNIT AND 
           TEMPERED (SAFETY) 
 
11. ADD EQUIVALENT GYPSUM BOARD TO  

DOOR ROUGH OPENING WHERE THE 
WALL IS SHOWN TO BE FIRE RATED. 

 
12. DOOR SUPPLIER TO REVIEW AND 

ADVISE CONTRACT ADMINISTRATOR OF  
ANY DISCREPANCIES AND/OR OTHER- 
WISE AS REQUIRED. 
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