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Project Title

Avaco Snowdon Park

Hespeler / Avaco Snowdon / Mildred Park
Playground Redevelopment - Site Work

Consultant

No. Date Issue Notes

Revised Item 3 delete play surface2 2/22/08

General Notes
1. All existing trees, sidewalks, curbs, catch basins, culverts, survey 

markers, to remain are to be protected during construction.  Any 
damage to them is to be made good by the Contractor. Maintain 
positive drainage into all catch basins and curb inlets.

2. All work is to be warrented for a period of not less than 1 year.
3. Contractor is to limit operations to the area within the area of work 

shown on the drawing.  Should areas outside of this limit be damaged 
during the course of construction, Contractor is to make good the 
damage at his own expense

4. Contractor is to obtain location of all utilities prior to construction. 
If using power equipment to excavate contractor must notify Hydro 
and Gas and telephone utilities and take steps to avoid damaging 
their installations.

5. All dimensions are in meters unless otherwise noted
6. Contractor to confirm all dimensions and report any discrepancies to 

Contract Administrator prior to construction.
7. Layout is to be approved by Contract Administrator prior to any 

construction or demolition/removals.
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Remove Existing Sandbox

Remove Existing PlayStructure

Retain existing Swings

4
.4

Remove Existing Sand (excavate 
35 cm below top of existing play 
curb

Install cap on existing Timber 
edging.  Replace lower portions of 
timber 150 mm x 150mm edging as 
directed by Contract Administrator
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Excavate Existing Sand 35 cm below 
existing curb.  30 cm new pea gravel 
play safety surfacing to be installed 
by others.

Remove existing Bench.  Install new 
8' composite tache bence.  Ensure 
bench minimum 1.8 m from Play 
curb.

Senior Play Area Site Work Plan
Scale: 1:200
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Remove Section of play curb 
indicated.  

Install new section of play curb c.w.
cap
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Location Plan
Scale: 1:500
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Install new Crusher Fines 
Path

Layout on
site to ensure
that exit from

path is
midway

between
existing
bollards.

Crusher Fines Path Layout
Scale: 1:200
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