
GYMNASIUM FLOOR PLAN - PAINTED GAME LINES
SCALE 1:100
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BOUNDARY LINES (SINGLES)

BOUNDARY LINES (DOUBLES)

SHORT 
SERVICE 
LINE

SHORT 
SERVICE 
LINE

SPIKE LINE

CENTRE LINE 
102mm WIDE

NOTE: ALL LINES TO BE 
38mm WIDE

NOTE: ALL LINES TO BE 51mm WIDE, 
EXCLUDING THE CENTRE LINE 

NOTE: ALL LINES TO BE 51mm WIDE

2030mm TO OUTSIDE RADIUS

POST ANCHORS 
AS PER 5/A-11 
- SUPPLIER TO 
CONFIRM QUANTITY 
AND LOCATIONS

NOTE: SEE 2,3 & 4/A-11 FOR LINE WIDTHS

POST ANCHORS AS PER 5/A-11 
- SUPPLIER TO CONFIRM 
QUANTITY AND LOCATION

2 0582 0581 524 1 524

THESE INSTRUCTIONS ARE INTENDED AS A REFERENCE ONLY; 
SUCCESSFUL CONTRACTOR SHALL PROVIDE SHOP DRAWINGS 
TO CONTRACT ADMINISTRATOR INDICATING COLOURS AND DIMENSIONS 
FOR ALL COURT LINES. 
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BADMINTON COURT LINES - ALL LINES 38mm WIDE - TO BE WHITE IN 
COLOUR 
 
VOLLEYBALL COURT LINES - ALL LINES 51mm WIDE, EXCLUDING CENTRE 
LINE (102mm WIDE) - TO BE BLUE IN COLOUR 
 
BASKETBALL COURT MAIN LINES -  TO BE BLACK IN COLOUR - UNLESS 
OTHERWISE NOTED, ALL LINES SHALL BE 51mm WIDE  (NEUTRAL ZONES 
EXCLUDED).  ENDLINES AND SIDELINES SHALL BE A MINIMUM OF 51mm IN 
WIDTH. 
 
THE THREE POINT LINE SHALL BE THE SAME COLOUR AS THE FREE 
THROW LANE LINE AND SEMI-CIRCLE. 
 
LINES SHOWN HERE HAVE BEEN DERIVED FROM OFFICIAL FLOOR 
MARKINGS (ARCHITECTURAL GRAPHIC STANDARDS). 
 
LANE SPACE AND NEUTRAL ZONE MARKERS - 51mm WIDE - TO BE GREEN 
IN COLOR 

VOLLEYBALL COURT LINES
SCALE 1:100
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BADMINTON COURT LINES
SCALE 1:100
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BASKETBALL COURT LINES
SCALE 1:100
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FREE THROW LANE MARKERS DETAIL LINES TO BE 51mm X 203mm
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715 Telfer St. North, Winnipeg, Manitoba
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This drawing must not be scaled. 
 
The general Contractor must verify all dimensions, 
datums and levels prior to commencement of work. 
All errors and omissions must be reported  
immediately to the Architect. 
 
Variations and modifications to work shown on this  
drawing shall not be carried out without written 
permission from the Architect. 
 
This drawing is the exclusive property of the 
 Architect and cannot be reproduced without 
written permission of the Architect.  Reproduction 
must bear the name of the Architect.  Copyright  © 2007.

revisions

401-55 Donald Street  Winnipeg MB  R3C 1L8

VALOUR COMMUNITY CENTRE  
GYMNASIUM ADDITION AND 
RENOVATIONS

1 524

LINE OF FINISHED WALL

LINE OF FINISHED WALL

NOTES:

KEYNOTES

11-14-2007 11-14-2007

RS100 METAL FLOOR SOCKET 
SUPPLIED BY ROYAL STEWART 
- ENSURE FLUSH CONDITION  
WITH FINISHED FLOOR. INSTALLER 
TO CONFIRM POSITIONS

DROP IN CAP

20
0

CONSTRUCT BOX 
TO ACCOMMODATE 
GROUT FILL TO SET  
POST ANCHOR

SPORTS FLOORING

CONCRETE TOPPING

WOOD SUBFLOOR

SPORTS POST ANCHOR
SCALE 1:5

5 
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FLOOR JOISTS

NOTE: STORAGE  
ANCHOR SIMILAR 
(RS108S)

NOTE: SEE 1/A-11 AND 3/A-10 
SUPPLIER TO CONFIRM 
QUANTITY AND LOCATION

#10 TIE ROD

CONTINUOUS CAULK SEAL  
ALUM. FRAME TO CONC.

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR BARRIER  

SEAL TO BITUMEN PEEL & STICK  
ALL AROUND FRAME --TEST FOR  

AIR SEAL--TYP.

INSULATED ALUM. SPANDREL PANEL BY WINDOW 
MANUFACTURER. TO BE TREATED SAME AS WINDOW  
OPENING: WRAP ENTIRE OPENING WITH BITUMEN 
PEEL & STICK MEMBRANE - MIN. 200mm LAPS

CONTINUOUS SEAL ALUM. FRAME TO 
CONCRETE WITH SILICONE CAULK

P.T. WOOD BLOCKING ALL  AROUND OPENING--TYPICAL

STEEL ANGLE AS SPEC. - SEE STRUCT.

GRADE BEAM - SEE STRUCT.

13mm FIBREBOARD THERMAL BREAK
CONC. SLAB - SEE STRUCT.

SPANDREL PANEL DETAIL @ BASE6 
A-11 SCALE  1:5

CONC. DOWEL BY STRUCT

6 MIL ETHAFOAM UNDER P.T. WD PLATE

INTERIOR WALL FINISH

GRID

74
0

LAG BOLT - 2 PER  SIDE 
@ EACH CONNECTION

P.T.  WOOD 4X4 POST

P.T.WOOD 2 x 6

P.T. PLYWOOD  
SIDES & DOOR

P.T. WOOD 2 x 6 
MITRE ALL CORNER 

CONDITIONS

LAG BOLT TO POST

19 P.T. PLYWOOD  
SIDES 

P.T. WOOD 2 x 6 
JOISTS

15
2

19mm  P.T.  
PLYWOOD  

SIDING

P.T. WOOD 2 x 4 
FRAMING FOR HINGES  

AND HASPS

900

19 P.T. PLYWOOD  
DOORS

38 P.T. PLYWOOD  
FRAMING

SILICONE  
CAULK

2,438
74

0
15

2

P.T. 2 x 6  WOOD FLOOR  
- 25mm GAP BETWEEN 
BOARDS 

19mm  P.T.  
PLYWOOD  
SIDING

SILICONE CAULK - TYP

CROSS SECTION

FRONT ELEVATION

PLAN

SIDE ELEVATION
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REFUSE CONTAINER DETAILS7 
A-11 SCALE  1:20

38 RIGID INSUL. BEHIND MASONRY--TYP.

PREFIN. METAL FLASHING

CONCRETE SILL BLOCK

SPLIT FACE CONCRETE  
BLOCK AS SPEC.

BITUMEN PEEL & STICK  
OVER TYVEK 

EIFS ACRYLIC FINISH

CAULK

P.T. WOOD STOP

13mm MDF DUCT ENCLOSURE

ROD & CAULK

INSULATED SUPPLY AIR  
DUCT BY MECHANICAL 
- FASTENED TO WALL AS 
INDICATED IN MECHANICAL 
DRAWINGS

ROD & CAULK

DUCT SHAFT DETAIL8 
A-11 SCALE  1:10

CAULK

PREFIN. MTL. FLASHING

EIFS TRIM

PEEL & STICK BITUMEN 
- ATTACH FLASHING TO  

DUCT SLEEVE

STEEL STUD FRAMING
FOAM INSULATION ALL AROUND

POLY VB. CONTINUOUS

FIBREGLAS BATT INSUL. 
- FULL DEPTH

NOTE: LAP TYVEK BARRIER 
INTO OPENING ALL AROUND


