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ALL PLUMBING FIXTURES ARE TO REMOVED AND STORED FOR RE-USE IN NEW WASHROOMS. 
STORE AS INSTRUCTED BY THE CONTRACT ADMINISTRATOR

ALL KITCHEN CABINETS (BASE & UPPERS) ARE TO BE CAREFULLY REMOVED 
AND SALVAGED FOR USE IN NEW KITCHEN - SEE 4/A-10 FOR MILLWORK DRAWINGS

ALL EQUIPMENT, FIXTURES, FURNISHINGS, DOORS & WINDOWS REMAIN  
THE PROPERTY OF THE OWNER UNLESS OTHERWISE INSTRUCTED. THESE 
ITEMS ARE TO BE PROTECTED, STORED AND RE-USED AS INSTRUCTED BY  
THE CONTRACT ADMINISTRATOR

IN ALL CASES WHERE WALLS ARE REMOVED, REMAINING SURFACES MUST BE  
PATCHED AND 'MADE GOOD' - PAINT TO MATCH EXISTING OR AS INSTRUCTED
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LOCATION OF NEW 
HVAC UNIT(S)

DIMENSIONS FOR PAINTED GAME LINES: SEE A-11

RELOCATE STEEL COLUMN FROM MULTI-PURPOSE ROOM, 
CUT BEAM TO LENGTH REQUIRED.

EXTEND EXISTING WALL TO ENCLOSE NEW OFFICES AS SHOWN

CHILLED WATER FOUNTAIN - REFER TO MECHANICAL

TRANSITION FLOOR HEIGHT THIS AREA

RAIN WATER LEADER - SEE MECHANICAL

LOCATION OF ACTIVATORS FOR POWER-ASSISTED DOORS 
- SEE ELECTRICAL

POWER ASSISTED DOORS

BENCH - SEE DETAIL 8/A-5

SLIP RESISTANT STAIR NOSING AS PER SPEC.

SPORTS POST ANCHOR AS PER 5/A-11 
- SUPPLIER TO CONFIRM QUANTITY AND LOCATION
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CRAWL SPACE CRAWL SPACE

ALL EXISTING WALLS ARE TO BE CLEANED AND PAINTED

WALL LAYOUT: LAY OUT ON FLOOR PRIOR TO COMMENCEMENT OF CONSTRUCTING  
WALLS - WHERE DISCREPANCIES OCCUR, CONTACT THE CONTRACT ADMINISTRATOR

EXISTING MULTI-PURPOSE ROOM TO BE DEMOLISHED/REMOVED AS SHOWN PER 1/A-3,  
FLOOR FINISHES TO BE REMOVED - SUB FLOOR TO REMAIN.

011

EXISTING WEEPING TILE SHOULD NOT BE DISTURBED - MAKE GOOD AS REQUIRED. 
NEW WEEPING TILE SHALL SERVE TO DRAIN NEW GYMNASIUM FOUNDATION AND SHALL 
BE INDEPENDENT OF EXISTING SYSTEM. CONNECT TO EXISTIG WEEPING TILE ONLY AS  
REQUIRED BY DEEP FOUNDATION (AT NEW EXIT STAIR TO WEST OF BUILDING). CONFIRM  
THAT EXISTING WEEPING TILE IS FUNCTIONAL BEFORE CONNECTING TO EXISTING LINE. 
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EXISTING EXTERIOR DOORS 
TO BE REMOVED; SALVAGE DOORS 
AND ALL HARDWARE FOR RE-USE.

EXIST. STL. COLUMN

DASHED LINES  
INDICATE WALLS 
TO BE REMOVED  

EXISTING CHIMNEY 
TO BE REMOVED 
-- SEE MECHANICAL

EXISTING WASHROOM FIXTURES 
TO BE REMOVED; SALVAGED FOR  
RE-USE IN NEW WASHROOMS

EXISTING WASHROOM FIXTURES 
TO BE REMOVED; SALVAGED/STORED FOR  
RE-USE IN NEW WASHROOMS

STEEL COLUMN TO BE REMOVED 
RELOCATED AS SHOWN (SEE 2/A-3) 

EXISTING WINDOW TO BE  
REMOVED; CLOSE OPENING WITH 

WALL TYPE AS INDICATED AND 
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EXISTING EXTERIOR DOORS 
TO BE REMOVED; SALVAGE DOORS 
AND ALL HARDWARE FOR RE-USE. 
STORE AS INSTRUCTED BY BLDG. MANAGER
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-- COVER OPENING WITH 
NEW PLYWOOD FLOOR
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