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ALUM. ROOF SCUPPER DETAIL
SCALE 1:10
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150X200 WIDE PREFORMED  
PRE-FINISHED METAL SCUPPER

OVERFLOW METAL SCUPPER DETAIL
SCALE 1:10
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900 BITUMEN BASE STARTER UNDER  
SCUPPER & TOP OF P.T. 13 PLYWOOD

PREFIN. METAL FLASHING

T/O PARAPET @ 
ELEV. 100 000

ROOF PLAN
SCALE 1:100
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EXISTING GABLE TO BE REMOVED 
PATCH AND REPAIR ROOF - MATCH  
METAL PROFILE OF EXISTING ROOF 

EXTEND INTERIOR RAIN WATER 
LEADER TO THE OUTSIDE 
400 ABOVE SPLASHPAD 
-- SEE MECHANICAL

EIFS ACRYLIC FINISH ON 
50mm EPS INSULATION

PRE-FINISHED METAL 
FLASHING
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NEW METAL ROOF OVER  
EXISTING ROOF STRUCTURE 
AND SHEATHING
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REINSTALL EXISTING 
SNOW FENCE

NEW METAL ROOF OVER  
EXISTING ROOF STRUCTURE 
AND SHEATHING

TYP. ROOF DRAIN
SCALE 1:10

SEAL FELTS UNDER 
DRAIN FLANGE

CAULK AND SEAL 
V.B. TO DRAIN

CLAMP TO U/S 
OF DECK

INSULATE DRAIN PIPE 
AS DIRECTED BY MECH.

NOTE: ROOF DRAIN TO 
BE INSTALLED AS PER 
MANUFACTURER'S SPEC'S. 
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ROOF DRAIN 
AS PER 5/A-6  
& SEE MECH.

ROOF DRAIN 
AS PER 5/A-6  
& SEE MECH.

S.P.

S
LO

P
E

D
 S

TR
U

C
TU

R
E

S
LO

P
E

D
 S

TR
U

C
TU

R
E

SCUPPER

VALOUR COMMUNITY CENTRE  
GYMNASIUM ADDITION AND 
RENOVATIONS

REMOVED EXISTING GABLE 
BUILD NEW WALLS & ROOF 

AND MAKE GOOD AS REQUIRED
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NOTE:  
 
EXISTING DRAWINGS INDICATE THAT PRODUCT  
HAS BEEN MANUFACTURED/ SUPPLIED BY 'MATCOM'. 
ALTERNATES WILL BE PERMITTED, HOWEVER  
CONTRACTOR IS TO CONFIRM THAT MANUFACTURE,  
MATERIALS, SIZES AND FINISHES OF SNOW GUARDS  
WILL  MATCH TO EXISTING. 
 
MANUFACTURER SHALL PROVIDE SHOP  
DRAWINGS PRIOR TO MANUFACTURE - TO 
INCLUDE LETTER FROM REGISTERED  
PROFESSIONAL ENGINEER (LICENSED IN  
THE PROVINCE OF MANITOBA) CERTIFYING  
THE DESIGN AND SPACING OF SNOW GUARDS

SNOW GUARD DETAIL
SCALE 1:20
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SIM.

ADD. SLOPED INSUL. ADD. SLOPED INSUL.ADD. SLOPED INSUL. ADD. SLOPED INSUL.
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REINSTALL EXISTING 
SNOW FENCE

REINSTALL EXISTING 
SNOW FENCE
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ICE & WATER SHIELD 
OVER ENTIRE U/S OF 

METAL ROOF

ICE & WATER SHIELD 
UP WALL 400 mm

ICE & WATER SHIELD 
UP WALL 400 mm.

ICE & WATER SHEIELD 
UP WALL 400 mm

LINE OF WALL BELOW ROOF

PREFINISHED ROOF RIGDE 
CAP AND STOPPERS BY 

ROOFING TRADE
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52

SCUPPER PLAN

SILICONE CAULKING 
ALL AROUND

1.6 MM ALUMINUM  
SHAPED SCUPPER

CAP & BASE BITUMEN 
SHEETS OVER TOP 

ALUMINUM SCUPPER

CAP & BASE BITUMEN 
SHEETS OVER TOP 

SCUPPER SIDES

19 19

13 P.T. PLYWOOD

15
0

15
0

20
0

BITUMEN BASE & CAP SHEETS

BITUMEN BASE SHEET OVER 
TOP PARAPET & ATTACHE TO 
SUB-STRATE

PREFINISHED METAL  
PARAPET CAP

BITUMEN BASE & CAP SHEETS 
OVERTOP PREFIN. SCUPPER

BITUMEN BASE & CAP SHEETS

13 P.T. PLYWOOD
BITUMEN BASE & CAP SHEETS 
TOP AND SIDES OF SCUPPER

13 P.T. PLYWOOD
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150

SNOW GUARD BRACKETS TO BE  
AFFIXED DIRECTLY TO ROOF SHEATHING 
AT TRUSS LOCATIONS 

25mm DIA. 16 GA. METAL RODS

BRACKETS: DESIGN AND SPACING BY  
MANUFACTURER - TO MATCH EXISTING 

METAL ROOF PANEL

EXISTING ROOF FRAMING

900

4 
A-6

3 
A-6

2 
A-6

1 
A-7

4 
A-6

OVERFLOW 
SCUPPER

OVERFLOW  
SCUPPER
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SIM.
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SIM.
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SIM.

ROOF 
SCUPPER
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SLOPED  
INSUL.

760

2,
25
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CANOPY ROOF

WALL/ROOF CORNER DETAIL
SCALE: 1:5
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8MM CEMENT BOARD

38 RIGID INSUL.

13 P.T. SHEATHING

PREFIN. DRIP FLASHING

ROOF/WALL METAL FLASHING

2-BITUMEN CORNER FLASHINGS

13 P.T. PLYWOOD

38 RIGID INSUL.

15
0

40
0

13 WALL SHEATHING

BITUMEN ON DECK

TYVEK BARRIER

WALL/ROOF CORNER DETAIL
SCALE: 1:5
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FASCIA/ROOF DETAIL
SCALE: 1:5
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EXISTING FASCIA 
& DECKING

P.T. WOOD BLOCKING

NEW METAL ROOF

U/S BITUMEN LAYER

METAL CLAD 
EXISTING FASCIA

NEW CORNER ROOF 
FASCIAL METAL  

PREF. FLASHING 
TO MATCH ROOF

15
0

LAP BIT. OVER 
METAL FASCIA
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38 RIGID INSUL.

EIFS SYSTEM/ACRYLIC FIN.

PREFIN. DRIP FLASHING

ROOF/WALL METAL FLASHING

EIFS BACKING OVER TOP

2-BITUMEN CORNER FLASHINGS

13 P.T. PLY

38 RIGID INSUL.

15
0

40
0

13 WALL SHEATHING

BITUMEN ON DECK

38 P.T. BACKING AS REQ'D

WALL DETAIL @ BEAM
SCALE: 1:10
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LOBBY SIDEWASHROOM SIDE
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INSULATED SUPPLY AIR 
DUCT  - SEE MECHANICAL 

DRAWINGS AND DETAIL 8/A-11


