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SECTION THRU STAIR 112--STAIR 113 SIM.

SECTION DETAIL @ LOBBY ROOF6 
A-9 SCALE  1:10

VALOUR COMMUNITY CENTRE  
GYMNASIUM ADDITION AND 
RENOVATIONS
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38mmØ STEEL PIPE RAIL 
PROVIDE BACKING AND  
FASTEN SECURELY AT  
1220mm +/- INTERVALS
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38mmØ STEEL PIPE RAIL 
PROVIDE BACKING AND  
FASTEN SECURELY AT  
1220mm INTERVALS 
OPPOSITE SIDE SIMILAR

6.3MM TEMPERED 
GLASS UNITS IN 
METAL FRAMES

100 R.B. TYPICAL
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PLAN OF NEW STAIR 113
SCALE 1:50
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DOUBLE TRACK 
BLOCKING @ 
BOLTS LEVEL 

USE 20 GA.METAL 
AND WOOD BLOCKING

76X76X6 STEEL PLATE  
@ 1200 O.C. MAX. AND  
ANCHOR TO WALL

WHERE ADJACENT 
WALL IS CONCRETE 

OR CONC. BLOCK 
USE CINCH ANCHORS  
TO ANCHOR BRACKET

13MM DIA. BAR 
WALL BRACKETS
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SECTION WALL HANDRAIL DET.

280

6 BENT PLATE 
TREAD PAN

2-10 RODS WELDED 
TO TREAD PAN

GROUT FILLED PANS

3mm PLATE
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6mm ROUNDED NOSING

MAIN/BASEMENT STAIRS
SCALE 1:5
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38 Ø PAINTED HANDRAIL 
& BRACKET SUPPORTS--TYPICAL

C300 CHANNEL ANCHORED 
TO WALL/STEEL BACKING 
SUPPORT AS REQUIRED

38

MAIN FLOOR

RUBBER FLOOR FINISH
4.8 x 25mm STEEL  STOP 
GRIND FLUSH TO PLATE - CONT.

6mm STEEL BENT PLATE 
TO SHAPE SHOWN & 
ANCHOR TO CONC. FLOOR

38WELD STAIR STRINGER 
TO WELDED PLATE  

 EMBEDDED IN CONC.

6mm ROUNDED NOSING
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MAIN/BASEMENT STAIR STRINGER/TREADS
SCALE 1:10
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38 Ø PIPE HANDRAILS

300

6.3 TEMPERED GLASS

38 CONC. TOPPING
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38Ø PIPE RAIL

32X32 ANGLE
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CEMENT FIBRE PANEL TRIM DETAILS
METAL TRIMS: 

14  GA. COLD-ROLLED STEEL   
- PROFILES AS SHOWN.  

 
MITRE JOINT ALL CORNER  

CONDITIONS GRIND  
SMOOTH ALL WELDS  AND  

POWDER COAT IN SILVER FINISH.  
COLOUR TO BE APPROVED BY  

CONTRACT ADMINISTRATOR

1
5

7 
A-9

6
0

0
4

4
4

2 

A-9

2 

A-9

21

22

2

3 BELOW

ABOVE

SCALE 1:20

900X625 INSULATED DUCT 
BY MECHANICAL

WALL TYPE 13: 
METAL CLADDING TO MATCH  

ROOF (VERT.) - 
38 Z-BAR @ 1200mm O.C. - 

92mm STEEL STUDS @ 406 O.C. -

13

DETECTABLE WARNING  
SURFACE

DETECTABLE WARNING SURFACE

BASEMENT FLOOR
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STAIR LANDING DETAIL
SCALE 1:10
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16mm 'X' GYPSUM BOARD

6 MIL POLY VAPOUR BARRIER

RSI 2- 3.5 BATT INSULATION 
(RSi 7.0)

16mm 'X' GYPSUM BOARD

19mm P.T. PLYWOOD SHEATHING

1.6mm ALUMINUM FASCIA  
 ADHESIVELY ATTACHED  
TO PLY BACKING 
-EVENLY SPACED LENGTHS  
AS SHOWN

AD300SR PERFORATED SOFFIT 
SUPPORT ANGLES ENCLOUSERS 
EACH END

ATTACHMENT ANGLE BOTH ENDS

38x140mm P.T. WOOD PARAPET

13mm P.T. PLYWOOD

TYPICAL ALUMINUM FASCIA INCL. LOWER 
CANOPY.  ONE PIECE CORNERS 600X600 
EACH WAY AND EVENLY SPACED PANELS IN 
BETWEEN, I.E., APPROX. 1200 . LAMINATE TO 
PLY BACKING

38mm RIGID INSULATION AS SPEC.

13mm PLY SHEATHING

P.T.  38x38mm BLOCKING

SOFFIT J-TRIM - ROD & CAULK

PREFIN. METAL FLASHING OVER ROOFING BY ROOFING MANUF.

BITUMEN UP WALL 400 MM

BASE BITUMEN UNDER METAL 
ROOF & UP WALL. LAPS = MIN. 300

METAL ROOFING AS SPEC.  INSTALL METAL 
ROOF TO MANUFACTURE'S INSTRUCTIONS

6
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BITUMEN AS SPEC. UNDER ROOF - CONTINUE 
UP WALL MIN. 600mm

NOTE: CONTRACTOR IS 
RESPONSIBLE TO ENSURE 
FULL WATER SEAL

DIRECTION OF SLOPE - SEE ROOF PLAN

REMOVE PART OF TRUSS AS  
PER STRUCT. DWGS.

140mm WOOD STUD STRUCTURAL  
WALL - SEE STRUCT. DWGS.

WOOD TRUSS & CANTILEVERED JOISTS 
- SEE STRUCT. DWGS.

RSI 3.5 BATT INSULATION

38X140 WOOD STUDS @ 406 O.C.

BASE & CAP BITUMEN!

SHEETS ON ROOF/PARAPET
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SHAPED TO PROFILE SHOWN1
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1.6mm ALUMINUM FLASHING
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METAL PROFILE -- SEE 9/A-9

METAL PROFILE -- SEE 9/A-9
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TOP BOTTOM CORNERPANEL JOINT
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HORIZONTAL!

PANEL/MASONRY

SILICONE CAULK

ROD & SILICONE CAULK
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CORNER ANGLE!

25X32

ROD & SILICONE CAULK
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8MM CEMENT BOARD AS SPECIIFIED

WOOD BLOCKING

VENTED ATTIC SPACE

ROD & SILICONE CAULKING

ROD & SILICONE CAULKING

LINE OF EXISTING ROOF OVERHANG
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MISC. DETAILS 
 

715 Telfer St. North, Winnipeg, Manitoba

date 14 November 2007
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This drawing must not be scaled. 
 
The general Contractor must verify all dimensions, 
datums and levels prior to commencement of work. 
All errors and omissions must be reported  
immediately to the Architect. 
 
Variations and modifications to work shown on this  
drawing shall not be carried out without written 
permission from the Architect. 
 
This drawing is the exclusive property of the 
 Architect and cannot be reproduced without 
written permission of the Architect.  Reproduction 
must bear the name of the Architect.  Copyright  © 2007.
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50 CONC. TOPPING

3mm METAL RETURN EDGE!

FORMED AS PART OF RISER

FLOOR FINISH--SEE SCHEDULE

16 'X' GYPSUM

38  METAL CHANNELS!

@ 406 O.C.

EXISTING FLOOR 

3-38 X ? GRIDER
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6MM Ø ROUNDED NOSE
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CORRIDOR


