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THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS AND 
LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL ERRORS AND 
OMISSIONS TO BE REPORTED IMMEDIATELY TO THE LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS 
SHALL NOT BE CARRIED OUT WITHOUT WRITTEN PERMISSION FROM THE 
LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE PERMISSION OF 
THE LANDSCAPE ARCHITECTS, IN WHICH CASE THE REPRODUCTION MUST 
BEAR THEIR NAME AS LANDSCAPE ARCHITECTS.

1 - ISSUED FOR TENDER JUNE 16, 2014

CONTROL JOINTS: 
3mm x 25mm "SOFF CUT" 

DISCONTINUE EVERY SECOND BAR 
CROSSING CONTROL JOINTS - TYP.

JOINT IN PLANTER

JOINT IN PLANTER

15M X 1200 LONG CORNER 
BARS @ 300 O.C. EACH FACE 

DOWELS 15M x 400 
LONG AT 300 O.C.

STRUCTURAL PLAN & 
DETAILS
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CIP CONCRETE BENCH
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CIP CONCRETE PLANTER - A
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CIP CONCRETE PLANTER - B
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CIP CONCRETE SLAB R/W 
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57 DEPTH ENDICOTT PAVER 
15 DEPTH SAND LEVELING COURSE 
- SEE DTL. 1/L1.2 FOR PAVING PATTERN
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25 CHAMFER 
W/  

50ø DRAINAGE HOLES @1200 O.C.  
FILLED WITH CLEAN STONE AND COVER WITH GEOTEXTILE

35 DEEP 
CONTINUOUS KEY

35 DEEP 
CONTINUOUS KEY

35 DEEP CONTINUOUS KEY

STRUCTURAL NOTES 
 
1. OBTAIN FINAL APPROVAL OF LAYOUT PRIOR TO PROCEEDING WITH ANY FINISHES.  
 
2. ENSURE ALL BASES AND FOUNDATIONS ARE FORMED AND ALL ELECTRICAL LINES ARE IN PLACE AND APPROVED  PER ELECTRICAL SPECIFICATIONS PRIOR TO PROCEEDING WITH FINISH INSTALLATION. 
 
3. ENSURE ALL SLEEVES AND CONDUITS NECESSARY TO THE COMPLETION OF ELECTRICAL, AND IRRIGATION INSTALLATION ARE IN PLACE AND APPROVED PRIOR TO COMMENCING WITH FINISHES. 
 
4. ENSURE FORMWORK AND REBAR HAVE BEEN APPROVED PRIOR TO POURING CONCRETE. 
 
5. INSTALL SOFT LANDSCAPE FINISHES ONLY AFTER HARD LANDSCAPE INSTALLATIONS ARE APPROVED. ENSURE TOPSOIL, SOD, AND MULCH MEET FINISH GRADES AFTER REQUIRED COMPACTION IS 
COMPLETED. 
 
6. INSTALL PRECAST CONCRETE PAVERS AND BASES ONLY AFTER CONCRETE WORK HAS BEEN APPROVED. 
 
7. INSTALL DETECTABLE WARNING STRIPS AND SURFACES AT STAIRS ONLY AFTER SAMPLES HAVE BEEN APPROVED BY CWPG UNIVERSAL ACCESS COORDINATOR AND CONTRACT ADMINISTRATOR.

25 CHAMFER  - SMOOTH ALL EDGES

25 CHAMFER 
W/ STAKE DETERRENT 

@ 900 O.C.

25 CHAMFER 
W/ STAKE DETERRENT 

@ 900 O.C.

COMPACTED 
GRANULAR  BASE


