
EX 375 CONC CS (1965)

EX 300 AC WM (1965)

EX 100 GAS
EX 100 GAS

EX 100 GAS

EX 375 CONC CS (1965)

EX 300 AC WM (1965)

CONSTRUCT NEW LEFT TURN LANE

MODIFY

EXISTING

ISLAND

CONCRETE SPLASH STRIP

CONCRETE SPLASH STRIP

PAVEMENT JOINTS TO MATCH EXISTING

ADJUST VALVE BOX

ELEVATION AS REQUIRED

CAUTION

HYDRO POLE

WIDEN EXISTING

PAVEMENT

CURB RAMP

PROPOSED MEDIAN GUTTER

232.51

232.32

232.38

232.33

232.39

232.34

232.21

EXISTING PAVEMENT:

CONCRETE WITH

ASPHALT OVERLAY

REMOVE EXISTING CURB

AND ASPHALT OVERLAY,

SAW-CUT AS REQUIRED

CONCRETE

SPLASH STRIP

(SD-223A)

50 ASPHALT

200 REINFORCED CONCRETE

150 BASE

450 50mm SUB-BASE

SEPARATION GEOTEXTILE FABRIC

COMPACTED SUBGRADE

PAVEMENT WIDENING

(SD-208)

Winnipeg
THE  CITY  OF  WINNIPEG

PROPERTY, PLANNING & DEVELOPMENT

232.50

232.25

232.00

DECIMALIZED NUMBERS INDICATE METRES

WHOLE NUMBERS INDICATE MILLIMETRES

 METRIC 

231.75

232.50

232.25

232.00

231.75

LEFT TURN LANE AND MEDIAN OPENING
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(WINNIPEG PUBLIC LIBRARY)


