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WESTBOUND TRAFFIC

EASTBOUND TRAFFIC

PLANE 50 mm OF EXISTING ASPHALT

AND OVERLAY WITH NEW ASPHALT

GROUTED RIPRAP REPLACEMENT.

APPROXIMATE AREA = 12m2

BARRIER CURB REPLACEMENT

SD-206A

BARRIER CURB REPLACEMENT

SD-206A
BARRIER CURB REPLACEMENT

SD-206A

MATCH EXISTING CATCH BASIN

GEOMEMBRANE ENVIRONMENTAL CONTAINMENT

GEOMEMBRANE ENVIRONMENTAL CONTAINMENT GEOMEMBRANE ENVIRONMENTAL CONTAINMENT

GEOMEMBRANE ENVIRONMENTAL CONTAINMENT

GROUTED RIPRAP REPLACEMENT.

APPROXIMATE AREA = 20m2

GEOMEMBRANE ENVIRONMENTAL CONTAINMENT

FOR CRACK REPAIRS WITHIN CULVERT BARREL

MATCH EXISTING GRADE

MATCH EXISTING GRADE

CONCRETE REPAIRS.

SEE SHEET 06 AND 07.

CONCRETE REPAIRS.

SEE SHEET 06 AND 07.

CONCRETE REPAIRS.

SEE SHEET 06 AND 07.

CONCRETE REPAIRS.

SEE SHEET 06 AND 07.

90.0±

2000±

2000±6000±

SIDEWALK REPAIR, SD-228A

APPROXIMATE AREA = 1.0m

2

EXISTING SIDEWALK

PLANE 50 mm OF EXISTING ASPHALT

AND OVERLAY WITH NEW ASPHALT

200 CONCRETE ROADWAY

8300±

75 ASPHALT EXISTING

EXISTING SAFETY MEDIAN

EXISTING BARRIER

NORTHSOUTH
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PLAN AND ROADWORKS

1:200

C302 PROVENCHER CULVERT

A

-

SECTION

1:20NOTES:

1. GROUTED RIPRAP AREAS ARE APPROXIMATE. LAYOUT ACTUAL

REPAIR AREAS WITH CONTRACT ADMINISTRATOR ON SITE.

2. LIMITS OF CURB REPLACEMENT TO BE FINALIZED IN THE FIELD

BY CONTRACT ADMINISTRATOR.

3. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE

LATEST REVISION OF THE CITY OF WINNIPEG STANDARD

CONSTRUCTION SPECIFICATIONS.

4. WORK SCHEDULE RESTRICTIONS:

4.1. CHEMICAL CRACK GROUT INJECTION, CONCRETE CURB

RENEWAL, PLANING OF PAVEMENT AND ASPHALTIC

CONCRETE OVERLAY SHALL NOT COMMENCE PRIOR TO

JULY 15, 2019.

4.2. GROUTED STONE RIP RAP, CONCRETE REPAIRS, AND CHAIN

LINK FENCE REPAIRS SHALL NOT COMMENCE PRIOR TO

JANUARY 1, 2020.
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