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G SINGLE TIER TIMBER EDGING B/W 
WOODCHIP MULCH AND COMPACTED 
GRANULAR PAVEMENT

SEE TIMBER FENCE DETAIL (M.81-A2)

16' WIDE, 4' TALL DUAL OPEN CHAIN 
LINK GATE ON SOLID WHEELS
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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PARK AND OPEN SPACES Playground Redevelopment
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SUPPLY AND INSTALL CURB CUT AND ACCESSIBLE 
CONCRETE APPROACH (11 SM)

SUPPLY AND INSTALL TIMBER  FENCING (41 LM)

SUPPLY AND INSTALL GRANULAR PATH (SCD-646) (123 SM)

DRAINAGE PIPE CONNECTION TO MANHOLE AS PER STANDARD
SPECIFICATION CW 3120.3.5 

SUPPLY AND INSTALL 100MM DEPTH WOODCHIP MULCH C/W WEED 
BARRIER (21SM)

SUPPLY AND INSTALL 4' HIGH CHAIN LINK FENCING C/W BAFFLE 
GATE (SCD-633) (85 LM)

SUPPLY AND INSTALL TWO-BAY SWING SET (2 BELT, 2 BABY SEATS)

LEGEND

140mm x 140mm (6" x 6") 
PT posts installed min. 
1050mm below grade in 
300mm dia. hole backfilled 
19mm (3/4") crushed 
limestone down installed in 
compacted lifts

Fasten fence boards to post 
with 9.5mm x 114mm (3/8" x 
4.5") galvanized lag screw 
and washer - predrilled and 
countersunk

38mm x 235mm (2"x10") PT 
fence boards
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TIMBER FENCING DETAIL (NTS)

PICK UP AND INSTALL ACCESSIBLE PICNIC TABLE  (1) (SCD-122)

SUPPLY AND INSTALL SINGLE AND TWO TIER TIMBER EDGING WITH 
COMPOSITE CAP (SCD-651, SCD-651a) (57 LM TWO TIER, 12LM SINGLE TIER)

SUPPLY AND INSTALL CHAIN LINK VEHICLE ACCESS GATE (1)

SUPPLY AND INSTALL SOIL & SOD (548 SM)

PICK UP AND INSTALL NEW DOUBLE SIDED PARK SIGN (SCD-153) (1)

PICK UP AND INSTALL NEW  WASTE RECEPTACLE (SCD-119) (2) 

SUPPLY AND INSTALL ENGINEERED WOOD FIBRE SAFETY 
SURFACE (SCD-650) (202 SM) 

PICK UP AND INSTALL  BENCH  (SCD-121a) (1)  
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