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PREPARE AREA FOR NEW
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EXISTING BRICK CHIMNEY
TO REMAIN

± 3505± 3962± 3962± 4420± 4877

± 457

±
35

56
±

31
91

±
45

31

±
66

42
±

10
5

EXISTING UPPER ROOF
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EXISTING OVERFLOW
SCUPPER

EXISTING STONE PARAPET CAP
ENTIRE PERIMETER

EXISTING OVERFLOW
SCUPPER

EXISTING VENT STACK
TO REMAIN, SEE DETAIL
 ON A104

EXISTING GALVANIZED
CHIMNEY, TO REMAIN
SEE DETAIL ON A104

EXISTING GALVANIZED
CHIMNEY, TO REMAIN
SEE DETAIL ON A104
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1 REMOVE EXISTING UPPER BUILT UP ROOFING TO BELOW EXISTING CORK INSULATION
AND PARAPET BITUMINOUS FLASHING.

MARK DESCRIPTION

DEMOLITION LEGEND

2 REMOVE EXISTING LOWER BUILT UP ROOFING TO EXPOSE EXISTING CONCRETE ROOF.

3 REMOVE EXISTING OVERFLOW SCUPPER FLASHING AND BITUMINOUS FLASHING.

4 REMOVE EXISTING GRAVEL STOP FLASHING.

5 REMOVE EXISTING LOWER ROOF WALL FLASHING.

6 REVIEW CONDITION OF EXISTING PRECAST HAYDITE ROOF TILE WITH CONTRACT
ADMINISTRATOR.  IDENTIFY AND MARK AREAS TO REPAIR.
DETERMINE WHICH AREAS REQUIRE PARTIAL OR FULL DEPTH REPAIR.

ER-1

EXISTING UPPER ROOF ASSEMBLY
TOP POUR & GRAVEL
4 PLY BUILT UP ROOFING
50mm CORK
HOT PITCH ASPHALT
EXISTING CONCRETE DECK

ER-2

EXISTING LOWER ROOF ASSEMBLY
TOP POUR & GRAVEL
4 PLY BUILT UP ROOFING
HOT PITCH ASPHALT
EXISTING CONCRETE DECK
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A103 SCALE:  1 : 50

1 EXISTING & DEMOLITION BPS ROOF PLAN

PICTURE 1.5: EXISTING UPPER ROOF DRAIN AND BUILT UP ROOFING

PICTURE 1.4: EXISTING UPPER ROOF VENT STACK

PICTURE 1.3: EXISTING UPPER ROOF PARAPET STONE CAP
AT EXITING BRICK CHIMNEY

NOTES:
1. ALL EXISTING DIMENSIONS ARE ± AND MUST BE SITE VERIFIED

BY CONTRACTOR.
2. EXISTING CONCRETE DECK TO BE REVIEWED BY CONTRACT

ADMINISTRATOR PRIOR TO NEW WORKS COMMENCING.  ANY AREA
OF THE CONCRETE DECK NEEDING REPAIR WILL BE REVIEWED
AND REMEDIATION SOLUTIONS PROVIDED BY CONTRACT
ADMINISTRATOR PRIOR TO NEW WORK.

PICTURE 1.0: EXISTING LOWER ROOF BUILT UP ROOF, GRAVEL STOP,
AND WALL FLASHING

PICTURE 1.1: EXISTING UPPER ROOF GALVANIZED CHIMNEYS PICTURE 1.2: EXISTING UPPER ROOF OVERFLOW SCUPPER
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