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MIN. 12mm FOR 610mm
TAPER INSULATION FOR SLOPE TO DRAIN

URETHANE INSULATION FOR DEPTH OF
DECK.

DRAIN PIPE.

EPDM SUPER SEAL.

DRAIN BODY
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EMBED DECK FLANGE IN
LAYER OF PLASTIC CEMENT.

VANDALPROOF DOME
STRAINER WITH HINGED
ACCESS GATE AND CLAMPING
RING.

FOUR 9mm MOUNTING BOLTS
WELDED TO STABILIZER
RING AND DRAIN BODY.

S.S. VANDALPROOF
RETAINING SCREW.

STUDS WELDED
TO BASE.

ANCHOR FLANGE & BLOCKING TO DECK
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MOD BIT. BASE SHEET

PRIMED LEAD FLASHING

MOD BIT. CAP SHEET

ROLL LEAD FLASHING
25mm DOWN INTO PIPE

NO HUB COUPLING RING
VERIFY SIZE IN FIELD
FASTEN w/ STAINLESS STEEL
CLAMPING RING

MIN.

100

TORCH MEMEBRANE UNTIL BITUMEN
IS FLUID AND SET FLANGE INTO
FLUID.

FLASH IN FLANGE WITH TWO
OVERLAPPING LAYERS OF

MODBIT AND SEAL WITH
ASPHALT SEALER.

MIN.

100

MIN.

100 R1

BUG SCREEN CAP

EXISTING GALVANIZED CHIMNEY

FRICTION FIT SEAL.

REMOVABLE TWO PIECE SPLIT
COLLAR.

CONDUIT FLASHING (ALUMINUM,
COPPER OR STAINLESS STEEL).

TORCH MEMEBRANE UNTIL BITUMEN
IS FLUID AND SET FLANGE INTO
FLUID.

MINERAL WOOL INSULATION.
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FLASH IN FLANGE WITH TWO
OVERLAPPING LAYERS OF

MODBIT AND SEAL WITH
ASPHALT SEALER.
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NOTE: RWL STRAPPING TO BE ANCHORED
INTO MORTAR JOINTS, NOT BRICK UNITS

1220

305

76

EXISTING
PRECAST
HAYDITE

ROOF TILE

1. REVIEW CONDITION OF EXISTING PRECAST HAYDITE ROOF TILE
WITH CONTRACT ADMINISTRATOR.

2. IDENTIFY AND MARK AREAS TO REPAIR.
3. DETERMINE WHICH AREAS REQUIRE PARTIAL OR FULL DEPTH

REPAIR.
4. SHORE SURROUNDING AREA AS REQUIRED AND PROTECT

ADJACENT STRUCTURES AND EQUIPMENT.
5. SCAN HAYDITE ROOF TILES FOR LOCATIONS OF REINFORCING

STEEL AT AREAS OF REPAIR ONLY.
6. CUT AROUND REPAIR AREAS TO REQUIRED DEPTH TO EXPOSE

UNDAMAGED HAYDITE.  DO NOT SEVER PRECAST HAYDITE
ROOF TILE REINFORCING.

7. CHIP AWAY DAMAGED AREA, MEDIA BLAST HAYTITE TILE AND
WIRE MESH REINFORCING.

8. BEFORE CASTING AT INTERFACES BETWEEN EXISTING AND
NEW CONCRETE, ROUGHEN EXISTING SURFACE TO A FULL
AMPLITUDE OF AT LEAST 5mm AND REMOVE LATENT MATERIAL.

9. REPAIR AREA'S TO BE RESURFACED MUST BE SATURATED
SURFACE DRY.

10. REPAIR AREA WITH SIKA MONOTOP-622F REPAIR MORTAR AND
WIRE MESH REINFORCING AS REQUIRED.

EXISTING
PRECAST
HAYDITE

ROOF TILE

EXISTING
PRECAST
HAYDITE

ROOF TILE

EXISTING
PRECAST
HAYDITE

ROOF TILE

AREA OVER JOINT

AREA AT MID SPAN

PARTIAL DEPTH REPAIR FULL DEPTH REPAIR

AREA OVER JOINT

AREA AT MID SPAN

REPAIR OF EXISTING PRECAST HAYDITE ROOF TILE
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LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE.  BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATION ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTITLITIES BEFORE PROCEEDING
WITH CONSTRUCTION.
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TACHE BOOSTER PUMPING STATION
MAIN BUILDING
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SCALE:  1 : 5

6 TYPICAL ROOF DRAIN DETAIL

SCALE:  1 : 5

1 TYPICAL VENT PIPE DETAIL

SCALE:  1 : 5

4 TYPICAL HOT PIPE DETAIL

SCALE:  1 : 10

TYPICAL RWL

SCALE:  1 : 10

PRECAST CONCRETE SPLASH PAD

SCALE:  1 : 5

3 DECK REPAIR DETAILS
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