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233.0 GROSVENOR AVENUE - NORTH 2330 CONSTRUCTION NOTES:
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
EX GROUND AT CL STA & 1416121 CONSTRUCTION SPECIFICATIONS.
STA = 1+154.50 ELEV = 232 ;598
Ex NORTH GUTTER ELEV = 232.533 : 2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
STA = 1+140.00 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
ELEV = 232.460 UNDERGROUNDS IN THE FIELD.
PROPOSED CL 0.96% 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
—_ . o AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
232.5 STA = 1+100.00 = — AL~ 232.5 TREES WITHIN THE LIMITS OF CONSTRUCTION.
ELEV =]232.259 . STA = 1+161.21 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
-0.430 050% _— - _ ELEV = 232557 CONFIRMED IN THE FIELD BY THE CONTRACTOR.
\. ./O . /
\ . R /
— e £0% 5. ADJUST EXISTING WATER VALVES AND WATER SERVICE
0 . 0. CURB STOPS TO GRADE.
-0.439
0.50% STA = 1+140.00 STA = 14154.50 6. MODIFIED BARRIER CURB TO BE USED AT ALL
ELEV = 232.320 ELEV = 232428 INTERSECTION RADII.
STA = 1+100.00 7. ADJUST MANHOLE AND CATCH BASIN RIMS TO NEW
ELEV = 232.119
232.0 STA=1+128.06 ST 1414500 232.0 GRADES.
ELEV = 232.265 L >3 28 PROPOSED NORTH GUTTER
STA = 1+105.97 STA = 1+114.27 ELEV = 381 8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
ELEV = 232.149 ELEV = 232.191 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
STA = 14120.77 RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.
ELEV = 232.224
9. CBLEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.
233.0 GROSVENOR AVENUE - SOUTH 933.0 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
' ' FIELD BY THE CONTRACT ADMINISTRATOR.
STA = 1+161.21
ELEv = 232508 11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF
' SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
STA = 1+154.50 AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
STA = 1+140.00 ELEV = 232.533 PRIOR TO CONSTRUCTION.
EX GROUND AT CL ELEV o 232 460
12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
EX SOUTH GUTTER REQUIRE TEMPORARY SUPPORT, REMOVAL OR
0.96% REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE
o CONTRACTOR, AS NECESSARY.
9305 STA = 1+100.00 0.50%, o - VB~ 9305
' ELEV = 232.259 . — e ' 13. INSTALL 6 m OF 150 mm SUBDRAIN TO CATCH BASINS IN
_—— 050% _ __—— STA = 14161.21 BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER
o — — .
0,439 ___go_-éo‘,’/"/ - — o =L Ev s 235070 SD-245 AND CAP ENDS.
I — . —— . — : 500/0 ———’—-’—_
-0.43% T c— e ABBREVIATIONS:
e ——— f—— STA = 1+154.50
———————— STA = 1+140.00 ELEV = 232.443 CONC CONCRETE ROADWAY
ELEV = 232.370 ASP ASPHALT ROADWAY
ASP OVLY ASPHALT OVERLAY ROADWAY
PROPOSED SOUTH GUTTER PVS PAVING STONE/BRICK
232.0 232.0 TYP TYPICAL
PROPOSED CL EX EXISTING
MH MANHOLE
STA = 1+100.00 wv WATER VALVE
ELEV = 232.169 EL ELEVATION
CB CATCH BASIN
1+100 1+125 1+150 1+175 Cp CATCH PIT
Cl CURB INLET
CL CONTROL LINE
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| ‘ ‘\ ; ' | ﬂL’H
: ol ‘ o WHOLE NUMBERS INDICATE MILLIMETRES
|1 | N DECIMALIZED NUMBERS INDICATE METRES
REMOVE EX CB INSTALL CB (SD-024) TRAFFIC SIGNAL POLE TO BE | \
| C/W AP-011 AND AP-012 RELOCATED (BY OTHERS) ~ |l | ; ‘ \‘ 1 W AR N | N G
. ADJUST EX MH RIM EL 232.119 A ‘} o k | <
REGROUT AROUND RISER ead ) ‘ No)
EROM 0.2 m TO 0.4 m AND INVERT EL 230.469 CAUTION: GAS | Ol ] — IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
REPLACE BENCHING | | | EXNORTH PROPERTY L'NEX ] | | HD USED FOR EXCAVATION ON THIS PROJECT THE
: GROSVENOR AVE | L R B CONTRACTOR MUST:
T \ v L , | |
?qa 95\5 ‘ ‘ 947 935 \ 9373 |/ | 7 /_'V'ATCH EX \; N 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
| _ \: i , N | GRADES (TYP) o) - LOCATION OF EXCAVATION.
. OS] ‘ T
_ IS \
- | \232’54/0 ‘ NN 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
— (oS o — ~ B R Sl I RS - - - - - - - - COMPANY INSTALLATIONS SEE PROVINCIAL
o —t—F— - Lo - o\ R 1350 SRS- A . T = (332520) (232381 — (282428 | 282581) ——t7 REGULATION 210/72 FOR DETAILS.
X : - 232.119) s ® \ | T ‘
= ; = =75 o o __o_eHs=03 | || S | 3. OBTAIN EXCAVATION PERMITS PRIOR TO
-y _. L - — — — — = ("o o (e t% N e \ ‘ e e CONSTRUCTION.
<5 INSTALL 5.9 m OF 250 PVC CP | S ftg w o S S '§ ‘ | | p AP o
'>' / LEAD AND CONNECT TO EX 300 CS > L rrouy |E e 1+150 1+168 T | CURB LEGEND
—— =~ = - - 300 CSF— - = - = = = - = | ——— 1 . L _ | Goeg)y——r———4 S B - N _ _ _
al - _ _ _ _ Grl-o————t—— - —(232460)- — = — EED ‘ | | | BARRIER CURB (SD-203A, SD-204, SD-205 OR SD-206A)
| d N =
Ty % ll\) /]_ < - Lg > L%/ o = MODIFIED BARRIER CURB (SD-203B)
T ‘ o . 2 3 > o | :
ol S Pl:1+104.71 S = Ofb\ D | | BARRIER CURB AND GUTTER (SD-200)
= —(232.370) | 1232443 )—; ‘
<§t — — : : — T T . - S i — 75 mm LIP CURB AND GUTTER (DETAIL 1, SHT 25)
— ! L ( ( S AN ) /7 ‘ N :: F— 3\7 (ABA ) ) —— la
=~ N L - (O J R — ] S ® ‘ | T— 72X : N 40 mm LIP CURB AND GUTTER (DETAIL 2, SHT 25)
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. Ve MODIFIED BARRIER CURB AND GUTTER (DETAIL 3, SHT 25)
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' INSTALL CB (SD-024) | N ® I
' C/W AP-011 AND AP-012 ADJUST CURE Al l i
RIM EL 232.169 EX SOUTH PROPERTY LINE STOP (TYP.) 0 i ‘ “ e L
. INVERT EL 230.519 ' O = REGRADE SIDEWALK AND %
LL || e <~ REPLACE DETECTABLE WARNING | @]
| -REMOVE EXCB REPAIR 3.0 m OF 300 mm SEWER % (i  SURFACE TILE, SD-229AA (TYP)
FROM 60.5 TO 63.5 m FROM MHB0008909 =l e | ‘ | N
(MA60010616) n | H“ | “ a
\ | \
- | PRELIMINARY ONLY
| | | |
| I . ‘ NOT FOR CONSTRUCTION
O HYDRANT @ - CONCRETE T | 150 WM WATERMAIN 150 WM BM. DESIGNED I ENGINEER'S SEAL @
& VALVE X ASPHALT ; :; g | LAND DRAINAGE SEWER 300 LDS UNDERGROUND STRUCTURES ELEV. \\\\ TH E C ITY O F WI N N I P EG
O MANHOLE ® SIDEWALK | = RN 250 wws | WASTE WATER SEWER 250 WWS DRAWN \\\\\\\\\\\\\ TENDER - \. PUBLIC WORKS DEPARTMENT
O CATCH BASIN = PAVING STONES sosssoson IR HYDRANT I BY TUH Wi o
— — SUPV. U/G STRUCTURES DATE DRAWING i
v CATCH PIT v PAVEMENT REPAIR FABRIC|DC >C > 0 VALVE X CHECKED
150 WM 150 WM - BY JNC CITY DRAWING NUMBER
WATERMAIN — R PARTIAL DEPTH REPAIR |L_ - ¢ PROFILE ——— DILIL.ON NOT TO BE 2021 LOCAL STREETS RENEWAL PROGRAM 21-R-05:
- 300 LDS —_— — — R e EE— —— USED FOR
LAND DRAINAGE SEWER —————— —_ PROPERTY LINE NORTH/WEST GUTTER APPROVED oBW CONSULTING CONSTRUCGTION DOWKER AVENUE, RILEY CRESCENT AND VARIOUS poyn e
WASTE WATER SEWER |_2s0wws | — ELEVATION (232z000) | | SOUTH/EAST GUTTER | —=——— LOGATION. OF UNDERGROUND. STRUCTURES AS BY OTHER LOCATIONS 08 »g
HYDRO | _HYDRO __ 232.000 CURB RAMP _ =m | NORTH/WEST DITCH = === | AVAILABLE. BUT NO_GUARANTEE IS GIVEN
5 M.T.S. MTS — DETECTABLE TILE DS OO | | SOUTH/EAST DITCH | —— == | THAT THE  GIVEN. LOCATIONS ARE EXAGT, HOR. SCALE  1:250 RELEASED FOR CONSTRUCTION CONSULTANT DRAWING NUMBER
— ‘ - CONFIRMATION OF EXISTENCE AND EXACT , CONSULTANT PROJECT NUMBER GROSVENOR AVENUE - PLAN-PROFILE
100 GAS GAS 100 GAS 1 [ OBTAINED FROM THE INDIVIDUAL UTILITIES 0 |ISSUED FOR TENDER 21/02/23] DBW VERTICAL 1:10 (STA 1+080 TO END)
BEFORE PROCEEDING WITH CONSTRUCTION. - .
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