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NOTE:
· CONTRACTOR TO REFER TO REFERENCE DRAWINGS

FOR DETAILS OF EXISTING CONSTRUCTION.

SIDEWALK

NEW 13 THK CHECKERED
COVER PLATE

REINSTALLED CURB
COVER PLATE

REINSTALLED BARRIER
COVER PLATE

NELSON STUDS
@ 300 OC

NEW13x75 FLAT BAR

75
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CURB

13x75 FLAT BAR 50

NEW 19Ø SS HEX SOCKET
FLAT HEAD SCREWS

(COUNTERSUNK)
@ 150 MAX OC (TYP)
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STRIP SEAL
EXPANSION
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EDGE
BEAMS

SIDEWALK PLAN
SCALE 1:10

NORTH
TRAFFIC
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EXPANSION JOINT
BLOCKOUT (TYP.)

35
0

35
0

20
0

20
0

50
 @

 1
5°

C

39
2 

@
 1

5°
C

38
2 

@
 1

5°
C

EXPANSION JOINT
BLOCKOUT (TYP.)

STRIP SEAL
EXPANSION
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NELSON STUDS
@ 200 OC

MEDIAN BARRIER PLAN
SCALE 1:10
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SOUTH BARRIER PLAN
SCALE 1:10

SOUTH
TRAFFIC
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REINSTALLED BARRIER
COVER PLATE

FIELD DRILL HOLE THROUGH DECK FOR 50Ø
PVC PIPE. EXTEND 300 BELOW GIRDER
SOFFIT AND SEAL WITH CAULKING. EXTEND
WICK DRAIN 200 INTO PVC PIPE.
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STAINLESS STEEL
TAPCON SCREWS

MEDIAN BARRIER PVC DRAIN CONNECTION DETAIL
(SIDEWALK BARRIER CURB DETAIL SIMILAR)

SCALE 1:15

60°

60°

REMOVE EXISTING FLEXIBLE SEALANT
AND BACKUP ROD AT BOTTOM 80 mm OF

BARRIER AND PATCH FLUSH TO BARRIER
FACE WITH EPOXY GROUT (TYP.) 90

EXISTING CHAMFER AND
FLEXIBLE SEALANT

1.2 mm THICK BUTYL
50 mm x 100 mm INSTALLED
FULL LENGTH OF ASPHALT ASPHALT OVERLAY

PROTECTION BOARD
(DO NOT COVER WICK DRAIN)

CONTINUOUS WICK DRAIN 4 mm THICK,
FOLDED AND STAPLED IN 75 mm WIDTH
FOR FULL LENGTH OF ASPHALT

HOT APPLIED ASPHALTIC
WATERPROOFING MEMBRANE

TYPICAL WICK DRAIN DETAIL
SCALE: 1:2

300x300 NON-WOVEN GEOTEXTILE
TACKED IN PLACE AT DRAIN
LOCATIONS ONLY

VARIES

10 THICK STAINLESS STEEL BRACKET75

50
20

20

35

HOLE FOR TAPCON SCREW (TYP)

75

75

10 THICK STAINLESS STEEL
PLATE

50Ø HOLE FOR PVC PIPE

DRAIN CONNECTION BRACKET
SCALE 1:5

FRONT VIEWSIDE VIEW

PVC PIPE CONNECTOR
SCALE 1:5

50Ø HOLE FOR PVC PIPE.
ONCE SET, ANCHOR TO
PIPE WITH EPOXY TO
PREVENT SLIPPAGE.

STAINLESS STEEL
TAPCON SCREWS

60°
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A
- -

SECTION - DRAIN CONNECTION
SCALE:  1:5

BRACKET

PIPE
CONNECTOR


