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K.7-4Trail Distance Marker Locations
SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Chris McCubbins Trail Entry Node

BID OPPORTUNITY NO.

246-2021

LAKE

UNMANICURED
GRASSES & 
SHRUBS

MANICURED
GRASSBENCH & SIGN

REPLACEMENT

ENTRY NODE
AREA

TRAIL DISTANCE MARKER LOCATIONS
NTS

1867 Springfield Road

Trail Signage installed on 
wide side of bollard (by 
others)

Chamfered edges to
be stained with above 
ground clear preservative

Set post vertical. Backfill 
w/ 19mm diam. crushed 
limestone, installed in 
lifts and tamped 
thoroughly on each lift.  
Ensure posts are plumb.

Min. 50mm limestone on 
all sides.

13mm (1/2") Chamfer on all 
edges 
except bottom 1000mm (3' 3") 
of post

Front Elevation Side Elevation

184 x 235mm (8" x 10") Pressure-treated Timber
c/w routed reveal and Chamfered Edges
and Sloped Top
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NOTES:
Marker Locations are Approximate and Will Be Located on 
Site by Contract Administrator.

Above Ground Preservative to be Appropriate for Pressure 
Treated Lumber
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