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This drawing has been prepared for the use of AECOM's client and
may not be used, reproduced or relied upon by third parties, except as
agreed by AECOM and its client, as required by law or for use by
governmental reviewing agencies. AECOM accepts no responsibility,
and denies any liability whatsoever, to any party that modifies this
drawing without AECOM's express written consent.
Do not scale this document. All measurements must be obtained from
stated dimensions.
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72.3 OF 300 CLAY CS
S-MA40008174 - FULLY DETERIORATED

 (SHEET 42, DRAWING 12938)
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108.75 OF 300 CLAY CS
S-MA40008203 - FULLY DETERIORATED

 (SHEET 44, DRAWING 12940)
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S-MH40007438
Rim: 231.185
E Inv: 226.63
SE Inv: 226.399
NE Inv: 226.312
SW Inv: 226.601
NW Inv: 226.43
SPG : 5
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S-MH40007467
Rim: 231.011
E Inv: 225.909
SE Inv: 226.1
NE Inv: 226.14
SW Inv: 225.901
NW Inv: 225.909
SPG : 4
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2.0M SEWER REPAIR
(SD-022A)

W/0 SERVICE
CONNECTIONS

(BY CONTRACTOR
PRIOR TO LINING.
CONTRACTOR TO

SUBMIT PRE-REPAIR
INSPECTION PRIOR TO

CONSTRUCTION)
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IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED
FOR EXCAVATION ON THIS PROJECT, THE CONTRACTOR
MUST:
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS.
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

WARNING
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TENDER NO.326-2021

Maintain minimum one lane of traffic on Watt St. in both
directions.

Traffic Controls

General Requirements:

 Regional Street Lane Closure Required: Yes
Impacted Regional St: Wall St.


