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CONCRETE BETWEEN MANHOLE

BASE & TRENCH WALLS

(SECOND POUR)

CONCRETE FOOTING
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POLYURETHANE

SEALANT (TYP.)

INSTALL CONCRETE

BENCHING TO SUIT

INVERT OF SEWER

RESTORE EXISTING

PAVEMENT STRUCTURE

MANHOLE ISOLATION DETAIL IN

ACCORDANCE WITH SD-220A AND SD-220B

750 MM

CAST AGAINST UNDISTURBED

AND UNFROZEN SOIL

STANDARD MANHOLE

1 RECONSTRUCTION DETAIL
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15M @ 200 OC EW (TYP.)

75 CLEAR COVER (TYP.)

SQUARE OR CIRCULAR

FOOTING TO SUIT

SHORING METHODS

300 MM MIN.

(TYP)

GROUT ANNULUS BETWEEN MANHOLE

AND SEWER WITH NON-SHRINK

GROUT FOR CLAY PIPE,

OR INSTALL NEW PRETREATED PVC

INSERT OR RUBBER GASKET FOR PVC

PIPE

EXISTING Ø300MM SEWER

OR NEW Ø300 MM PVC STUB

EXISTING Ø300 MM

CLAY SEWER OR

NEW 300 MM PVC

STUB WITH

CONNECTION TO

EXISTING SEWER

(TYP)

INSTALL NEW MANHOLE IN

ACCORDANCE WITH SD-010

ON NEW CAST-IN-PLACE FOOTING

WATER AND WASTE DEPARTMENT

THE  CITY  OF  WINNIPEG

WHOLE NUMBERS INDICATE MILLIMETRES
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WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED

FOR EXCAVATION ON THIS PROJECT, THE CONTRACTOR

MUST:

1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

INSTALLATIONS.

SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date:_____________
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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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CONTRACT 6

STANDARD MANHOLE INSTALLATION

AT KINGSWAY
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