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This drawing has been prepared for the use of AECOM's client and
may not be used, reproduced or relied upon by third parties, except as
agreed by AECOM and its client, as required by law or for use by
governmental reviewing agencies. AECOM accepts no responsibility,
and denies any liability whatsoever, to any party that modifies this
drawing without AECOM's express written consent.
Do not scale this document. All measurements must be obtained from
stated dimensions.
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S-MH60006519
Rim: 233.45
W Inv: 226.329
E Inv: 226.32
SPG : 1

"

S-MH60006423
Rim: 233.82
W Inv: 229.18
E Inv: 230
SPG : 2

"

102.96 OF 300 CLAY CS
S-MA70054972 - FULLY DETERIORATED

 (SHEET 24, DRAWING 12969)
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SEWER TERMINATES WITH A DROP PIPE.  NO THROUGH
CONNECTION TO S-MH60006519. INSTALL CIPP LINER
FROM US MH S-MH60006423 TO NEW MANHOLE.
REHABILITATE REMAINDER OF PIPE UTILIZING CIPP
SPOT REPAIR(S).

S-MA60007900
1375 CONCRETE

CONTRACTOR TO SUBMIT PRE-REPAIR
INSPECTION PRIOR TO LINING

?

FRACTURED PIPE AT APPROX.
89.6 M DS. CONTRACTOR TO
LINE THROUGH

INSTALL NEW MANHOLE IN ACCORDANCE
WITH SD-010 ON NEW CAST-IN-PLACE FOOTING.
SEE DETAIL 1, DWG 13016.
DETERMINE LOCATION OF EXISTING UTILITIES AND
CONFIRM LOCATION OF NEW MANHOLE WITH
CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.

CAUTION! 1375 CONCRETE SRS RUNS
PARALLEL UNDERNEATH S-MA70054972
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S-MH70063741
Rim: 233.41
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S-MH60006528
Rim: 233.491
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S-MH60006518
Rim: 233.43
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IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED
FOR EXCAVATION ON THIS PROJECT, THE CONTRACTOR
MUST:
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS.
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

WARNING

Reference MH Distance Size Clock

Sewer Junction Information
(From Video Inspection)

002.8
003.0
004.8
005.5
007.4
010.1
010.9
020.0
021.1
032.1
032.8
039.9
050.0
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60651638_2021 Lining-R0.mxd
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2021 SEWER RENEWALS
BY CIPP LINING

KINGSWAY (CL)
1ST MH W OF LANARK ST TO MH AT LANARK ST (W OF CL)
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         5001: S-MA70054972

TENDER NO. 347-2021

Regional Street Restrictions.

Traffic Controls

General Requirements:

 Regional Street Lane Closure Required: No
Impacted Regional St: N/A


