
BY CONTRACTOR

ROOF FLASHING

AROUND

ANGLE ALL

AND FASTEN

OVER CURB

METAL DUCT

CARRY SHEET

TURNING VANE

FLEX. CONNECTION

AS FAN INLET

DUCT SAME SIZE

3 DUCT Ø MIN.

BEFORE ERECTING SHEET METAL

APPLY SEALER TO CURB ALL AROUND

NOTE:

CONTRACTOR

ALL AROUND BY 

INSULATED ROOF CURB

CHANNEL @ 8.9KG/M 

3"x1 1/2" (75x38) IRON

WITH LAG BOLT & TAR OVER 

FASTEN ISOLATOR TO SLEEPER

BY CONTRACTOR

SLEEPER & FLASHING

ROOF DECK

ROOF

ISOLATORS

VIBRATION

MOTOR HOUSING

LOCK-OFF SWITCH IN

FANS 16" (400) & LARGER

INTERMEDIATE ISOLATOR FOR

GOOSENECK OUTLET WITH BIRDS SCREEN

30° DOWN DISCHARGE COWL

REFER TO 2/ME5.1

MOTORIZED DAMPER

ULTRA-TIGHT

STAINLESS STEEL

STAINLESS STEEL

30°

BIRDSCREEN

REFER TO

DETAIL 1/ME5.1

REFER TO

DRAWING FOR

DUCT SIZE

3

0

°

 

-

 

4

5

°

±14'-16' (4.3-4.9M)

FROM FLOOR.

CONFIRM LENGTH ON

SITE WITH THE CITY.

TAILPIECE

DUCTWORK /

ADAPTER

NIC (BY CITY)

FLOOR

ROOF

BLAST

GATE

8"Ø HIGH

TEMPERATURE

HOSE

BREAKAWAY JOINT.

CONFIRM LOCATION ON

SITE WITH THE CITY.

BALANCER

RE-INSTALL EXISTING HOOD

OR FAN UNIT

NEW DUCT

EXTENSION

FILL VOIDS WITH BATT INSULATION

DECK SHEATHING

SEAL NEW DUCT EXTENSION

TO EXISTING DUCT

CURB CONSTRUCTION:

- 

5

8

" PLYWOOD ALL SIDES

- 2X3 BLOCKING TOP & BOTTOM

- RIGID INSULATION

- 2X4 STUDS @ 16" O.C

  FASTEN BOTTOM PLATE TO DECK

- BATT INSULATION

FIRE STOP WHERE REQUIRED

MOD BIT CAP SHEET

MOD BIT BASE SHEET

MOD BIT BASE SHEET

MOD BIT CAP SHEET

LAP & SEAL NEW VAPOUR

BARRIER TO DUCT

CONTINUOUS SBS

AIR/VAPOUR BARRIER

ADHERED TO DECK

 - LAP & SEAL TO NEW CURB

NOTE: SIZE OF CURB BOX TO SUIT SITE REQUIREMENTS

EXISTING DRY ASSEMBLY

TO REMAIN

EXISTING DRY ASSEMBLY TO REMAIN

2-PLY SBS MEMBRANE FLASHING

2X4 FRAME AND

PLYWOOD BOX

ROOF COMPATIBLE

SEALANT

FILL VOID STONE WOOL BATT

INSULATION

24GA PREFINISHED METAL CAP

SPRAY FOAM INSULATION

SEALANT

VAPOUR RETARDER CONTINUOUS UNDER BOX

2X4 NAILER SECURED TO DECK

CONTINUOUS FOAM GASKET

SELF ADHERED

UNDERLAYMENT

MEMBRANE

1

2

" PLYWOOD LID

FACE FASTENERS WITH

NEOPRENE WASHERS AT COLOUR

TO MATCH NEW METAL FLASHING

NEW POWER CONDUIT

NEW POWER CONDUIT TO

NEW FAN/RECEPTACLE

NEW CONDUIT

UNISTRUT CONDUIT CLAMP

SIZE TO SUIT CONDUIT

PRE-MANUFACTURED

CONDUIT SUPPORT

FINISHED ROOF

FINISHED ROOF

PRE-MANUFACTURED

CONDUIT SUPPORT

NEW CONDUIT

UNISTRUT CONDUIT CLAMP

SIZE TO SUIT CONDUIT

EXHAUST FAN

EXISTING BUILT UP

ROOF (CURB)

2

PROVIDE UNISTRUT (INDEPENDENT

FROM FAN/FAN ENCLOSURE)

FOR RECEPTACLE AND

DISCONNECT SUPPORT

NEW WEATHERPROOF DISCONNECT

MOUNTED ON UNISTRUT

(COORDINATE INSTALLATION

WITH MECHANICAL CONTRACTOR)

NEW 5-20R WEATHERPROOF

GFI RECEPTACLE MOUNTED

ON UNISTRUT  (COORDINATE

INSTALLATION WITH MECHANICAL

CONTRACTOR)

PROVIDE APPROPRIATE BRACKET

AS REQUIRED TO SUPPORT STRUT.

SECURE TO CURB
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SCALE: N.T.S.

CENTRIFUGAL ROOF EXHAUST FAN (MECHANICAL)

SCALE: N.T.S.

OUTLET GOOSENECK (MECHANICAL)

SCALE: N.T.S.

ABOVE FLOOR EXHAUST (MECHANICAL)

SCALE: N.T.S.

ROOF CURB @ EXHAUST DUCT DETAIL (MECHANICAL)

SCALE: N.T.S.

CONDUIT BOX DETAIL (ELECTRICAL)

SCALE: N.T.S.

TYPICAL ROOF RECEPTACLE AND DISCONNECT MOUNTING DETAIL (ELECTRICAL)

SCALE: N.T.S.

TYPICAL ROOF CONDUIT SUPPORT DETAIL (ELECTRICAL)

JH

AS

5

MECHANICAL AND

ELECTRICAL DETAILS

5ME5.1


