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ALSO SEE NOTES & SPECIFICATIONS.

ALL NEW WIRING & CABLING SHALL BE CONCEALED BEHIND NEW DRYWALL FOR FINISH SPACES (EG., OFFICES,
DORMS, CORRIDORS...).

ALL NEW WIRING & CABLING IN CEILING PLENUM SPACES SHALL BE PLENUM RATED AS PER LATEST CEC.
RE-SUPPORT ALL EXISTING CONDUITS & CABLES TO STRUCTURE PER CODE.

SPACE DUPLEX RECEPTACLES & DATA DEVICE BOXES MAXIMUM 6" O/C.

SURFACE MOUNT DEVICE BOXES & EMT ON CMU WALLS PERMITTED. PROVIDE A NEAT/CLEAN LEAST VISIBLE
T)OPNCA TUE)I(EI’\N{NL,\I]_AT CORNERS, LEAST SPACING, ALONG COMPONENTS. PAINT EMT/SUPPORTS & DEVICE BOXES

1. POWER

1.1. PROVIDE JUNCTION BOX (JB) WITH CIRCUITS SHOWN IN EMT TO PANEL. MOUNTED (JB) SECURELY TO
STRUCTURE WITH NEW EMT.

1.2. PROVIDE CIRCUITS FOR RECEPTACLES SHOWN. EACH APPLIANCE DUPLEX RECEPTACLE SHALL HAVE ITS
OWN DEDICATED CIRCUIT AS PER PANEL SCHEDULE DRAWINGS.

1.3. PER CODE, PROVIDE ACCESSIBLE ACCESS OR/& HATCHES TO NON-RELOCATED EXISTING (JB) OR
ELECTRICAL BOXES.

1.4. EXISTING DEVICES RE-CIRCUITED SHALL BE RELABELLED WITH NEW PANEL-CIRCUIT DESIGNATIONS.

2. COMMUNICATION
2.1. TEST EXISTING DATA DROPS PER SPECIFICATION & REPLACE FAILED &/OR DAMAGED DATA DROPS WITH
NEW HOME RUN CAT6 AS PER SPECIFICATIONS.
2.2. PROVIDE DATA DROPS & TERMINATE TO NEW PATCH PANEL IN NEW NETWORK ROOM.
2.3. MOUNT J-HOOK SECURELY UNDERSIDE OF STRUCTURAL CEILING AT 4 FEET O/C & ROUTE DOWN THROUGH
EXISTING/NEW WALL CAVITIES WITH NEW 3/4" EMT.

3. WATCH DESK 109 éNORTH & EAST MILLWORK):
3.1. LAYOUT TO BE CONFIRMED.
3.2. ,\\IIV(I)TRI-IFENNTLLWORK TABLE; ROUTE POWER & COMMUNICATION CABLING DOWN INSIDE EXISTING COLUMN
3.3. EAST MILLWORK: PROVIDE SURFACE MOUNT EMT & DEVICE BOXES 18"AFF WITH ACCESS BEHIND
MILLWORK TO COUNTERTOP.
3.3.1. PROVIDE LEGRAND LOW-PROFILE SURFACE MOUNT DEVICE BOXES FOR TV RECEPTACLE AND HDMI 2.0
CONNECTIVITY. LABEL & ROUTE HDMI 2.0 PATCH CABLE TO NETWORK ROOM WITH 10 FEET COIL.
3.1, IFIJ\IFE’CL)J\T/"PE COMPONENTS TO ACCOMMODATE MICROPHONE INPUT BOX 3" ABOVE COUNTER. LABEL "MIC
3.2. PROVIDE RJ11/RJ45 DEVICE BOXES & CONNECTOR FACEPLATES (18"AFF)[TO ACCOMMODATE (30R 4)
RECONNECTED EXISTING LAND LINES WITH ACCESS BEHIND MILLWORK TO COUNTERTOP.

4. PROVIDE DUPLEX RECEPTACLES TO CIRCUITS SHOWN.
5. LOCATION OF RELOCATED DOOR CHIME SYSTEM. PROVIDE NEW DOOR CHIME & DOOR BUTTON.

6. PROVIDE POWER & CONTROLS FOR (MUA-1) & (MUA-2):
6.1, g\/IUA-H; ADEDICATED 208V, 3PH, 40A CIRCUIT & DISCONNECT SWITCH AT UNIT, 3- #8 RW90 WIRES &
ROUND IN 1" EMT TO CIRCUIT SHOWN. TRANSITION WITH 12" (MIN.) LONG TECK FLEX CABLE TO (MUA-1)
BOX, PROVIDE "ON-OFF" RECESSED WALL SWITCH WITH RED INDICATOR "ON" AS SHOWN.
6.2 gVIUA-ﬂ; ADEDICATED 208V. 3PH. 2- 40A CIRCUITS & DISCONNECT SWITCH AT UNIT, (2&3- #8 RW90 WIRES &
ROUND IN 1" EMT TO CIRCUIT SHOWN. TRANSITION WITH12"{N|IN.) LONG TECK FLEX CABLE TO (MUA-2)
BOX. INTERLOCK WITH EXISTING KITCHEN RANGE HOOD EXHAUST.

7. REMOVE FUSED DISCONNECT. REMOUNT/RE-CIRCUIT EXISTING PANEL "R" (NOW PANEL "NP-AQ & MOUNT NEW
PANELS "EP-A" & "EP-B" ONTO EXISTING PAINTED PLYWOOD SHEETS. EQUALLY SPACE PANELS TO ALLOW FOR
FUTURE CONDUIT ENTRANCES INTO EACH PANEL.

8. PROVIDE NEW NETWORK RACK (NR-1) & FLOOR MOUNT 8" FROM NORTH WALL & 36" FROM WEST WALL.
PROVIDE éNR-1 COMPONENTS AS SHOWN IN LEGEND. RELOCATE EXISTING WALL MOUNTED NETWORK
CABINET COMPONENTS ONTO (NR-1) AS PER VIEW ELEVATION-NETWORK RACK. RETURN WALL MOUNT
NETWORK CABINET TO CITY.

8.1. RELOCATE ALL EXISTING CABLING WITHOUT SPLICING INCLUDING FIBRE OPTIC CABLE.

8.2. PROVIDE NEW RACK MOUNT COMPONENTS TO ACCOMMODATE RELOCATES.

8.3. PROVIDE "DEDICATED" LABELLED RECEPTACLE EMERGENCY CIRCUITS AS SHOWN & PER SPECIFICATIONS.

8.4. CONNECT BUILDING GROUND TO &NR-1) WITH BARE STRANDED #6AWG CU.

8.5. PROVIDE (UPS, OUTPUT%4" SQUARE ELECTRICAL BOX WITH RED FACEPLATE & WIRE #12/2 RW90 IN EMT VIA

EE&LENCL;A&T EVSALL SPACES TO WATCHDESK & CONTROL ROOM (UPS-R) QUAD RECEPTACLES WITH RED
8.5.1. PROVIDE OTHER END OF (UPS,0UTPUT) BOX WITH WIRED POWER CORD & CONNECTOR PLUG TO SUIT

UPS PLUG-IN. RELOCATE AS SHOWN & RECONNECT EXISTING (4) UPS TO NETWORK COMPONENTS.
COORDINATE WITH WFPSIT.

9. RELOCATE CABLE PROVIDER RECEIVER WITH NEW CABLES & CONNECTORS TO RELOCATED TELEVISION .
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GENERAL NOTES:
REFER TO DRAWING E1.

IN AREA OF WORK, PROVIDE NEW FACEPLATES & LABELS TO EXISTING DAMAGED OR MISSING FACEPLATES
INCLUDING CIRCUIT LABELS . PROVIDE FACE PLATES TO COVER ABANDON WALL OPENINGS.

UTR POWER DOOR OPERATOR

11.1.PROVOENEW POWER DOOR OPERATOR 00) WIS 20, 154 CRCUT #122 RSO N N TO DESIGNATED
15A11P CIRCUIT BREAKER. SETUP FOR "PUSH & GO".

11.2.SETUP (ES) FOR FAIL-SAFE.

13 FS%LBONCAMDEN DOOR CONTROL CX-33 ADVANCE LOGIC RELAY. PROVIDE, WIRE & SETUP TO FULLY
11.31. (DO) & (DA); SEE SEE ARCH. DOOR SCHEDULE.
1.32. (0CC) "OCCUPIED" RED INDICATOR: CAMDEN CM-AF500 RED (OCCUPIED) MOUNTED 42" AFF & WITHIN 6"
FROM EXTERIOR DOOR FRAWE - LATCH SIDE.

3. (ES); VON DUPRIN 6211FS WITH STRIKE SURGE PROTECTOR,

4. (DC): GE 1076W

5. (PTL}; CAMDEN CM-AF550R WITH "LOCK" INDICATOR

3 P8WER gUPPLY; SECURITRON BPS-24-2. REQUIRE ONLY IF (DO) DOES NOT PROVIDE AUXILIARY 24VDC
POWER SUPPLY.

11.4, SEQUENCE OF OPERATION:
11.4.1. ENTERING UTR
11.4.1.1. (ES) NORMALLY UNLOCKED & OUTSIDE (DA) ENABLED.
11.4.1.2. PUSH DOOR OR PUSH OUTSIDE (DA) TO ENABLE (DO) TO OPEN DOOR.
11.4.1.3. TO LOCK DOOR FROM INSIDE UTR, PUSH (PTL) TO ENABLE (ES) TO LOCK POSITION & ILLUMINATE
(PTL) & "OCCUPIED" RED INDICATOR OUTSIDE UTR. OUTSIDE (DA) WILL BE DISABLED.
11.4.1. EXITING UTR
11.4.1.7. TOEXIT MANUALLY, TURN INSIDE LEVER & PULL TO OPEN DOOR WILL ALSO RESET THE SYSTEM.
11.4.1.2. TOEXIT WITH (DO), PUSH INSIDE (DA) TO RELEASE (ES) & POWER (DO) TO OPEN & RESET THE
11.4.1.3. (DC) ACTS AS DOOR POSITION SWITCH.
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EMERGENCY CALL SYSTEM éECS_‘)
1.PROVIDE CS’)> EDWARDS CAT. No. 65380NT-G5, KIT COMPONENTS INCLUDES; 6536-G5 AUDIO/VISUAL
SIGNAL é ROVIDED), SS-2001 E EMERGENCY PUSH BUTTON, SUB-102722-R SPACER SIGN-EMERG-PUSH
EMERGENCY SIGN & 592 TRANSFORMER E120/24VDC TRANSFORMERE CALL IS LOCAL,
12.2.MOUNT EA/V SIG& AUDIBLE/STROBE INSIDE & QUTSIDE UTR - CENTERED 6"ABOVE WASHROOM DOOR .
12.3.MOUNT EMERGENCY PUSH BUTTON 42" AFF TO CENTERLINE. MOUNT EMERGENCY SIGN ABOVE
EMERGENCY PUSH BUTTON.

PROVIDE POWER TO EXHAUST FANS (F-1, F-2, F-3). WIRE (F-1 & F-2) TO (0S-1). WIRE (F-3) TO DDC (T-1),
RELOCATED PUBLIC ADDRESS CABINET, ‘EPACQ & ALL ASSOCIATED WIRING/CABLING.
14.1.PROVIDE NEW (SPK) WITH EXISTING SPEAKER WIRING CIRCUIT OR RERUN TO NEW (PAC) AMPLIFIER

LOCATION.

PROVIDE INTERCOM/BUZZER/VIDEQ CAMERA INTNIDK FOR OFFICE FRONT & SOUTH DOORS. VIDEO MASTER
STATION & INCLUDED AIPHONE POWER SUPPLY AT WATCHDESK. MOUNT DOOR STATION ON DOOR LATCH
SIDE DOOR JAMB OR BESIDE AT 47" AFF TO PROVIDE A FACIAL VIEW. WIRE WITH 8/2 SOLID CONDUCTOR

UNSHIELDED GREY FT-6 CABLE, PLENUM RATED OR NON-PLENUM RATED IN" EMT TO VIDEQ MASTER
STATION. WIRE 18/4 STRANDED UNTWISTED, UNSHIELDED GREY FT-6 CABLE2 PLENUM RATED OR

NON-PLENUM RATED IN" EMT FROM VIDEQ MASTER STATION TO CARD ACCESS PANEL IN BASEMENT (LEAVE
EXTRA 4 FEET COILED LENGTH IN PANEL FOR CITY TO TERMINATE & PROGRAM).

LOW-VOLTAGE SUPPLY FOR HYDRONIC CONTROL VALVES & DDC THERMOSTATS
16.1.PROVIDE A DEDICATED 15 AMP CIRCUIT BREAKER TO AN AUTOMATIC SHORT CIRCUIT PROTECTION 120VAC
- 24 VAC TRANSFORMER, PLATE MOUNTING. MOUNT PLATE SECURELY IN CEILING SPACE 6" ABOVE ACT.
LOCATION MUST BE EASILY ACCESSIBLE FOR SERVICING. LABEL " TRANSFORMER (TR-2)" & ADD LABEL IN
FINISH SPACE. CONTRACTOR SHALL SIZE TRANSFORMER BASED ON MECHANICAL DRAWINGS.
16.2.WIRE TO HYDRONIC CONTROL VALVES & DDC THERMOSTATS AS PER MECHANICAL SPECIFICATIONS.

PROVIDE DEDICATED GF RECEPTACLES FOR DRINKING FOUNTAINS (DF-1), MOUNT RECEPTACLES AS PER
MANUFACTURER INSTRUCTIONS (OUT OF SIGHT).

E(IT(ENTI%TNESS OF (), DATA, & PHONE PORTS. CONSULT WITH CONTRACT ADMINISTRATOR ON FINAL
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