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DEMOLITION NOTES:
(1) REMOVE & DISCARD EXISTING DOOR AND DOOR FRANE
REMOVE EXISTING "FAKE BRICK" WAL FINISH AND RETAIN SIGNATURES ON
@ EXISTING LOCKERS TO REMAIN. DRYWALL BEHIND PANELING.
() REMOVE AND DISCARD ALL EXISTING PLUMBING FIXTURES AND ACCESSORIES. (11)  REMOVE EXISTING VCT FLOORING AND BASEBOARD. SCRAPE & RENOVE ALL RESIDUE
O REUOVE CONCRETE BLOCK IALLS AND BULT-N FURNISHIGS SHOMN S DASHED o BRATIONFORNEW FLOORING. INSTALL MAPEI ECO PRIV GRIP ON ADHESIVE
LINES. :
REMOVE EXISTING RECESSED METAL FLOOR GRATES. INFILL RECESS AS REQUIRED TO
(5) RENOVE AND DISCARD EXISTING WINDOWS AT TIVE OF WINDOW REPLACEVENT. (12 SlSJIT AND MAKE LEVEL TO RECEIVE NEW FLOORING ENTRANCE MATTING. SITE CONFIRM
AS REQUIRED.
() EXISTING WATCH DESK MILLWORK TO BE REMOVED. EXISTING ELECTRICAL a
TOBE REMOVED OR RETAINED AND CLEANED UP TO SUIT NEW DESK LAYOUT, () RENOVESTUDWALLS
REFER TO ELECTRICAL DWGS.
EXISTING OFFICE BUILT IN DESK FURNITURE AND UPPER CABINETS TO REMAN.
@ REMOVE EXISTING DECORATIVE FIRE HYDRANT AND KEEP ON SITE FOR REINSTALL. EXISTING WALL MOUNTED TACKBOARD UNDER UPPER CABINETS TO BE REMOVED.
CONTRACTOR TO REMOVE AND RETAIN ALL DECORATIVE ARTWORK, CALL SIGNS AND
gggggégggINOHTTEE“Q%\Z\%?SSTT'SSE\NS\#S?#EUF%EQE|NSTALL 1) MESSAGE BOARDS. HAND OVER TO CONTRACT ADMINISTRATOR.
PREPARE EXISTING TERRAZZO FLOORING WITH A GRINDER AND SHOT BLASTER TO
(3) CONTRACTOR TO REMOVE ALL EXISTING FIRE EXTINGUISHERS AND A e e AN

FIRE EXIT PLANS OFF WALLS AND STORE ON SITE FOR RE-INSTALL.

McDERMOT AVENUE

| NOTES:
THESE DRAWINGS SHALL NOT BE SCALED.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL
DIMENSIONS, DATUM, AND DETAILED INFORMATION SHOWN ARE
CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL
ARCHITECTURAL, MECHANICAL, ELECTRICAL AND STRUCTURAL
DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS,
AND CEILINGS FOR DUCT, PIPE & ELECTRICAL RISERS AND ALL
OPENINGS NOT SHOWN ON DRAWINGS.

ALL OPENINGS THROUGH FIRE ASSEMBLIES ARE TO BE FIRE STOPPED
AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE
INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT
BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL
CONFORM WITH MANUFACTURER'S SPECIFICATIONS & APPLICABLE
CODES.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOO
ALL EXISTING CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL
ITEMS FORMING THE PART OF THE RENOVATION WORK.

WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING
AREAS (REFER TO FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING
FLOORING SURFACE AND BASE MUST BE REMOVED, UNLESS
OTHERWISE NOTED. ALL FLOOR SURFACES SHALL BE PREPARED IN
ACCORDANCE TO MANUFACTURER'S RECOMMENDATIONS FOR
INSTALLATION OF NEW FLOOR.

WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM
SCHEDULE, THESE WALLS MUST BE CLEANED OF ANY EXISTING WALL
COVERING, PATCHED & PREPARED TO ACCEPT NEW MATERIAL, UNLESS
OTHERWISE NOTED.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK
IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL CONTROLS, PH:
204-986-2351.
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PARAMEDIC'S
DORMITORY 1 PARMIEDICS -
8 M Lo £ 0 WALL TYPES
== 5/8" GYPSUM BOARD-PAINTED
6 ][ 3 3.5/8" STEEL STUDS @16" OC.
TYPE (W) ACOUSTIC BATT INSULATION
I 1 = == . 5/8" GYPSUM BOARD-PAINTED
w6 | W28 T (= 5/8" GYPSUM BOARD-PAINTED: CORRIDOR SIDE
3.5/8" STEEL STUDS @16" OC.
/2 \PARTIAL MAIN FLOOR PLAN - RENOVATION TYPE gy | ACOUSTICBATT INSULATION
\_A1_/SCALE /f6"= 1 12" FIBER-REINF CEMENT BOARD; UTR SIDE
LEVEL 5 FINISH REQID FOR EPOXY PAINT (EP-3)
RENOVATION NOTES: 1/2" FIBER-REINF CEMENT BOARD
e 6" STEEL STUDS @16 OC.
1| NEWDECORATIVE DIGITAL WALL TREATMENT/ MURAL, ALLOW CASH ALLOWANCE  [1]  NEW WALL MOUNTED BOTTLE FILLER. REFER TO MECHANICAL LEVEL 5FINISHREQD FOR EPOXY PAINT (EP-3)
" OF 5000.00 FOR DIGITAL MURAL AND VARIOUS ARTWORK DRAWINGS FOR SPECIFICATIONS, FURRED ONTO EXISTING WALL
B3 5/8" GYPSUM BOARD-SERVER RM. SIDE
2 n n "
| 2 | 4% 4X 48" HIGH STAINLESS STEEL CORNER GUARDS AS NOTED ON PLANS. 358" STEEL STUDS @16" OC.
— ACOUSTIC BATT INSULATION
TRANSITION STRIPS SHALL BE INSTALLED ON FLOOR FINISH JUNCTIONS WITH
L3 DyFFERENT ELEVATIONS: REFER TO DRAWING A3, TYPE @) | 47" FBER REINF CENENT BOARD-UTR SIDE
- LEVEL 5 FINISH REQID FOR EPOXY PAINT (EP-3)
4 | WRAP-AROUND STAINLESS STEEL COLUMN GUARD AT 48" HIGH. ON CEMENT BOARD ONLY.
INSTALL SOUND BAFFLING/ PROTECTION IN SERVER ROOM. 5/8" GYPSUM BOARD-PAINTED
TYPE@s) |  STEEL STUDS & FURRING TO MATCH
NEW FIBREGLASS WINDOWS, INCLUDE ONE-WAY PRIVACY (REFLECTIVE] THICKNESS OF EXISTING WALL
BALLISTIC GLASS. REFER TO WINDOW SCHEDULE AND SPECIFICATIONS. 5/8" GYPSUM BOARD-PAINTED
7" | NEW BLACK OUT ROLLER SHADES REQUIRED. REFER TO SPECIFICATIONS. 58" GYPSUM BOARD-PAINTED @ 42" AFF
ryPE 3.5/8" STEEL STUDS @16" OC.
g | EXISTING RADIATORS TO BE REPAINTED. TO MATCH WALL. — 5/8" GYPSUM BOARD-PAINTED
REFER TO FINISH SCHEDULE AND SPECIFICATIONS,

9 | EXISTING BRICK WALL FINISH.
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