GENERAL NOTES:

1. ALL CONDUITS WITHIN A 100mm RADIUS OF RAS TRAIN #1, #2 AND #3 PIPING
SHALL BE RELOCATED TO SUIT PIPING REPAIRS/REPLACEMENT AS REQUIRED.

2. THE CONTRACTOR SHALL PROVIDE TEMPORARY LIGHTING IN AREAS WHERE
EXISTING LIGHTING IS OBSTRUCTED BY SCAFFOLDING AND OTHER CONSTRUCTION
EQUIPMENT. EXISTING LIGHTING LEVELS SHALL BE MAINTAINED TO PERMIT
CONTINUATION OF CITY OPERATIONS ACTIVITIES.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY
LIGHTING FOR CONSTRUCTION.

4. THE CONTRACTOR SHALL HAVE ACCESS TO CONVENIENCE RECEPTACLES WHERE
AVAILABLE FOR CONSTRUCTION POWER. WHERE ADDITIONAL CONSTRUCTION
POWER IS REQUIRED, SPACE FOR A 600V FEED, NOT TO EXCEED 50kVA, FROM
THE SECONDARY CLARIFIER ELECTRICAL ROOM WILL BE MADE AVAILABLE. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLY AND INSTALLATION OF ALL
BREAKERS, CABLES, TRANSFORMERS AND PANELS NECESSARY TO BRING
TEMPORARY CONSTRUCTION POWER TO THE DESIRED LOCATION.

@

SPECIFIC NOTES:

ADJUST EXISTING CABLE TRAY HEIGHT TO ALLOW 100mm
WORKING SPACE AROUND RAS PIPING. PARTIALLY REMOVE
EXISTING CABLE TRAY AND ADD TEMPORARY CABLE SUPPORTS
AS REQUIRED. ADJUST CABLE TRAY SUPPORTED PIPE AND
CONDUITS TO SUIT.

©

ADJUST AND MODIFY EXISTING CABLE TRAY TO CREATE 100mm
WORKING SPACE AROUND RAS TRAIN #3 PIPING. INSTALL NEW
TEMPORARY CABLE TRAY SUPPORTS AS REQUIRED.

LOCATION OF MAIN CABLE TRAY FROM ELECTRICAL ROOM.
TEMPORARILY RAISE THE CABLE TRAY TO ACCOMMODATE PIPE
REPAIR. ELEVATE THE CABLE TRAY LEVEL TO AVOID
INTERFERENCE WITH REFURBISHED PIPE AFTER PIPE
REFURBISHMENT WORK IS COMPLETE.

© ©

SUPPLY AND INSTALL UNISTRUT STYLE SUPPORTS WITH PIPE
CLAMPS AND ALL ASSOCIATED HARDWARE TO SECURE EXISTING
CONDUITS TO NEW PIPE SUPPORTS. TEMPORARILY RELOCATE
THE CONDUITS TO ACCOMMODATE PIPE REPAIR. PROVIDE
SUPPORTS AND HARDWARE TO MAINTAIN EXISTING CONDUIT
ELEVATION. THE NEW PIPE SUPPORTS ARE LOWER THAN THE
EXISTING PIPE SUPPORTS.

©

EXISTING PIPE SUPPORTS HAVE HANGERS TO SUPPORT CABLE
TRAY. NEW PIPE SUPPORTS WILL ALSO HAVE HANGERS TO
SUPPORT CABLE TRAY BUT WILL BE OFFSET FROM EXISTING.
THE CONTRACTOR SHALL SUPPLY AND INSTALL NEW CABLE
TRAY SUPPORT HANGERS INCLUDING THREADED ROD,
UNISTRUT, AND ALL REQUIRED HARDWARE TO SUPPORT CABLE
TRAY OFF OF NEW PIPE SUPPORTS. NEW CABLE TRAY
SUPPORTS SHALL MATCH EXISTING. COORDINATE THREADED
ROD CONNECTION WITH STRUCTURAL. DISCONNECT FROM
EXISTING CABLE TRAY SUPPORTS AND REFASTEN TO NEW ALL
REQUIRED PIPE SUPPORTS, CLAMPS, CLIPS ETC.
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SUPPLY AND INSTALL CONDUIT CLAMPS TO SECURE EXISTING
CONDUIT TO NEW PIPE SUPPORTS.

INSTALL A CONDUIT SUPPORT BRACKET TO MATCH EXISTING.
SUPPLY AND INSTALL ALL REQUIRED STRUT TO PROPERLY
RE—SUPPORT THE CONDUITS.

O @

INSTRUMENTS PREFIXED WITH # SHALL BE REPLACED.
DISCONNECT, REMOVE AND TURN OVER EXISTING INSTRUMENTS
TO THE CONTRACT ADMINISTRATOR. COIL UP POWER AND
CONTROL WIRING IN PLACE FOR RECONNECTION OF NEW
INSTRUMENTATION. INSTALL NEW INSTRUMENTS ONCE PIPING

REPAIRS ARE COMPLETE AND TEST/COMMISSION AS REQUIRED.

&

INSTRUMENTS PREFIXED WITH * SHALL REMAIN. DISCONNECT
THE CABLES AS REQUIRED TO ACCOMMODATE PIPE
REFURBISHMENT, AND RECONNECT THE CABLES AFTER THE
PIPE REFURBISHMENT IS COMPLETE.

INSTRUMENTS PREFIXED WITH + ARE NOT REQUIRED AFTER
REPLACEMENT AND SHALL BE DISCONNECTED, REMOVED AND
MADE SAFE.

© ©
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COORDINATE WITH PIPE SUPPORT SUPPLIER TO FABRICATE AND
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