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REFER TO STRUCTURAL DRAWING
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FOR ANCHOR BOLT DETAIL

PL13x305mm

NOTE: SIZED FOR NEW WAS PIPE LOAD ONLY.
EXISTING WAS HEADER SUPPORTS TO REMAIN
IN PLACE AFTER DEMOLITION OF PIPE.
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REFER TO "LST-M-002_PIPE SUPPORTS”

EXISTING WAS DN300
DISCHARGE MANIFOLD
TO BE WRAPPED

FABRICATE CUSTOM U-BOLT FROM
22 DIA. SMOOTH ROD TO SUIT 0.D.
OF COMPLETED PIPE WRAP

PROVIDE STEEL PLATE SHIMS AS
REQUIRED TO ENSURE THAT NEW
SUPPORT TAKES FULL WEIGHT OF
PIPE BEFORE REMOVING ADJACENT
SUPPORTS TO COMPLETE PIPE WRAP
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REFER TO STRUCTURAL DRAWING L150x100x12
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FOR ANCHOR BOLT DETAIL
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CS PIPE

PROVIDE VERTICAL ANGLE IF
SPACE FOR U—-BOLT IS
UNAVAILABLE. REFER TO
LST-M—-002 FOR SUPPORTS
THAT REQUIRE VERTICAL
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GENERAL NOTES:

1. REFER TO 3D MODEL AND PIPE SUPPORT LIST
DOCUMENT LST-M-002 FOR PIPE SUPPORT
IDENTIFICATION TAGS AND ADDITIONAL DETAILS.

2. DIMENSIONS SHOWN ARE APPROXIMATE.
CONTRACTOR SHALL FIELD CONFIRM ALL
DIMENSIONS AND DETAILS PRIOR TO PIPING
FABRICATION OR OTHER WORK.

3. MANUFACTURED PIPE SUPPORT COMPONENTS
SHALL BE IN ACCCORDANCE WITH MSS SP-358.
MATERIAL SHALL BE CARBON STEEL WITH HOT-DIP
GALVANIZED FINISH. MANUFACTURER AND FIGURE
NUMBER SHALL BE AS SHOWN, OR APPROVED
EQUAL IN ACCORDANCE WITH CONTRACT
DOCUMENTS.

4. MISCELLANEOUS STEEL, ANCHOR BOLTS AND

1 = HARDWARE FOR PIPE SUPPORTS SHALL BE IN
N ACCORDANCE WITH CONTRACT SPECIFICATION
q;— = T —b 051223 — STRUCTURAL STEEL.
| | 5. SECURE ALL PIPE SUPPORT THREADED ROD
ATTACHMENTS WITH JAM NUTS TO PREVENT
MOVEMENT.
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THIS CONTRACT DRAWING IS INTENDED TO DEFINE THE
EXTENTS OF WORK FOR THE COMPOSITE PIPE WRAP
REPAIR, AND REPLACEMENT OF SPECIFIED PIPING. THE
DESIGN OF THE COMPOSITE PIPE WRAP REPAIR SYSTEM,
AND THE INTEGRITY OF THE NEWLY REPAIRED RAS

135 |- - PIPING IS THE RESPONSIBILITY OF THE CFRP DESIGN
12 |— _ ENGINEER AS DEFINED IN THE TENDER DOCUMENTS.
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