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THIS DRAWING SHALL NOT BE SCALED.
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EXISTING WINDOW AND 
SECURITY SCREEN TO 
BE REMOVED.  PREPARE 
OPENING FOR NEW 
WINDOW.

EXISTING PORTION OF 
CONC. BLOCK WALL TO 
BE REMOVED FOR NEW 
DOOR OPENING.

EXISTING CONCRETE 
SLAB TO REMAIN.

EXISTING PORTION OF 
CONC. BLOCK WALL TO 
BE REMOVED FOR NEW 
DOOR OPENING.

EXISTING WASHROOM 
PARTITIONS TO BE 
REMOVED.

EXISTING DOOR TO BE 
REMOVED, PREPARE 
FOR NEW WALL INFILL.CEILING IN 

EXISTING 
WASHROOMS TO 
BE REMOVED.

CEILING IN EXISTING 
STORAGE ROOM TO 
BE REMOVED.

EXIST. ELEC. TO 
BE RELOCATED - 
REFER TO 
ELECTRICAL.

EXISTING WATER METER 
TO BE REVISED AS PER 
MECHANICAL.

EXISTING LOCKERS TO 
BE REMOVED.

EXISTING WORK 
BENCH TO BE 
RELOCATED.

EXISTING PORTION OF 
CONC. BLOCK WALL TO 
BE REMOVED TO SUIT 
NEW DOOR OPENING 
AND LOCATION.

EXISTING HWT TO BE 
RELOCATED - REFER 
TO MECHANICAL.
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NOTE:
EXISTING SINKS, TOILETS AND 
MECHANICAL FIXTURES TO BE 
REMOVED AS PER 
MECHANICAL.

EXISTING ELECTRICAL 
EQUIPMENT TO BE REMOVED 
OR RELOCATED AS PER 
ELECTRICAL.

12781016

EXISTING WASHROOM 
PARTITIONS TO BE 
REMOVED.

EXISTING WINDOW 
AND SECURITY 
SCREEN TO BE 
REMOVED.  
PREPARE OPENING 
FOR NEW WINDOW.

EXISTING 
OVERHEAD DOOR 
WEATHERSTRIPPING 
TO BE REMOVED.

EXIST. SLAB TO 
REMAIN.

EXISTING TELEPOST TO 
BE REMOVED. REFER TO 
STRUCTURAL.

AREA OF FLOOR TO 
BE REMOVED. 
REFER TO 
STRUCTURAL.

PREPARE ALL 
FLOORS 
DAMAGED FROM 
TOILET REMOVAL 
TO RECEIVE 
NEW FINISH AS 
REQUIRED, TYP.

EXISTING CONC. 
BLOCK WALL TO 
BE REMOVED.
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REMOVE EXISTING 
WATER FOUNTAIN, 
REINSTALL ON NEW 
EXTERIOR WALL.

EXISTING TELEPOST TO 
BE REMOVED. REFER TO 
STRUCTURAL.

EXISTING DOOR TO BE 
REMOVED.
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NEW LOCKERS.

RELOCATED WORK 
BENCH.

RELOCATED HWT, 
SUSPENDED AS 
PER MECH.

F.E.
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INSTALL NEW 
OVERHEAD DOOR 
WEATHERSTRIPPING.

INSTALL NEW 6mm 
GALVANIZED METAL 
PLATE ON WOOD 
TRIM TO ACCEPT 
OVERHEAD DOOR 
LOCK. INSTALL NEW 
BOLT LOCKS.

6706

NEW 200MM 
BOLLARD. REFER 
TO DETAIL 
1/A1.1/A1.1

NEW 200MM 
BOLLARD. REFER 
TO DETAIL 
1/A1.1/A1.1 18
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NEW WINDOW

NEW 1830 X 1830 
CONCRETE SLAB

INSTALL NEW WOOD 
TRIM AROUND 
PERIMETER OF 
OVERHEAD DOOR TO 
MATCH EXISTING 
PROFILE.

NEW WINDOW

INSTALL NEW 
DOWNSPOUT AND 
CONCRETE 
SPLASHPAD.

F.E.
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DETAIL 
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NEW WINDOW
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NEW DOOR 
ACTUATOR.

LINE OF NEW 
OVERHANG ABOVE.

LINE OF NEW 
OVERHANG ABOVE.
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REINSTALLED EXISTING 
WATER FOUNTAIN. 
MODIFY CONNECTIONS 
TO SUIT.

NOTE:
REMOVE ALL EXISTING 
FIXTURES AND 
SIGNAGE. REINSTALL 
AFTER PAINTING.

NEW METAL FLAT 
PANEL C/W TRIMS.

NEW DOOR 
ACTUATOR.
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1 MOP SINK, SEE 
MECH.
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LEGEND
ITEM TO BE REMOVED

WALL TO BE REMOVED

DOOR TO BE REMOVED

EXISTING TELEPOST  TO BE REMOVED

EXISTING CONC. BLOCK WALL TO 
REMAIN

EXISTING FLOOR DRAIN TO REMAIN

NEW INTERIOR WALL

NEW 8" CONC. BLOCK WALL

NEW DOOR

WALL MOUNTED FIRE EXTINGUISHERF.E.

DEMOLITION PLAN GENERAL NOTES:
.1 ENSURE THAT ALL EXISTING COMPONENTS TO REMAIN ARE  

PROTECTED FROM DAMAGE DURING DEMOLITION.

.2 ENSURE THAT ALL COMPONENTS REMOVED AND STORED FOR LATER 
INSTALLATION ARE PROTECTED FROM DAMAGE.

.3 PARTITION LAYOUTS MAY NOT EXACTLY REFLECT SITE CONDITIONS.  
VERIFY ACTUAL EXISTING PARTITION LAYOUT ON SITE.

.4 REPAIR OR REMOVE AND REPLACE ALL DAMAGED OR ROTTEN WOOD. 

.5 REMOVE ALL WALLS AS SHOWN ON THE PLAN.

.6 REMOVE  ALL ASSOCIATED MILLWORK UNLESS NOTED OTHERWISE.

.7 REMOVE ALL ASSOCIATED WALL AND CEILING MOUNTED ITEMS UNLESS 
OTHERWISE NOTED. PREPARE FOR NEW FINISHES. 

.8 REFER TO PLANS FOR DIMENSIONS RELATED TO DEMOLITION OF NEW 
OPENINGS IN EXISTING WALLS.

.9 PATCH, REPAIR AND MAKE GOOD ALL EXISTING SURFACES AFFECTED BY 
THE DEMOLITION OF ARCHITECTURAL, MECHANICAL AND ELECTRICAL 
ITEMS.

.10 REFER TO STRUCTURAL  DRAWINGS FOR ADDITIONAL DEMOLITION 
ITEMS, SHORING AND NEW LINTELS.

.11 REMOVE ALL REQUIRED MECHANICAL ITEMS AS PER MECHANICAL 
DRAWINGS.

.12 REMOVE EXISTING ELECTRICAL PANELS AND WIRING, AS PER 
ELECTRICAL DRAWINGS.

.13 REMOVE EXISTING EXTERIOR DOORS, FRAMES AND HARDWARE AS 
INDICATED.  PREPARE OPENINGS FOR NEW DOORS.

.14 REMOVE EXISTING EXTERIOR WINDOWS AS INDICATED. PREPARE 
OPENINGS FOR NEW WINDOWS.

EXISTING EXTERIOR WALL

190mm CONCRETE MASONRY BLOCK
1

WALL TYPES
NOTE:
PROVIDE BLOCKING IN ALL WALLS TO ACCOMMODATE 
GRAB BARS, FIXTURES AND ACCESSORIES.

NEW PARTION WALL

190mm CONCRETE MASONRY BLOCK
2

13mm FIBRE REINFORCED CEMENT 
     BOARD PANEL
38 x 89mm WOOD STUDS @ 405mm O.C.
13mm FIBRE REINFORCED CEMENT 
     BOARD PANEL

3

4
EXTERIOR FINISH - REFER TO ELEV.
TYVEK COMMERCIALWRAP™
12 MM EXTERIOR PLYWOOD
38 x 89mm WOOD STUDS @ 405mm O.C.

NEW SIDE WALL

5
EXTERIOR FINISH - REFER TO ELEV.
TYVEK COMMERCIALWRAP™
12 MM EXTERIOR PLYWOOD
WOOD STRAPPING @ 405mm O.C.
EXISTING CONCRETE MASONRY BLOCK

NEW EXTERIOR WALL FINISH

6
EXTERIOR FINISH - REFER TO ELEV.
TYVEK COMMERCIALWRAP™
12 MM EXTERIOR PLYWOOD
WOOD STRAPPING @ 405mm O.C.
190mm CONCRETE MASONRY BLOCK

NEW EXTERIOR WALL

NEW PARTION WALL

140mm CONCRETE MASONRY BLOCK
7

1. ALL RATED WALLS & SOUND WALLS TO EXTEND TO U/S OF ROOF 
ASSEMBLY STRUCTURES AND ALL PENETRATIONS ARE TO BE SEALED 
TO MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION UNLESS 
OTHERWISE NOTED.

2. ALL EXPOSED CONCRETE BLOCK, GYPSUM WALLBOARD, WOOD AND 
MISCELLANEOUS METAL TO BE PAINTED UNLESS SPECIFIED 
OTHERWISE.

3. SEE STRUCTURAL SCHEDULES FOR ALL REQUIRED LINTELS AND 
SUPPORTS.

4. FURR OUT WALLS AS REQUIRED FOR RECESSED OR SEMI-RECESSED 
ELECTRICAL PANELS, FIRE EXTINGUISHERS, FORCE FLOW UNITS, ETC. 
TO FINISHED CEILING.  COORDINATE LOCATIONS AND DEPTHS WITH 
MECHANICAL/ELECTRICAL DRAWINGS AND OTHER TRADES.  CARRY 
RATING BEHIND UNIT WHEN PENETRATING RATED WALL ASSEMBLIES.

5. GENERAL CONTRACTOR TO CO-ORDINATE AND PROVIDE ALL SOLID 
BLOCKING WITHIN THE WALL AND CEILING AREAS TO SUPPORT 
SURFACE MOUNTED FIXTURES AND FITTINGS INCLUDING, BUT NOT 
LIMITED TO APPLIANCES, HANDRAILS, AND SIGNS, IN CONTRACT AS 
WELL AS FOR N.I.C. ITEMS IN COORDINATION WITH THE OWNER.

WALL TYPE GENERAL NOTES:
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