
IF POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON

THIS PROJECT THE CONTRACTOR MUST:

1) NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE
TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210/72 FOR DETAILS

AutoCAD SHX Text
1050 CONC CS

AutoCAD SHX Text
300 CONC CS

AutoCAD SHX Text
MTS DUCTS

AutoCAD SHX Text
#691

AutoCAD SHX Text
#127

AutoCAD SHX Text
 RIM 230.21 

AutoCAD SHX Text
 600 CONC CS

AutoCAD SHX Text
350 AC WWS

AutoCAD SHX Text
1200 CMP CS

AutoCAD SHX Text
350 AC WWS

AutoCAD SHX Text
1050 CONC CS

AutoCAD SHX Text
1050 CMP CS

AutoCAD SHX Text
COMMINUTOR

AutoCAD SHX Text
 250 PVC WM

AutoCAD SHX Text
 300 PVC WM

AutoCAD SHX Text
H

AutoCAD SHX Text
MTS DUCTS

AutoCAD SHX Text
MTS 6D

AutoCAD SHX Text
#689

AutoCAD SHX Text
FLOOD PUMPING STATION

AutoCAD SHX Text
FLAP GATE

AutoCAD SHX Text
ABAND SEWER

AutoCAD SHX Text
ABAND SEWER

AutoCAD SHX Text
ABAND SEWER

AutoCAD SHX Text
50 GAS

AutoCAD SHX Text
50 GAS

AutoCAD SHX Text
HYDRO

AutoCAD SHX Text
HYDRO

AutoCAD SHX Text
HYDRO

AutoCAD SHX Text
HYDRO

AutoCAD SHX Text
MTS

AutoCAD SHX Text
SHAW

AutoCAD SHX Text
GEO INSTRUMENT

AutoCAD SHX Text
EXISTING RIPRAP BLANKET

AutoCAD SHX Text
APPROX EXTENT OF EXISTING ROCKFILL TRENCH SHEAR KEY

AutoCAD SHX Text
APPROX EXTENT OF EXISTING ROCKFILL TRENCH SHEAR KEY

AutoCAD SHX Text
1+00.00 EX W WALL PUMPING STATION

AutoCAD SHX Text
0+75

AutoCAD SHX Text
0+50

AutoCAD SHX Text
EXISTING GROUND

AutoCAD SHX Text
INV 222.45

AutoCAD SHX Text
EXISTING 1050  CMP CS

AutoCAD SHX Text
EXISTING FLOOD PUMP STATION

AutoCAD SHX Text
INV 222.70±

AutoCAD SHX Text
0+99.00 INSTALL INTERNAL SLIP JOINT

AutoCAD SHX Text
INSTALL INTERNAL SLIP JOINTS

AutoCAD SHX Text
0+98.00 INSTALL INTERNAL SLIP JOINT

AutoCAD SHX Text
0+64.00 END OF OUTFALL

AutoCAD SHX Text
EXISTING ROCKFILL TRENCH

AutoCAD SHX Text
2020-2021 OUTFALL PROGRAM

AutoCAD SHX Text
RENEWAL AND REHABILITATION

AutoCAD SHX Text
691 TACHE AVENUE OUTFALL

AutoCAD SHX Text
PLAN AND PROFILE

AutoCAD SHX Text
S-MA70047759

AutoCAD SHX Text
1-03030-C0042-001

AutoCAD SHX Text
5

AutoCAD SHX Text
26

AutoCAD SHX Text
1-03030-C0042-001

AutoCAD SHX Text
NGV

AutoCAD SHX Text
GEL

AutoCAD SHX Text
1:250

AutoCAD SHX Text
1:50

AutoCAD SHX Text
THE CITY OF WINNIPEG

AutoCAD SHX Text
WATER AND WASTE DEPARTMENT

AutoCAD SHX Text
SHEET         OF

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
NO.

AutoCAD SHX Text
B.M.

AutoCAD SHX Text
ELEV.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE 

AutoCAD SHX Text
HORIZONTAL

AutoCAD SHX Text
VERTICAL

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
ENGINEER'S SEAL

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
RELEASED FOR

AutoCAD SHX Text
FILE PATH: 

AutoCAD SHX Text
BID OPPORTUNITY: 628-2021

AutoCAD SHX Text
CONTRACT NUMBER: 

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
BY

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
BY

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
BY

AutoCAD SHX Text
CONSULTANT DRAWING NUMBER

AutoCAD SHX Text
CITY DRAWING NUMBER

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
FILE NAME:

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
LOCATION APPROVED

AutoCAD SHX Text
UNDERGROUND STRUCTURES

AutoCAD SHX Text
SUPV. U/G STRUCTURES

AutoCAD SHX Text
COMMITTEE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

AutoCAD SHX Text
PLOT DATE:

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES

AutoCAD SHX Text
DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
5.0

AutoCAD SHX Text
10.0

AutoCAD SHX Text
15.0

AutoCAD SHX Text
20.0

AutoCAD SHX Text
0.0

AutoCAD SHX Text
25.0

AutoCAD SHX Text
NOTE: CHAINAGES SHOWN ARE ALONG   EXISTING OUTFALL

AutoCAD SHX Text
RUE DUMOULIN

AutoCAD SHX Text
PLAN SCALE 1:250

AutoCAD SHX Text
ISSUED FOR TENDER 

AutoCAD SHX Text
0

AutoCAD SHX Text
2021 11 05

AutoCAD SHX Text
TACHE AVENUE

AutoCAD SHX Text
RED RIVER

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
NOTES: : 1. ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE ASRL ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE ASRL MUST BE REMOVED FROM SITE (NO STOCKPILING). 2. CONSTRUCT TEMPORARY CLAY COFFERDAM AT RIVER CONSTRUCT TEMPORARY CLAY COFFERDAM AT RIVER AS REQUIRED TO FACILITATE WORKS. (SEE DWG 1-03030-C0063-001) 3. CONTRACTOR TO PROVIDE AND INSTALL PROPER CONTRACTOR TO PROVIDE AND INSTALL PROPER WARNING SIGNS ALONG PEDESTRIAN PATHWAY CONCERNING WORK SITE. 4. CONTRACTOR TO PROVIDE ALTERNATE PEDESTRIAN CONTRACTOR TO PROVIDE ALTERNATE PEDESTRIAN ACCESS ROUTE AS REQUIRED. 5. CONTRACTOR TO PROTECT EXISTING INSTRUMENTATION CONTRACTOR TO PROTECT EXISTING INSTRUMENTATION THROUGHOUT CONSTRUCTION. 6. REMOVE AND RE-INSTALL DEBRIS GRATE AS REQUIRED.REMOVE AND RE-INSTALL DEBRIS GRATE AS REQUIRED.

AutoCAD SHX Text
CONTRACTOR TO PROTECT EXISTING INSTRUMENTATION DURING CONSTRUCTION

AutoCAD SHX Text
CONTRACTOR TO INSTALL 2 - 1050 INTERNAL SLIP JOINTS AT LOCATION OF OPEN PIPE JOINTS APPROXIMATELY 1.0 AND 2.0± DOWNSTREAM FROM CHAMBER WALL AND/ORAS DIRECTED BY THE CONTRACT ADMINISTRATOR

AutoCAD SHX Text
CONTRACTOR TO PROTECT TREES AS REQUIRED DURING CONSTRUCTION AND AS DIRECTED BY THE CONTRACT ADMINISTRATOR

AutoCAD SHX Text
OHWM (EL 225.87)

AutoCAD SHX Text
ASRL (EL 223.80)

AutoCAD SHX Text
AWRL (EL 222.72)

AutoCAD SHX Text
FOR INDEX PAGE SEE DWG 1-03030-D0009-001

AutoCAD SHX Text
PIPE OUTLET LOOKING NORTHEAST DATE 2020-10

AutoCAD SHX Text
REMOVE AND REPLACE EXISTING DEBRIS GRATE AS REQUIRED TO FACILITATE WORK

AutoCAD SHX Text
COORDINATE WITH CONTRACT ADMINISTRATOR FOR ACCESS INTO CHAMBER AS REQUIRED

AutoCAD SHX Text
CONTRACTOR TO CLEAN OUTFALL (STANDARD CLEANING METHODS) PRIOR TO INSTALLING SLIP JOINTS

AutoCAD SHX Text
CONTRACTOR TO RESTORE SITE, INCLUDING PATHWAYS AND LANDSCAPING FEATURES, TO PRE-CONSTRUCTION CONDITION

AutoCAD SHX Text
CONTRACTOR TO COMPLETE VERIFICATION OF PIPE MEASUREMENTS PRIOR TO MANUFACTURE OF SLIP JOINTS. SLIP JOINTS TO BE MANUFACTURED TO CUSTOM FIT PIPE AT LOCATIONS OF OPEN JOINTS.

AutoCAD SHX Text
REMOVE AND REPLACE WOODEN FENCE POSTS AS REQUIRED FOR ACCESS

AutoCAD SHX Text
ANNULAR SPACE BETWEEN EXISTING PIPE AND SLIP JOINTS TO BE FILLED WITH EXPANDABLE FOAM (SEE DETAIL ON DWG 1-03030-C0063-001)

AutoCAD SHX Text
CONTRACTOR TO REMOVE EXISTING INTERNAL BRACING WITHIN OUTFALL AS DIRECTED BY THE CONTRACT ADMINISTRATOR

AutoCAD SHX Text
ENGINEERS

AutoCAD SHX Text
GEOSCIENTISTS

AutoCAD SHX Text
MANITOBA

AutoCAD SHX Text
Certificate of Authorization

AutoCAD SHX Text
KGS Group

AutoCAD SHX Text
No. 245


	Sheets and Views
	20-0107-010_2022 PP-R-C0042
	PS_ALL



		2021-11-05T12:59:14-0500
	Raymond Blair Offman


		2021-11-05T13:00:41-0500
	Raymond Blair Offman


		2021-11-05T13:01:45-0500
	Raymond Blair Offman


		2021-11-05T13:00:00-0500
	Raymond Blair Offman




