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O.F. OF CONC. BLOCK AND CONC. 

PRE-FIN. METAL MITRE KNEE CAP 
EAVE TRIM

T.O. CONC. BLOCK

105 600

U/S OF O.H. DOOR LINTEL

103 600

E2

6mm GALV. BENT METAL PLATE (AT 
HEAD AND JAMB) PTD.

U/S BOND BEAM

104 800

C

R2

EQUIP. SHOP
114

TIE HOLLOWCORE SLAB INTO 
WALL - REFER TO STRUCT.

U-BLOCK LINTEL - REFER TO 
STRUCT.

100mm GALV J-BAR

GALV MTL TRIM

150Ø GALV. STEEL PIPE BOLLARD 
(PTD) X 2000 LONG SET INTO CONC. 
FILLED HOLE 400Ø X 1200 DEEP. (FILL 
BOLLARD WITH CONC. AND ROUND 
AT TOP) (TYP.) TOPS OF BOLLARDS 
TO ALIGN. REFER TO STRUCT.

400
CL

1800

SLOPE AWAY FROM BUILDING - 
REFER TO FLOOR PLAN

100 RIGID INSUL. ON DAMP 
PROOFING - TYP.

BACK TO BACK GALV. STEEL 
ANGLES WELDED TO EMBEDED 
STEEL PLATE (BEYOND) - REFER TO 
STRUCT.

50

150 VOID FORM - REFER TO STRUCT.

A

R2

MTL. ANGLE AS REQ'D.

22 GA. PRE-FIN. METAL OPEN
FACED RAIN WATER LEADER (BY

METAL ROOF SUPPLIER)

T.O. CONC BLOCK

104 000

ENGINEERED PURPOSE MADE,
PRE-FIN. MTL SNOW STOP

FASTENED TO ROOF PANELS -
REFER TO SPEC.

GUTTER GUARD (BY METAL ROOF
SUPPLIER)

22 Ga 152mm X 152mm PRE-FIN
MTL GUTTER (BY METAL ROOF

SUPPLIER)

TIE HOLLOWCORE SLAB INTO
WALL - REFER TO STRUCT.

CAP SEAL ROOF & WALL V.B.
MEMBRANE TO GALV. J-BAR - TYP.

E2

FILL FRAME CAVITY WITH CLOSED
CELL SPRAY FOAM INSUL. (TYP. FOR

ALL H.M. DOOR FRAMES)

WRAP  A.V.B. MEMBRANE INTO DOOR
OPENING

EQUIP. SHOP
114

PRE FIN METAL FLASHING W/ DRIP
EDGE - TYP.

6mm GALV. BENT METAL PLATE (AT
HEAD AND JAMB) PTD.

CAULK JOINT

T.O. DOOR FRAME

102 200

24 Ga PREFIN MTL. DIAGONAL
FLASHING (CUT INSUL. TO SUIT) -

TYP.

CONC. BLOCK 
(PAINTED) 

CONCRETE APRON - SLOPE AWAY
FROM BUILDING - REFER TO FLOOR

PLAN

PRECAST CONC. SPLASH PAD
(BEYOND) - REFER TO SPEC.

ALUM. DOOR THRESHOLD TO
OVERLAP JOINT

• 150 CONC SLAB - REFER TO STRUCT.
• 10 MIL POLY V.B.
• COMPACTED GRANULAR BASE

GARAGE FLOOR:

200mm CONC. CURB BEYOND

DOOR THRESHOLD TO EXTEND
FLUSH W/ EXTERIOR INSULATION

CONT. 38mm x 89mm P.T. WOOD
NAILER C/W 13mm P.T. PLYWOOD

R1

U/S WOOD CEILING

102 745

T.O. PARAPET

104 300

T.O. CONC BLOCK

VARIES

R2

VESTIBULE
100

EQUIP. SHOP
114

WOOD SIDING CEILING - REFER 
TO SPECIFICATIONS

WOOD FURRING

150 WIDE SELF ADHESIVE V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL V.B. 
MEMBRANE - TYP.

24 GA. PRE-FIN. MTL DIAGONAL 
FLASHING (CUT INSUL. TO SUIT)

E2

STEEL JOIST & ANGLE - 
REFER TO STRUCTURAL

A6

R

R

T.O. STL BEAM

VARIES

PROVIDE STEEL STUD SUPPORT 
FRAMING AS REQ'D

5

PRE-FIN. MTL GABLE FLASHING W/ 
DRIP EDGE

TIE HOLLOWCORE SLAB INTO 
WALL - REFER TO STRUCT.

• CONC BLOCK WALL - REFER TO STRUCT.
• V.B. MEMBRANE
• 92mm STEEL STUDS @ 400 O.C.
• SEMI-RIGID INSULATION
• 16mm P.T. PLYWOOD
• ROOF MEMBRANE

WALL CONSTRUCTION:

100mm GALV J-BAR

CARRY ROOF MEMBRANE OVER TOP 
OF STUD. LAP & SEAL W/ WALL V.B. 
MEMBRANE - TYP.

PRE-FIN. MTL CLOSURE TO MATCH 
STANDING SEAM MTL SIDING 

PRE-FINISHED METAL END 
CLOSURE TO MATCH STANDING 
SEAM SIDING - TYP. BETWEEN 
METAL PANELS IN LOCATION OF 
CEILING AND SOFFIT

WOOD BLOCKING TO SUIT

WALL SECTION - GARAGE & VESTIBULE
SCALE: 1:10
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WALL SECTION - GARAGE @ OVERHEAD DOOR
SCALE: 1:10
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WALL SECTION - GARAGE @ NORTH DOOR
SCALE: 1:10
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MAIN FLOOR

100 000

MEDIUM GRIND CONC.GARAGE SLAB
CL

FLOORING TRANSITION TO BE 
CENTERED W/ CONC. BLOCK WALL

12mm FIBERGLASS 
MESH-REINFORCED CEMENT 
BACKERBOARD

100 RIGID INSUL. ON DAMP 
PROOFING - TYP.

150mm WIDE SELF ADHESIVE V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL V.B. 
MEMBRANE

24 GA. PRE-FINISHED METAL 
DIAGONAL FLASHING (CUT INSUL. 
TO SUIT)

GL

E2

20
0

30
5 

M
IN

 B
E

LO
W

G
R

A
D

E 
TY

P.

25
 M

IN

PROVIDE FLASHING BEHIND 
VERTICAL BACKERBOARD SEAMS @ 
610mm O.C. (COLOUR BLK) 

WALL SECTION - TYP. FOUNDATION
SCALE: 1:10
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PRE-FIN FLASHING W/ DRIP EDGE

GRADE
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PROVIDE FLASHING BEHIND
VERTICAL BACKERBOARD SEAMS @

610mm O.C. (COLOUR BLK)

12mm FIBERGLASS
MESH-REINFORCED CEMENT

BACKERBOARD

AT GARAGE
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