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WALL SECTION - NORTH WOOD STORAGE FIN
SCALE: 1:10
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92

150 WIDE SELF ADHESIVE V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL V.B. 
MEMBRANE

24 GA. PRE-FINISHED METAL 
DIAGONAL FLASHING (CUT INSUL. 
TO SUIT)

O.F. OF SHEATHING AND
CONC. GRADE BEAM

C.L. OF STEEL
COL. AND BEAM

O.F. OF CLADDINGG

TYP. PARAPET CONSTRUCTION

STEEL CHANNEL OUTRIGGER BEYOND 
- REFER TO STRUCTURAL

R1

WIDE FLANGE STEEL BEAM - REFER TO 
STRUCTURAL

64mm STEEL STUD FRAME 
(18 GA.)

3mm POWDER COATED STEEL 
ON 16mm P.T. PLYWOOD 
(BEYOND)

640

U/S SOFFIT

102 745

T.O. PARAPET

104 300

WIDE FLANGE STEEL BEAM - 
REFER TO STRUCTURAL

E3

10
0
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SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP.

CLOSED CELL SPRAY FOAM INSUL. 
APPLY AGAINST ROOF DECK AND 
SEAL TO WALL V.B. - TYP.

+/
- 1

50

OFFICE
103

EMBEDMENT HILTI EPOXY ANCHOR 
BOLTS - REFER TO STRUCT.

CL

1

A5.2

3mm POWDER COATED 
STEEL ON 16 P.T. 
PLYWOOD - REFER TO 
5/A4.1

BLACK ANODIZED ALUM 
FLASHING FULL WIDTH OF 
WOOD FIN. FASTEN TO 
WOOD BLOCKING ABOVE

RUBBER BASE - REFER TO SPEC.

E4

EQ. EQ.

CARRY ROOFING OVER 
PARAPET - TYP.

PRE-FIN MTL FLASHING 
CAP - TYP.

45

O.F. OF STL FRAMING
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620 20

GALV. STL BRACKET - REFER TO 
STRUCT.

SLOTTED STL STUD TOP 
EXPANSION TRACK AT TOP 
OF FIN WALL - TYP.

STL. CHANEL - REFER TO 
STRUC.

WOOD BLOCKING TO SUIT
TYP. U/S HSS GIRT

102 802

ALUM. COMPOSITE WALL CONST.

WALL SECTION - OFFICE 103 WINDOW
SCALE: 1:10
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100mm WIDE PRE-FINISHED METAL VENT 
STRIP, CONTINUOUS ALONG FULL 
LENGTH OF SOFFIT. FINISH TO MATCH 
METAL CLADDING. SECURE TO WOOD 
FRAMING AS SHOWN

92

O.F. OF SHEATHING AND
CONC. GRADE BEAM

C.L. OF STEEL
COL. AND BEAM

O.F. OF CLADDING

G

R1

3mm POWDER COATED STEEL - 
REFER TO SPEC.

640

U/S SOFFIT

102 745

T.O. PARAPET

104 300
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CAULK AT 
PERIMETER OF 
WINDOW (TYP.)

WRAP  A.V.B. 
MEMBRANE INTO 
OPENING

CLOSED CELL SPRAY FOAM 
INSUL. APPLY AGAINST ROOF 
DECK AND SEAL TO WALL V.B. 
- TYP.

+/- 150

SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP.

OFFICE
103

WIDE FLANGE STEEL BEAM - 
REFER TO STRUCTURAL

T.O. MAIN FLOOR

100 000

CL

STEEL CHANNEL OUTRIGGER  - 
REFER TO STRUCTURAL

POT LIGHT CENTERED IN 
SOFFIT - REFER TO RCP & 
ELECT.

CL

EQ.EQ.

19mm P.T. PLYWOOD AROUND 
WINDOW OPENING (CUT BREAK 
10mm FROM INSIDE FACE OF 
WINDOW)

150mm WIDE SELF ADHESIVE V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL V.B. 
MEMBRANE

24 GA. PRE-FINISHED METAL 
DIAGONAL FLASHING (CUT INSUL. 
TO SUIT)
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• ALUM COMPOSITE WALL PANEL
• SELF ADHESIVE AIR BARRIER
• 16mm P.T. PLYWOOD
• 92mm STL STUDS @ 400mm O.C.

ALUM. COMPOSITE WALL CONST.

CONT. CHANNEL - REFER TO 
STRUCT.

24 GA DIAGNAL FLASHING (CUT 
INSUL TO SUIT)

ALUM. CORNER TRIM BY 
PANEL SUPPLIER - REFER TO 
SPEC. 

PRE-FIN MTL FLASHING RETURNING INTO 
WINDOW FRAME

CLOSED CELL SPRAY FOAM 
INSUL - TYP.

WOOD BLOCKING 
TO SUIT

TYPE "X" GWB 
INSET 10mm - TYP.

PRE-FIN MTL JAMB FLASHING

COUNTER SUNK BLACK FASTENERS 
TO SUIT - COLOUR TO MATCH 
PANELS

5050 EQ. EQ.

61
0 
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.

GALV. MTL J-BAR AROUND WINDOW 
OPENING

PRE-FIN METAL SILL FLASHING

TYPE "X" GWB INSET 
10mm - TYP.

• 175mm CONC SLAB - REFER TO STRUC.
• 10 MIL POLY V.B.
• 150mm VOID FORM - REFER TO STRUC.
• COMPACTED GRANULAR BASE

STAFF HOUSE FLOOR: 

GALV. J BAR                

RUBBER BASE 
- REFER TO 
SPEC.
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45

O.F. OF STL FRAMING

640

EXTEND ROOF V.B. MEMBRANE 
DOWN AND LAP / SEAL TO WALL 
V.B. MEMBRANE - TYP.

WALL SECTION - EAST WOOD FIN
SCALE: 1:10
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92

O.F. OF SHEATHING
AND CONC. GRADE

BEAM

C.L. OF STEEL
COL. AND BEAM

O.F. OF CLADDING
8

R1

3mm POWDER COATED STEEL ON 
16mm PLYWOOD - REFER TO 1/A5.2 
& PLAN DETAILS

640

U/S SOFFIT

102 745

T.O. PARAPET

104 300

E3

CLOSED CELL SPRAY FOAM INSUL. 
APPLY AGAINST ROOF DECK AND 
SEAL TO WALL V.B. - TYP.

SLOTTED STEEL STUD TOP 
EXPANSION TRACK - TYP. 
THROUGHOUT BUILDING

WIDE FLANGE STEEL BEAM - REFER 
TO STRUCTURAL

T.O. MAIN FLOOR

100 000

CL

CONT. CHANNEL - REFER TO 
STRUC.

POT LIGHT CENTERED IN SOFFIT - REFER 
TO RCP & ELEC.

CL

EQ.EQ.

150mm WIDE SELF ADHESIVE V.B. 
MEMBRANE STRIP LAPPED OVER 
FLASHING & SEALED TO WALL V.B. 
MEMBRANE

24 GA. PRE-FINISHED METAL 
DIAGONAL FLASHING (CUT INSUL. 
TO SUIT)

100mm WIDE PRE-FINISHED METAL VENT 
STRIP, CONTINUOUS ALONG FULL 
LENGTH OF SOFFIT. FINISH TO MATCH 
METAL CLADDING. SECURE TO WOOD 
FRAMING AS SHOWN

CLOSED CELL SPRAY FOAM 
INSUL. TYP.

ALUM. CORNER TRIM BY PANEL 
SUPPLIER - REFER TO SPEC. 

• 100mm SEMI RIGID INSULATION
• 100mm ADJZ-BARS GALV @ 600 O.C.
• V.B. MEMBRANE
• 16mm P.T. SHEATHING
• 152mm STL STUD @ 400 O.C.

WALL CONSTRUCTION:

GALV STL BRACKET - REFER TO 
STRUC.

RUBBER 
BASE - REFER 
TO SPEC.

E4

45

O.F. OF STL FRAMING

640

41 STL STUDS TO SUIT

• T&G WOOD SOFFIT - REFER TO SPEC.
• 19x89 WOOD STRAPPING @ 400 O.C. 
• STL STUD FRAMING @ 600 O.C.

TYP. SOFFIT CONSTRUCTION:

TYP. PARAPET CONSTRUCTION:
• ALUM COMPOSITE PANEL - REFER TO 
  SPEC
• SELF ADHESIVE AIR BARRIER
• 16mm PLYWOOD SHEATHING
• 92mm STEEL STUDS AT 400mm O/C
• 92mm MINERAL FIBRE BATT INSUL. 
• 13mm P.T. PLYWOOD SHEATHING
•  ROOF MEMBRANE

STEEL CHANNEL OUTRIGGER  - 
REFER TO STRUCTURAL

ANGLE SUPPORTS AT OUTRIGGERS 
WHERE PARAPET 600mm OR HIGHER - 
REFER TO STRUCT.

LOCKER RM
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HSS GIRT - REFER TO STRUCT.


	636-2021_Drawing_A5.1
	1/A5.5
	1/A5.13
	1/A5.14


		2021-11-03T12:52:48-0500
	Jason Michael Kun -- Architect - MAA


		2021-11-03T12:45:20-0500
	Jason Michael Kun -- Architect - MAA




