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6mm GALV. BENT STEEL PL. JAMB 
C/W COUNTERSUNK ANCHORS 
INTO CONC. BLOCK (PAINT)

150 Ø GALV. STEEL PIPE BOLLARD 
SET INTO 400Ø HOLE. REFER TO 
WALL SECTIONS & STRUCT.

GAVL. METAL J-BAR

WEATHERSTRIPPING

O.H. DOOR TRACK

RETURN V.B. 
MEMBRANE. INTO 
MASONRY OPENINGS 
(TYP.)

EDGE OF CONCRETE 
APRON SLAB (SEE 
STRUCT.)

O.F. OF CONC. &
MASONRY

CAULK DOOR JAMBS TO
FLASHING

FILL DOOR FRAME WITH
CLOSED CELL SPRAY FOAM

PRIOR TO INSTALLATION

PRE-FIN. METAL
TRIM CLOSURE

O.F. OF CONC. &
MASONRY

WASH BAY
115

GALV. METAL J-BAR

PRE-FIN MTL TRIM BY
STANDING SEAM SIDING
SUPPLIER. COLOUR TO

MATCH SIDING.

CONC. PAD - REFER
TO STRUCT.
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150 Ø GALV. STEEL PIPE BOLLARD 
SET INTO 400Ø HOLE. REFER TO 
WALL SECTIONS & STRUCT.

O.F. OF CONC. &
MASONRY

PRE-FIN. METAL CLOSURE TRIM AT 
STEEL PLATE JAMB (TYP.)

6mm GALV. BENT STEEL PLATE 
JAMB C/W COUNTERSUNK 
ANCHORS INTO CONC. BLOCK 
(PAINT)

GALV. METAL J-BAR

WEATHERSTRIPPING

O.H. DOOR TRACK
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EQUIP SHOP
114

EQ. EQ.

GALV. METAL J-BAR

42
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PLAN DETAIL - OVERHEAD DOOR (CORNER)
SCALE: 1:10
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PLAN DETAIL - VESTIBULE AT GARAGE
SCALE: 1:10
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PLAN DETAIL - VESTIBULE AT GARAGE
SCALE: 1:10
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TOOL STOR
112

EYEWASH
111

VESTIBULE
100

HOLLOW METAL DOOR & 
FRAME - REFER TO SCHEDULE

PRE-FIN MTL TO MATCH 
STANDING SEAM SIDING

CAULK, TYP.

CAULK, TYP.

10
0 STANDING SEAM SIDING

INSULATION BETWEEN 
HORIZONTAL Z BARS

MEDIUM GRIND CONC. - 
CENTER JOINT BELOW DOOR
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EYEWASH
111

VESTIBULE
100

PRE-FIN MTL TO MATCH 
STANDING SEAM SIDING

STANDING SEAM SIDING

HOLLOW METAL DOOR & 
FRAME - REFER TO SCHEDULE

LINE OF OVERHANG ABOVE 
(SHOWN DASHED)
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92

ALUMINUM CLOSURE PANEL TO 
MATCH CURTAINWALL BY 
CURTAINWALL SUPPLIER

PRE-FINISHED MTL TRIM 
CLOSURE

WOOD BLOCKING

AUTOMATIC DOOR 
OPERATORS
PROVIDE BLOCKING AS REQ'D 
TO SUIT

GALV. J-BARS

O.F. OF GRADE BEAM

11
00

PLAN DETAIL - OVERHEAD DOOR
SCALE: 1:10
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PLAN DETAIL - VESTIBULE AT STAFF RM
SCALE: 1:10
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WOOD BLOCKING TO SUIT

B

6

VESTIBULE
100

STAFF RM
101

92

HORIZONTAL WOOD SIDING

ALUMINUM CLOSURE PANEL 
TO MATCH CURTAINWALL BY 
CURTAINWALL SUPPLIER

CAULK, TYP.

CAULK, TYP. 19 P.T. PLYWOOD AT WINDOW 
HEAD, JAMB & SILL - TYP. CUT 
BACK 10mm FROM I.F. OF 
MULLION

ALUM BY CURTAINWALL 
SUPPLIER

STEEL COLUMN - REFER TO 
STRUCTURAL

92
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6
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STAFF RM
101

VESTIBULE
100

ALUM DOOR & FRAME

AUTOMATIC DOOR OPERATOR
REFER TO INTERIOR ELEVATIONS & 
SPEC

ANOD. ALUM. TO MATCH DOOR & 
FRAME. TYP. AT HEAD & JAMBS

A2

92

STEEL COLUMN - REFER TO 
STRUCTURAL

92

ALUM. BY CURTAINWALL SUPPLIER

GALV. J-BAR

A8

16 P.T. PLYWOOD

GWB RETURN - INSET 10mm FROM 
I.F. OF MULLION

PLAN DETAIL - VESTIBULE AT STAFF RM
SCALE: 1:10
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SLOPE 2%

SLOPE 2%

CANT STRIP                                                

• 19mm HORIZONTAL WOOD SIDING - REFER TO SPEC.
• 19x89 VERTICAL FURRING @ 400 O.C.
• SELF ADHESIVE AIR BARRIER
• 16mm P.T. PLYWOOD SHEATHING
• 92mm STL STUDS @ 400 O.C.
• 92mm MINERAL FIBRE BATT INSUL.
• 13mm P.T. PLYWOOD SHEATHING
• ROOF MEMBRANE 

PARAPET CONSTRUCTION:

MOD BIT ROOFING BELOW

PRE-FIN. MTL FLASHING - COLOUR TO MATCH 
STANDING SEAM, TYP.

LAP PRE FIN METAL FLASHING & MOD BIT 
ROOFING OVER EDGE OF GUTTER

LAP ROOFING OVER FLASHING
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SLOPE 2%

CANT STRIP                                                

MOD BIT ROOFING BELOW

PARAPET CONSTRUCTION:685
• ALUM COMPOSITE PANELS - REFER TO SPECS
• SELF ADHESIVE AIR BARRIER
• 16mm PLYWOOD SHEATHING
• 92mm STEEL STUDS @ 400mm O.C.
• 92mm MINERAL FIBRE BATT INSUL. 
• 13mm P.T. PLYWOOD SHEATHING
•  ROOF MEMBRANE

PRE-FIN. MTL FLASHING - COLOUR TO MATCH 
STANDING SEAM, TYP.

145mm BOX GUTTER C/W GUTTER GUARD - 
REFER TO SPEC.

LAP PRE FIN METAL FLASHING & MOD BIT 
ROOFING OVER EDGE OF GUTTER
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EYEWASH
111

F

PRE-FINISHED MTL TRIM 
CLOSURE

GALV. J-BARS

STL BEAMS BELOW - REFER TO 
STRUC.

• CONC BLK WALL - REFER TO STRUCT.
• V.B. MEMBRANE
• 92mm STL STUDS @ 400 O.C.
• SEMI-RIGID INSULATION
• 16mm P.T. PLYWOOD
• ROOF MEMBRANE

WALL CONSTRUCTION:

ROOF BELOW

192

CL

TYP. PARAPET CONSTRUCTION:
• ALUM COMPOSITE PANELS - REFER TO  
  SPECS
• SELF ADHESIVE AIR BARRIER
• 16mm PLYWOOD SHEATHING
• 92mm STEEL STUDS AT 400mm O/C
• 92mm MINERAL FIBRE BATT INSUL. 
• 13mm P.T. PLYWOOD SHEATHING
•  ROOF MEMBRANE

C L

SLOPE 2%

OF BEAM

MOD BIT ROOFING BELOW

PLAN DETAIL @ PARAPET
SCALE: 1:10
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PLAN DETAIL @ PARAPET
SCALE: 1:10
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PLAN DETAIL @ PARAPET
SCALE: 1:10
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