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PLAM SELF EDGE - TYP.

650

86
5

BARRIER FREE CLEARANCES 
REQUIRED - REFER TO DETAILS

PLUMBING PIPING - REFER TO MECH.

C75X6.1 STEEL CHANNEL SUPPORT ON 
ALL FOUR SIDES AND TWO 
INTERMEDIATE STRUTS, PRIMED AND 
PAINTED. BOLT INTO SOLID BLOCKING 
AT END WALLS WITH 2-M6 STAINLESS 
STEEL LAG BOLTS

SOLID SURFACE 
COUNTERTOP (SSC-1)

AUTOMATIC FAUCET - 
REFER TO MECH. & ELECT

RUBBER BASE (BEYOND)- REFER TO 
SPEC

86
5

355

CABINET BACKS, UPPER AND 
LOWER: 13mm PLYWOOD , P.LAM 
FINISH

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM ALL SIDES. 
SELF-EDGE BACK EDGE, 3mm PVC 
FRONT EDGE, MAX. SHELF WIDTH 
NOT TO EXCEED 610mm, TYP.

P.LAM COUNTERTOPS AND 
BACKSPLASH: 19mm PLYWOOD 
SUBSTRATE

19mm PLYWOOD C/W P.LAM FINISH

DOOR PULLS - REFER TO SPEC

UPPER AND LOWER CABINET 
CASES: 19mm PLYWOOD, P.LAM ALL 
VISIBLE SIDES. 3mm PVC @ ALL 
EXPOSED EDGES, TYP.

DOOR AND DRAWER FRONTS: 19mm 
PARTICLE BOARD, P.LAM FINISH. 
3mm PVC ALL EDGES, TYP.

DRAWER BOXES: 13mm PLYWOOD, 
P.LAM FINISH. 3mm PVC ALL EDGES, 
TYP. C/W FULL EXTENSION DRAWER 
GLIDES 

PLAM SELF EDGE - TYP.

DOOR/DRAWER PULLS - REFER TO 
SPEC14

25

P.LAM COUNTERTOPS AND 
BACKSPLASH: 19mm PLYWOOD 
SUBSTRATE TYP.

19mm PLYWOOD STRETCHERS, TYP. 
CUT TO SUIT SINK OPENING

SINK AND FAUCET, REFER TO 
MECHANICAL

SHELF SUPPORTS, RICHELIEU 
18252G OR EQUAL

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM FINISH WITH 
3mm PVC EDGE ALL SIDES. TWO 
PER CABINET

UPPER AND LOWER CABINET 
CASES: 19mm PLYWOOD, P.LAM. 
3mm PVC @ ALL EXPOSED EDGES, 
TYP.

14
25

19mm PLYWOOD C/W P.LAM FINISH

86
5
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DOOR AND DRAWER FRONTS: 19mm 
PARTICLE BOARD, P.LAM FINISH. 
3mm PVC ALL EDGES, TYP.

SHELF SUPPORTS, RICHELIEU 
18252G OR EQUAL

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM FINISH WITH 
3mm PVC EDGE ALL SIDES. TWO 
PER CABINET
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CAULK - TYP.

10
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CAULK - TYP.

MIRROR - REFER TO SPEC.
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355

CABINET BACKS, UPPER AND 
LOWER: 13mm PLYWOOD , P.LAM 
FINISH

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM ALL SIDES. 
SELF-EDGE BACK EDGE, 3mm PVC 
FRONT EDGE, MAX. SHELF WIDTH 
NOT TO EXCEED 610mm, TYP.

DOOR PULLS - REFER TO SPEC

77
5

CONT. LED LIGHT STRIP C/W ALUM  
PROFILE - SEE ELECTRICAL

50 VALANCE: 19mm PLYWOOD, P.LAM 
ALL EXPOSED SIDES & 3mm PVC ALL 
EDGES

50 VALANCE: 19mm PLYWOOD, P.LAM 
ALL EXPOSED SIDES & 3mm PVC ALL 
EDGES

CONT. LED LIGHT STRIP C/W ALUM  
PROFILE - SEE ELECTRICAL

PT-3

UNDERMOUNT STAINLESS STEEL 
SINK - REFER TO MECH

• 19mm T&G WOOD SIDING
• 16 PLYWOOD
• 92 STEEL STUDS 
  (PROVIDE SUPPORT AS REQ'D)

CEILING CONSTRUCTION:
• 19mm T&G WOOD SIDING
• 16 PLYWOOD
• 92 STEEL STUDS 
  (PROVIDE SUPPORT AS REQ'D)

CEILING CONSTRUCTION:

SD

SURFACE MOUNTED SOAP 
DISPENSER - REFER TO 
SPEC.

635
635

38

DETAIL - LOCKER ROOM SINK COUNTER
SCALE: 1:10
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DETAIL - STAFF ROOM KITCHEN @ DRAWER
SCALE: 1:10
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DETAIL - STAFF ROOM KITCHEN @ SINK
SCALE: 1:10
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DETAIL - SINK CLEARANCES
SCALE: 1:10
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LOCKS: REFER TO SPEC
HINGES: REFER TO SPEC

19mm PLYWOOD C/W PLAM FINISH

ADJUSTABLE SHELF RECESSED 
METAL STANDARDS

22
00
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NEW GWB BULKHEAD, PAINT FINISH. 
REFER TO REFLECTED CEILING PLAN.

19mm PLYWOOD FILLER PANEL AT 
TOP OF CABINET - PLAM ALL SIDES

19mm PLYWOOD - MELAMINE 
INTERIOR

38

610 610

22
00

T&G WOOD CEILING & WALLS ON 
16 PLYWOOD

J TRIM

A4

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM ALL SIDES. 
SELF-EDGE BACK EDGE, 3mm PVC 
FRONT EDGE, MAX. SHELF WIDTH 
NOT TO EXCEED 570mm, TYP.

GWB BULKHEAD - PAINT FINISH

PULLS - REFER TO SPEC

DOOR FRONTS: 19mm PARTICLE 
BOARD, P.LAM FINISH. 3mm PVC ALL 
EDGES, TYP.

P.LAM COUNTERTOP: 2 LAYERS 
19mm PLYWOOD SUBSTRATE
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PLAM SELF EDGE, TYP.

GROMMET - REFER TO SPECS, ELEVATIONS, & 
DETAILS

2
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BRACKET CENTERED BELOW DESK - 
REFER TO SPEC & ELEVATIONS
PROVIDE BLOCKING BEHIND 
BRACKET BETWEEN STEEL STUDS 
AS REQ'D. PAINT.

75

19X38 WOOD CLOSURE - FINISH 
TO MATCH WD-1

REVEAL - PAINT BLACK

38
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CENTERED POT LIGHT - 
REFER TO RCP & ELEC.

CL

WD-1

DETAIL - SHARED OFFICE & FOREMAN CABINETS
SCALE: 1:10
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DETAIL - STAFF ROOM @ DESK
SCALE: 1:10
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25 TYP.
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355

77
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P.LAM SELF EDGE ON 
FRONT, BACK & SIDES 
OF COUNTER

P.LAM COUNTERTOPS AND 
BACKSPLASH: 19mm PLYWOOD 
SUBSTRATE

PLAM SELF EDGE - TYP.

CAULK - TYP.

CABINET BACKS, UPPER AND 
LOWER: 13mm PLYWOOD , P.LAM 
FINISH

ADJUSTABLE HEIGHT SHELVES: 
19mm PLYWOOD, P.LAM ALL SIDES. 
SELF-EDGE BACK EDGE, 3mm PVC 
FRONT EDGE, MAX. SHELF WIDTH 
NOT TO EXCEED 610mm, TYP.

DOOR PULLS - REFER TO SPEC

BLACK METAL 
FASTENED TO 
PLYWOOD (ALL SIDES 
OF COUNTER) - DEPTH 
TO SUIT RECEPTACLE 
BOXES. 

ELECTRICAL POWER 
SUPPLY - RUN BELOW 
COUNTER BEHIND 
CURTAIN WALL 
MULLION. PAINT 
CONDUIT BLACK TO 
MATCH COUNTERTOP 
FRAME

50

VALANCE: 19mm PLYWOOD, P.LAM 
ALL EXPOSED SIDES & 3mm PVC ALL 
EDGES

CONT. LED LIGHT STRIP C/W ALUM  
PROFILE - SEE ELECTRICAL

REMOVABLE PLYWOOD 
PANELS FULL LENGTH 
OF COUNTERTOP

• 19mm T&G WOOD SIDING
• 16 PLYWOOD
• 92 STEEL STUDS 
  (PROVIDE SUPPORT AS REQ'D)

CEILING CONSTRUCTION:

19mm PLYWOOD C/W PLAM FINISH

635

DETAIL - STAFF ROOM KITCHEN @ MICROWAVE
SCALE: 1:10
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P.LAM COUNTERTOP: 19mm
PLYWOOD SUBSTRATE

EDGE OF WINDOW MULLION

405

38
STEEL FRAME (DASHED BEYOND)

WELDED STEEL SQUARE TUBING
FRAME (38X38) - GRIND WELDS

SMOOTH & POWDER COAT BLACK

EDGE OF WALL BEYOND

P.LAM SELF EDGE ON 
FRONT, BACK & SIDES 
OF COUNTER

10
15

POWER OUTLETS ON FRONT
FACE BELOW COUNTER (x2) -

REFER TO ELEC, PLAN
DETAILS, & INTERIOR

ELEVATIONS

BLACK METAL 
FASTENED TO 
PLYWOOD (ALL SIDES 
OF COUNTER) - DEPTH 
TO SUIT RECEPTACLE 
BOXES. 

ELECTRICAL POWER 
SUPPLY - RUN BELOW 
COUNTER BEHIND 
CURTAIN WALL 
MULLION. PAINT 
CONDUIT BLACK TO 
MATCH COUNTERTOP 
FRAME
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STEEL ANGLES/TABS BOLTED TO
FLOOR AND WELDED TO STEEL

FRAME - POWDER COAT BLACK TO
MATCH FRAME

10
0

15
2

REMOVABLE PLYWOOD 
PANELS FULL LENGTH 
OF COUNTERTOP

DETAIL - STAFF ROOM @ BAR HEIGHT COUNTER
SCALE: 1:10
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T&G WOOD ON 16 PLYWOOD

P.LAM COUNTERTOP: 2 LAYERS 
19mm PLYWOOD SUBSTRATE

T&G WOOD ON 16 PLYWOOD 
(BEYOND)

ANGLE HIDDEN BEHIND T&G WOOD - 
FASTEN TO COUNTER AND TO 
PLYWOOD - TYPICAL SIDES AND 
BACK OF COUNTERTOP.

DETAIL - STAFF ROOM @ DESK
SCALE: 1:5

10
A8.0

23
0

205

280

430

68
5 73

5

POWER OUTLETS ON FRONT FACE
BELOW COUNTER (x2) - REFER TO
ELEC, PLAN DETAILS, & INTERIOR

ELEVATIONS

P.LAM COUNTERTOP: 19mm 
PLYWOOD SUBSTRATE

WELDED STEEL SQUARE TUBING
FRAME (38X38) - GRIND WELDS

SMOOTH & POWDER COAT BLACK

BLACK METAL 
FASTENED TO 
PLYWOOD (ALL SIDES 
OF COUNTER) - DEPTH 
TO SUIT RECEPTACLE 
BOXES. 

STEEL ANGLES/TABS BOLTED TO 
FLOOR AND WELDED TO STEEL 
FRAME - POWDER COAT BLACK TO 
MATCH FRAME

EDGE OF WINDOW MULLION

ELEVATION - STAFF ROOM @ BAR HEIGHT COUNTER
SCALE: 1:10
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355

31
5

• 19mm T&G WOOD SIDING
• 16 PLYWOOD
• 92 STEEL STUDS 
  (PROVIDE SUPPORT AS REQ'D)

CEILING CONSTRUCTION:

FRIDGE (N.I.C.)

U/S BULKHEAD

102 200

DETAIL - STAFF ROOM KITCHEN @ FRIDGE
SCALE: 1:10
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