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INTERIOR SIGNAGE SCHEDULE
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SIGNAGE NOTES: 
1. REFER TO INTERIOR ELEVATIONS FOR MOUNTING LOCATIONS
2. MOUNT SIGNAGE AT CENTERLINE AT 1350 AFF 
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EXTERIOR SIGNAGE DETAIL

VINYL LETTERING / BUILDING 
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EDGE OF WINDOW MULLION
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P.LAM COUNTERTOP (ABOVE,
SHOWN DASHED) ON 19mm

PLYWOOD SUBSTRATE

WELDED STEEL SQUARE TUBING
FRAME (38X38) - GRIND WELDS

SMOOTH & POWDER COAT BLACK

POWER OUTLETS ON FRONT FACE 
BELOW COUNTER (x2) - REFER TO 
ELEC, PLAN DETAILS, & INTERIOR 
ELEVATIONS

3mm BLACK METAL FASTENED TO 
PLYWOOD W/ COUBTER SUNK BLACK 
FASTENERS (ALL SIDES OF COUNTER). 
WELD TO STEEL FRAME.

ELECTRICAL POWER SUPPLY - RUN 
BELOW COUNTER BEHIND CURTAIN 
WALL MULLION. PAINT CONDUIT 
BLACK TO MATCH COUNTERTOP 
FRAME

REMOVABLE PLYWOOD PANELS 
BELOW - FULL LENGTH OF 
COUNTERTOP

P.LAM COUNTERTOP (ABOVE, 
SHOWN DASHED) ON 19mm 
PLYWOOD SUBSTRATE 

3mm BLACK METAL FASTENED TO 
PLYWOOD W/ COUBTER SUNK BLACK 
FASTENERS (ALL SIDES OF COUNTER). 
WELD TO STEEL FRAME.9
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WOOD BLOCKING TO SUIT

ANOD. ALUM. BY CURTAIN
WALL SUPPLIER

3mm BLACK METAL FASTENED TO
PLYWOOD W/ COUBTER SUNK BLACK

FASTENERS (ALL SIDES OF COUNTER).
WELD TO STEEL FRAME.

PLAN DETAIL - STAFF ROOM BAR HEIGHT COUNTER
Scale: 1:10
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PLAN DETAIL - STAFF ROOM DESK
SCALE: 1:10
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FASTEN COUNTER TO ANGLE 
HIDDEN BEHIND WOOD SIDING - 
TYP. BACK AND SIDES. REFER TO 
DETAILS.
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CORNER GUARD - REFER TO SPEC 
SECTION 09 21 16
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REVEAL - PAINT BLACK

BRACKET CENTERED BELOW DESK - 
REFER TO SPEC & ELEVATIONS
PROVIDE WOOD BLOCKING AT 
BRACKET BETWEEN STEEL STUDS 
AS REQ'D
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WOOD SIDING ABOVE & BELOW 
(SHOWN DASHED)
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REVEAL - PAINT BLACK

19X38 WOOD - FINISH TO MATCH 
WD-1
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