*NOTE: ALL DUCT SIZES ARE INTERIOR, FREE DIMENSIONS @
NEW WORK (N)
ALWAYS WIDTH (HORIZONTAL DIM.) x HEIGHT (VERTICAL DIM.) BUSTNG (5)
Stantec Architecture Ltd.
—> AR FLOW ARROW ——— REMOVE EXISTING (D) Suite 500,311 Porlage Avenue
450300 —450:300  RECTANGULAR DUCT AND SIZE* Y77/, REMOVE EXISTING EQUIPMENT (D) Winnipeg MB Canada R38 289
f—4500—8%—4500—  ROUND DUCT AND SIZEY — —  FUTURE Tel 2044895900 Fax. 2044539012
450x3000+  FLAT OVAL DUCT AND SIZE* ———  TEMPORARY, AS NOTED
EXTERIOR DUCT TREATMENT* RELOCATE (R Copyight Reserved
300014503004 RECTANGULAR DUCT WITH ACOUSTIC LINING* NUMERICAL NOTE The Confractr shol very and be responsbie fo o cmensos.
D0 NOTscol he rawing - any s oromisions 10l 5o reporied
X [xJ--s0x300 DUCT SECTION, SUPPLY ARR. APPLIES TO RECT., ROUND AND OVAL EQUIPMENT IDENTIFICATION 1o tantec witiout deoy.
X DUCT SECTION, OUTSIDE ARR. APPLIES TO RECT., ROUND AND OVAL @ CONNECTION TO EXISTING Reproduction oruse for any putpose ofer than i auhorzed by
A DUCT SECTION, RETURN ARR. APPLIES TO RECT., ROUND AND OVAL (D DISCONNECT (CUT AND CAP) Stantec s forticden.
] DUCT SECTION, EXHAUST AIR. APPLIES TO RECT., ROUND AND OVAL Client
W FLEXIBLE DUCT
X} ELBOW TURN, SUPFLY DOWN. APPLIES TO RECT., ROUND AND OVAL
[} DUCT SECTION, OUTSIDE AR. APPLIES TO RECT., ROUND AND OVAL
[} DUCT SECTION, OUTSIDE AR. APPLIES TO RECT., ROUND AND OVAL
DUCT SECTION, OUTSIDE AR. APPLIES TO RECT., ROUND AND OVAL
HIE CHANGE IN DUCT ELEVATION RISING IN DIRECTION INDICATED
T CHANGE IN DUCT ELEVATION DROPPING IN DIRECTION INDICATED DEMO NOTES
I ELBOW, RECTANGULAR, SMOOTH RADIUS WITH SPLITTER VANES 1. NOT ALL EXISTING CONDITIONS HAVE BEEN SHOWN. CONTRACTOR TO FIELD
(6.35 R/W DEFAULT) VERIFY ALL EXISTING CONDITIONS PRIOR TO DEMO.
INY ELBOW, RECTANGULAR, SMOOTH RADIUS WITHOUT VANES 2. CONTRACTOR SHALL PROTECT AL WORK AND EXISTING CONDITIONS
(38.1 R/W DEFAULT) ASSOCITED WITH THIS CONTRACT FROM DAVAGE, COVER ENDS OF PIPING
NELY BENG WORKED Ol TS THE
2 ELBOW, ROUND, SMOOTH RADIUS CONTRACTON RESFONSIBILI 10 AEPAI O RERLACE ANY
(1.5 R/W DEFALLT) NS T 0GCURS DURNG TH CONSTRUCTON. FROJECT AT No COST
TO THE OWNER.
Legend
a MITERED ELBOW, RECTANCULAR, WITHOUT VANES 3. DEMOUSH ALL REQUIRED EQUIPMENT, DUCTWORK, P\P\NG HANGERS o
CONTROLS AND AL ASSOCIATED EXISTING SYSTEMS AS REQUI
R S COORDINATE DEMOLTON
MITERED ELBOW, RECTANGULAR, WITH TURNING VANES WITH EXISTING SYSTEMS AND COMPONENTS TO REMAN PRIOR TO WORK
COMMENCING.
4 [115 THE CONTRACTOR RESPONSIBLTY 10 CLEAN UP ALL DEBRIS FROM
> RECTANGULAR TO ROUND TRANSITION TS e, T CLEAN UP ML DEBRIS FRON,
D SOUN RECYCLE BINS PROVIOED St THE CONTRAGTOR OR GPFSTE ALL
o TOGETHER.
] Il DUCT ACCESS DOOR (TOP, SIDE, BOTTOM)
5. ALL DEMOLISHED EQUIPMENT SHALL BE TURNED OVER TO THE OWNER
UNLESS DIRECTED OTHERWSENOT REQUIRED BY DWNER, DISPOSE AS
FLEXIBLE CONNECTION REQUIRED.
MANUAL DAMPER
MOTORIZED DAMPER
FIRE DAMPER 1. DD NOT SCALE DRAWING.
2. PROVIDE COMPLETE HVAC SYSTEM TO SERVE ALL SPACES AS NOTED ON THE
DRAWNG IN ACCORDANCE WITH NATIONAL BULDING CODE AS WELL AS ANY
SMOKE DAMPER REQUREWENTS OF THE AUTHORIY HAVING JURSDICTION, Notes
3. LOCATION O DIFFUSERS AND GRIL N ON DRAWING ARE
COORDNATE With SLECTRICAL LIGHTING LAYOUT AND
ARCH\TECTURAL "REELECTED CHLING PLAN TR EXACT LOGATONS
SMOKE AND. FIRE DAMPER 4. CONTRACTOR SHALL CONFIRM AND COORDINATE THE LOCATION AND ROUTE
OF ALt OURMENT. AN, AND DUGTHORK N SITE Ab Wi OTHER
TRADES.
Ry B DUGT SILENCER/TRANSFER ELBOW 5. ALL DIFFUSERS AND GRILLES SHALL HAVE UPSTREAM BALANCING DAMPERS.
6. PROVIDE TURNING VANES IN EACH RECTANGULAR ELBOW. ALL DUCT TAKE-
@ CONTROL DEVICE (REFER TO CONTROLS LEGEND) OFFS T0 HAVE ENLARGED THROATS WITH LEADING EDGES. -
oxmm AR FLOW MEASURING STATION (REFER TO CONTROLS LEGEND) 7. FIRE_DAMPERS AND/OR SMOKE DAMPERS SHALL BE INSTALLED ON ALL _—
QuANTITY DUCTHORK PENETRATING FIRE_ SEPARATION AND/GR SMOKE SEPARATION T —
. EFER 10 ARCHITECTURAL LIFE SAFETY PLAN FOR
TvPE e /SN S
a. CBORONATE THERUOGTAT LOGKTIONS WITH FURNITURE, g _—
SIZE(mm) AR OUTLET OR INLET TAG JREFER TO SCHEDULE) S: VARWTIONS FROM SPECIFED PRODUCTS AND 'ASSOCIATED W S —
VOLUME (Us) REDUREMENTS, ARE T RESPONSISLITY OF e CONTRACIOR. ADDITIONAL Revision CR)
COMPENSATION WILL NOT BE CONSIDERED BECAUSE OF DIFFERENCES IN
i INTERPRETATION OF TECHNICAL PROVISIONS. _
RECTANGULAR DIFFUSER, SUPPLY. 10. CONTRACTOR WILL TAKE ALL NECESSARY FRECAUTIONS TO AVOID DAMAGING -
D D e O e Ve Fiow oReCnoN, NE EQUEVENT PIPING AND DUCTWORK OVER THE COLRSE. OF
CONSTRUCTI
11, CONTRACTOR 0 PROVIDE DUCTING SUPPORTS.
Z RECTANGULAR REGISTER OR GRILLE, RETURN 12. COORDINATE WITH, € ALL REQUIRED ACCESS HATCH/PANELS FOR 5SUED FOR C 5 R mom
ECHANCAL EQUIPWERT CONCEALED ASDVE INACCESSIBLE CELINGS AND A
MAKE EFFORT TO LOCATE AND COORDINATE DEVICES Issued By Appd. YY.MMOD
REDLHR\NG hRCESS T BE N CROUPED. AREAS 10 REDUCE THE NOMBER OF
bl RECTANGULAR REGISTER OR GRILE, EXHAUST DOORS REQUIRED. ACCESS DOORS T0 BE LOCATED WITH o Noe TSERImeth I = T T
CONGIDERATON ON AND i ALICRMENY WiTH ARCHTECTURAL DETALS AND fetone RO B OB X BUE
ROUND DIFFUSER. SUPPLY OTHER CELING/MALL MOUNTED DEVICES O THE SATISFACTION OF THE pen GG Dagn. AOD
LINEAR DIFFUSER 13. ALL WALL MOUNTED THERMOSTATS IN PUBLIC SPACES TO HAVE LOCKABLE AND TPemitsea
—_ VENTED PLASTIC COVER
e i 13: BN DIOK(DE SENSOR 10 CONTROL SKELE DUCT TERMNAL UNT. TYPICAL
i = ENGINEERS
SBEWALL GRULE, RETURN OR EXHAIST 15, AL EXP3ED DUCTVORK 15 T0_BE PHNTED AND THE COLOUR SELECTION. Y =5 Scoscienmists
i TRANSFER GRILLE OR LOUVER ARCHITECTS.
17. THE_CONTRACTOR IS TO ALLOW 300MM (1'~0") CLEARANCE ABOVE THE
— COIL (REFER TO CONTROLS LEGEND) ELECTRICAL CABLE TRAY AND 10 COORDINATE THE ROUTING OF SYSTENS Certificate of Authorization
N QUANTITY WITH THE ELECTRICAL CONTRACTOR. Stantec Consulting Ltd.
;;’ TYPE No. 1301
n‘; LENGTH (mm) RADIATION HEATING TAG (REFER TO SCHEDULE)
3 CAPACITY (kW) Client/Project
5 FIRE PROTECTION GENERAL NOTES WINNIPEG TRANSIT DIRECT CURRENT FAST
£ 1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE STATED. CHARGING BUS STATIONS BRANDON GARAGE
g NOTE: NOT ALL SYMBOLS, SYSTEMS, AND 2. ALL MATERIALS SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE APPLICABLE.
g ABBREVIATIONS MAY BE USED ON THIS PROVECT NFPA FIRE CODES INCLUDING NFPA 13-2013 AND SHALL CONFORM TO THE APPROPRIATE,
2 STANDARDS LISTED W THE WOST GURRENT PUBLISHED, KATOWAL BULDING CODE oF
B DA (NBC), NATIONAL FIRE CODE QF CANADA (NFC), AND THE REQUREMENTS AND
H SRR RRoINER Sy TR RoToy TAVNG OUrinion
Z 3. ONLY EXPERIENCED FIRE PROTECTION CONTRACTORS WILL BE CONSIDERED FOR THIS 600 Brandon Ave. Winnipeg, Manitoba
H WORC THE IR PROTEGTION CONTRACIOR MUST GE ABLE T0 SHOW EVIENGE OF HAVNG
g D WORK OF SIMILAR
H 4. THE FIRE PRDTECTON CONFRACTOR SHALL PREPARE AND SUBMIT SHOP. DRAVINGS OF Title
3 THE FIRE PROTECTION SYSTEMS INCLUDING EQUIPMENT AND MATERIAL FOR REVIEW 5
& ENGINEER AND INSPECTING AUTHORITIES
2 5. THE FRE PROTECTON CONIEACTOR SHALL BE. SOLELY RESPONSIBLE FOR_DBTANNG
is PPROVALS FROM_THE AUTHORTY HAVING JURISDICTION FOR THE COMPLETE FIRE MECHANICAL SYMBOL LEGEND
88 PROTECTIO!
%5 6. ALL APPLICABLE CODES SHALL BE IN ACCORDANCE WITH THE LATEST EDITION
=% 7. ALL EXPOSED SPRINKLER PIPING IS T0 BE PANTED AND THE COLOUR SELECTION BY -
g2 ARCHITECTS. Project No. Scale
§g 144523001 As Indicated
g3 Drawing No. Sheet Revision
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