@ Stantec

il
il

LT LT J— Stantec Architecture Ltd.
L B f Suite 500,311 Poriage Avenue
g ‘ Winnipeg M8 Canada R38 289
Tel. 204.489.5900 Fax. 204.453.9012
APPROMMATE LOGATON OF VFD
. SO ‘r 150mn HOUSEKEEPING. PAD EReUT 70 PREL A (a1 GO CrRoUT To | “Copyight Reserved
Hex T Confctor ol v cnd b eponsibl for o cmrsirs.
=t P ‘ ‘ 5 K01 sl rowng - ny st omiior b rpored
£ 1 Mool lsg! . Lt e
\ | | BE | ‘ gyt | g8t ‘ ‘ g8t ‘ | e slobisdon
o L ) z2 B25 1 1813 855 |
*********** @ E DHO [ [ | e Cllent
o asRon
e E1 1 o 1 [l
KESERD FoR FUTRE 59 5T 388 | zB¥ 28t ‘
N lgEc] | & & |
@4 2 | @\i @ [ I L | e
o 51 E ] Mgl ool N |
] 20004 AN BREAKER FUTLRE 20008 VAN 58 58 B8 | zhE zhe
20008 NAN EREAKER o A ;E‘ ‘;E | l522] |58z l§g2] |
| A, TG | e, O il E e L L |
| (FuTURE) | (FuTURE) (I 5 [ .l . |
I Ef g B gsk g5e
QoL _ _ _ \ [ I W oo 2 | l552] |38z | g |
zz e e S E Legend
e oy © o O Hpe 0D (i |
s SB8os5a0n, S,
150mm HOUSEKEEPING PAD FuruRE Cop-s0-s © |
W TR Eooes Sk s @ ®
T T T T ‘ T T
GENERAL NOTES:
1 /\
—_ 1. ALL EQUIPMENT TO BE COORDINATED ON SITE PRIOR TO
1 ) ENLARGED STORAGE ROOM EQUIPMENT LAYOUT — NEW CONSTRUCTION T T e COORDINATED o
@ 1:50
Notes

KEY NOTES:

(7) CONTRACTOR TO ALLOW PROPER SPACING FOR FUTURE 2MVA
TRANSFORMER. CDP—BC—A SHALL BE CONFIGURED TO FACILITATE FUTURE
TIE-IN TO A 2MVA TRANSFORMER. TEMPORARY WIREWAY SHALL BE
COORDINATED TO ALLOW FOR FUTURE TRANSITION TO THE 2MVA DRY TYPE
TRANSFORMER MOUNTED ADJACENT TO THE DISTRIBUTION. _— — —

(2 FORM OUT OPENING UNDER EACH CHARGER CABINET TO FACILITATE -
ROUTING OF INCOMING AND OUTGOING CONDUCTORS. PROVIDE SEPARATE
SCH40 PVC CONDUIT SLEEVES FOR INCOMING AC POWER, OUTGONG DC
POWER (x4 PER CHARGER), AND FIBER INTERFACE (x4 PER CHARGER) Revision w hesd MWD
COORDINATE EXACT LOCATION OF THE OPENINGS WITH THE LAYOUT OF
CHARGER CABINETS. PROVIDE MULTIPLE OPENINGS TO ACCOMMODATE _—
POWER AND COMMUNICATION CABLES WITHIN THE CABINETS AS REQUIRED. B ———
SIZE OPENINGS TO ACCOMMODATE X2 MINIMUM BENDING RADIUS FOR THE JE e ——
CABLES ROUTED THROUGH THE RESPECTIVE OPENINGS.

(3) PROVIDE_CONDUIT PATHS FROM CDP—BC—A TO THE RESPECTIVE CHARGERS. 0w roR comwUcTon G o
ROUTE CONDUITS VIA CEILING JOISTS TO MINIMIZE INTERFERENCE WITH o T ed Tomm
MECHANICAL SYSTEMS. PROVIDE SUPPORTS AS NECESSARY. IF MULTIPLE Issued v '

CONDUCTORS ARE COMBINED IN A SINGLE CONDUIT, INCREASE CONDUCTOR

SIZE IN ACCORDANCE WITH CEC TABLE 5C. PROVIDE SPACE ON THE c M o mosw

SUPPORTING RACK TO FACILITATE ADDITION OF FUTURE CONDUITS. Dan Crka Dagn TMMOD
(3) EXTEND RACEWAY FOR AC AND DC DISPENSER CABLES FROM THE

CHARGERS TO THE TOP CABLE TRAY. EXTEND RACEWAY FOR FIBER CABLES

FROM THE PAD TO THE FIBER CABLE TRAY. PROVIDE CABLE SUPFORT IN

ACCORDANCE WITH CEC REQUIREMENTS. = ENGINEERS

_a GEOSCIENTISTS
(5) PROVIDE PROTECTIVE GOVERS FOR THE FUTURE GABINET OPENINGS.
Certificate of Authorization
(® SUPPLY POWER TO NEW FAN F~01 FROM NEW MATCHING 20A-3P Stantec Consulting Lid

BREAKER IN PANEL 100 VIA VFD. WIRE USING 3§12 AWG IN GONDUIT. tantec Consulting Ltd.
INTERLOCK VFD WITH FIRE DAMPER TO DISABLE FAN F-01 OPERATION

No. 1301
WHEN THE FIRE DAMPER IS IN CLOSED POSITION.
(D SUPPLY POWER TO MOTORIZED ACTUATORS FROM NEW MATCHING 15A—1P N
BREAKER IN PANEL A. CONTROLS BY MECHANICAL CONTRACTOR. Client/Project
PROVIDE DUCT SMOKE DETECTOR INSTALLED IN ACCORDANCE WITH WINNIPEG TRANSIT DIRECT CURRENT FAST
MANUFACTURER'S RECOMMENDATIONS. DUCT SMOKE DETECTOR SHALL BE CHARGING BUS STATIONS BRANDON GARAGE

GUL LISTED. FULLY GOMPATIELE WITH THE FIRE ALARM SYSTEM. NTERFAGE
SMOKE DETECTOR WITH THE EXISTING FIRE ALARM SYSTEM. INTERFACE
F—01 VFD WITH FIRE ALARM SYSTEM, AND CONFIGURE TO SHUT o
F=01 IN THE EVENT OF SMOKE DETECTED IN THE DUCTWORK.

600 Brandon Ave. Winnipeg, Manitoba
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