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MARKING TAPE AT 12 DISTANCE
BETWEEN FINSHED GRADE AND TOP
OF CONCRETE

X XR— SLOPING OF TRENCH WALLS
SHALL CONFORN TO
REQUREMENTS SPECIFIED N
“THE OCCUPATIONAL HEALTH &
SAFETY ACT
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DUCT SPACERS. A IN GAP
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CENTER TO CENTER
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CONDUIT LAYOUT AS
PER PLANDRAVINGS
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OR COMPACTED

10m REINFORCING GRANULAR A" BASE
RODS POSITIONED AS
W TYE
(SEENOTE A)
FIG. 1 TYPICAL CONCRETE DUCT BANK SECTION VIEW
NOTES
A L

OVERLAP JONTS BY
ToBE

WIRE TIE BOTH ENDS.
INSTALLED IN EACH LAYER / LEVEL SPACES.

8. DUCT SPACERS TO BE PLACED AT A MAXMUM OF 1500mm AND WITHIN 150mm OF
COUPLING. PLASTIC DLCT SPACERS ARE T0 BE USED.

c THEFULL
STRUCTURE
o 5 MUST BE INSPECTED BY CONSULTANT
A CONGRETE S POURED
ENSURE THAT ALL DUCTS ARE THAT ABm
(387 POLYPROPY IN EACH DUCT

. PROVIDE CLEAN BACKFILL COMPACTED I 150mn LIFTS TO 85 PROCTOR DENSITY.
RESTORE LANDSCAPING TO NATCH EXISTNG

13 DURNG THROUGHOUT THE
ENTIRE LENGTH OF THE CONCRETE ENCASED DUCT BANK.

(CONCRETE DUCT BANK ELEVATION

BACKFILL TOP OF DUCT BANK WITH A INMIUM OF
300 OF OF GRANULAR "A" SEE NOTE F-
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BASE SPACERS —— — — L'_,?}

ADDLE RADIL
MUST NATCH OLTER DIAWETER OF DUCT TO BE SUPPORTED.
'SPACERS SHALL HAVE DIMENSIONS SUCH THAT STACKED DUCTS
ANDSDE 51 SDE DUCTS ARE NOT LESS THAN S0 CENTER 0
(CENTER, SPACERS T0 8E USED WITH TYPE EPIPVC DUCTING CS A,
SEROICATON G225l 2131 SUPPUED 8 CONTRACTOR 0T
‘SPACERS SHALL BE NOT LESS THAN 63mm FRONT TO BACK.

/1) CONCRETE ENCASED DUCT BANK DETALL
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BACKFLL
MATERIAL SEE NOTE F

GRANULAR'A"
BACKFILL

CONDUIT LAYOUT AS
PER PLAN DRAVINGS

FIG. 1 TYPICAL CONCRETE DUCT BANK SECTION VIEW

NOTES

A DUCT SPACERS TO BE PLACED AT A MAXMUM OF 1500mm AND WITHIN 150mm OF
COUPLING: PLASTIC DUCT SPACERS ARE TO BE USED.

B PROVIDE CLEAN BACKFILL COMPACTED N 150 LIFTS T0 95 PROCTOR DENSITY,
RESTORE LANDSCAPING TO NATCH EXISTING.

C. DUCTSAND BE INSPECTED BY CONSULTANT
BEFORE BEING BACKFILLED.

3\ DUCT BANK DETAL
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MARKING TAPE AT 12 DISTANCE
BETWEEN FINSHED GRADE AND TOP
OF CONCRETE

SLOPNGOF TRENCH HALS
SHALL CONFOF

RIS SPeCFED
THE OCCUPATIONAL HEALTH &
SHFETY ACT

103mm (A INDICATED)
“TYPE DBZ PVC DUCT CSA C222
No.211.1 APPROVED.

DUCT SPACERS. A MIN GAP
OF SmETHEEN
JCTS AND 190mm
csmsw TOCENTER
INIMUM

GRANULAR'A"
BASE. (T5nm MIN)

GRANULAR A" BASE

o

DUCT BANK ELEVATION

BACKFLLTOP OFDUCT AN WITH A MNMUMOF
3007 OF OF GRANULAR

[ —— =2 TURNS OF 10 IRON WIRE

INTERMEDIATE SPACERS __ —

IMPORTANT: DUCT SADDLE RADIUS IS CRITICAL SADDLE RADIUS
MUST MATCH OUTER DIANETER OF DUCT TO 8E SUPPORTED.
SPACERS SHALL HAVE DIVENSIONS SUCH THAT STACKED DUCTS
AND SIDE 8Y-SIDE DUCTS ARE NOT LESS THAN 160mm CENTER TO
CENTER SPACERS TO BE USED WITH TYPE EPIPVC DUCTING CS A
2111, SUPPLIEDBY oucT
'SPACERS SHALL BE NOT LESS THAN 63nm FRONT TO BACK.
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m SERVICE _CONDUCTORS IN _CONCRETE DUCT BANK DETAIL
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GENERAL NOTES:

1. SEAL ALL CONDUITS TO PREVENT DEBRIS AND MOISTURE INTRUSION UNTIL CABLE IS INSTALLED.

KEY NOTES:
(D> ENSURE MINIIUM OF 950mm BENDING RADIUS

(2> PROVIDE PULL STRING IN NEW CONDUIT.
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