231.50 231.50
3+95.00 4+12.50 4+25.00
231.40 ELEV = 231.073 ELEV = 231.055 ELEV = 230.991 231.40
3+72.50 3+95.00 4+25.00 4+47.50
231.30 ELEV = 230.942 ELEV = 231.042 ELEV = 230.936 ELEV = 230.838 231.30
3+72.50 4+32.50 4+47.50
231.20 ELEV = 230.797 ELEV = 230.957 ELEV = 230.736 231.20
3+52.50 4+32.50
231.10 ELEV = 230.822 SRS | s 2 [ S =i 231,08 ELEV = 230.888 231.10
231.00 3+52.50 e i 04 231.00
. = - - — — — _ 05719 - _0.46% .
ELEV = 230.790 ! Dorgoe 1 <
3+52.50 B—
230.80 ——T—F 230.80
4+40.00
230.70 ClEV L aea0.00 230.70
230.60 230.60
3+62.50 4+58.39
230.50 3+40.00 ELEV = 230.750 ELEV = 230.761 230.50
ELEV = 230.516
230.40 = 3+40.00 ELEVL 250 508 230.40
ELEV = 230.461 '
3+40.00 4+58.53
230.30 ELEV = 230.429 ELEV = 230.690 230.30
230.20 230.20
230.10 S") 8 ﬁ 8 Q 8 8 230.10
& 5 s 3 3 3 I
230.00 230.00
| |
| |
' |
|
| : ASSET|#MH00005973
| | INV. 226.630
I | GROUT CRACKS 0.0m TO 3.5m
I | GROUT PIPE 3.5m TO 4.0m
: | REPLACE BENCHING
| |
| |
' |
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| NOTE 12 (T|YP.) 5 REINFORCED CONCRETE PAVEMENT
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