
154158162164166172174176178

FO
W

154158162164166172174176178182

1+00

1+25 1+50 1+75 2+00 2+25

1+
25

1+
50

CONCRETE APPROACH

GRAVEL

GRAVEL

GRAVEL

GRAVEL 

C
O

N
C

R
ET

E 
AP

PR
O

AC
H

ASPALT PARKING LOT

ASPALT PARKING LOT

ST
EE

L 
BO

LL
AR

D
S 

W
IT

H
 C

H

C
O

N
C

R
ET

E 
SI

D
EW

AL
K

CONCRETE APPROACH

C
O

N
C

R
ET

E 
PA

D

CONCRETE DRIVE

GARAGE

CONCRETE DRIVE
CONCRETE DRIVEGARAGE

G
AR

AG
E

GARAGE
GARAGE

CARPORT
GARAGE

CONCRETE DRIVE GARAGE
GARAGE

CONCRETE DRIVE

GARAGE

CONCRETE PAD

3%

CONC.

ANDERSON AVENUE

ST. JOHNS AVENUE

AN
D

ER
SO

N
AP

AR
TM

EN
TS

 'B
'

18
8 

AN
D

ER
SO

N
AV

EN
U

E

PA
R

KI
N

G
 L

O
T 

W
IT

H
 A

SP
H

AL
T 

O
VE

R
LA

Y

230.440 230.235 229.900 229.735

230.390 230.160 229.825 229.660

230.700 230.440 230.195 229.855 229.690

230.750

230.675

230.751

BH
-4

1

BH-42
BH-43

M
AT

C
H

LI
N

E 
ST

A 
2+

20

-50mm - TYPE 1A ASPHALT
-75mm - TYPE III ASPHALT
-100mm - BASE COURSE - GRANULAR A
-325mm - 50mm - GRANULAR B RECYCLED CONCRETE
(PLACED IN TWO LIFTS - 125mm & 200mm)
-GEOGRID (CLASS A)
-GEOTEXTILE - SEPARATION / FILTRATION
-ROLLED AND COMPACTED SUB-GRADE
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EXISTINGPROPOSED LEGEND - PROFILE PROPOSED
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THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
TECHNOLOGY SERVICES BRANCH

106 - 1155 PACIFIC AVE

ASPHALT PAVEMENT RECONSTRUCTION
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2024/03/05

ST. JOHNS AVENUE/ANDERSON AVENUE
ALLEY

TENDER NO. 1-2024

31.000

HYDRO/STREET LIGHT
MTS/SHAW

LEGEND - PLANEXISTING PROPOSED

ASPHALT
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CONCRETE SIDEWALK

WHOLE NUMBERS INDICATE MILLIMETERS
METRIC

DECIMALIZED NUMBERS INDICATE METERS

PAVEMENT DIMENSIONS ARE TO BACK OF CURB

E.

D.
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A.

F.
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GENERAL NOTES

ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED
CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR
CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE
FIELD PRIOR TO CONSTRUCTION
ADJUST WATER VALVES AND CURB STOPS AS DIRECTED BY CONTRACT

PAVEMENT REPAIRS SHOWN ARE A REPRESENTATIVE SAMPLE OF THE
ADMINISTRATOR

TENDER QUANTITIES
ASPHALT TIE-INS ARE TO BE DETERMINED IN THE FIELD BY CONTRACT
ADMINISTRATOR

3.
2.

1.

5.

REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 125mm ASPHALT
PAVEMENT
RENEW EXISTING 100mm CONCRETE SIDEWALK (SD-228A)

4.
CONSTRUCT NEW CURB RAMP (SD-229D)
REGRADE PAVING STONES AND SIDEWALK BLOCKS
REMOVE EXISTING CONCRETE AND REPLACE PRIVATE WALK

6.

7.

REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED
CONCRETE PAVEMENT

CONSTRUCTION NOTES

CONSTRUCT 150mm TRANSITION SLAB AS PER CROSS SECTION

H.

8.

REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED
CONCRETE PAVEMENT

WOOD FENCECONCRETE FENCE

ISSUED FOR TENDER

REFER TO SPECIFICATION E3. MANITOBA HYDRO ALLOWABLE EXCAVATIONS
AROUND EXISITNG POLES OF THE TENDER DOCUMENT
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NORTH GUTTER

SOUTH SIDEWALK
NORTH SIDEWALK

GRIND 0.6m TO 0.9m TREE  STUMPS
0.300m BELOW FINISHED GRADE

PER E15. OF THE TENDER DCUMENT


