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EX CB

CONCRETE CURB DETAIL
PER SCD-643

SUBSURFACE DRAINAGE COLLECTOR
PIPES PER SCD-650. TIE INTO THE EX
CATCH BASIN PER SCD-665

EX 250 PVC LDS
QR=0.57%, APPROX LOCATION

MIN 300mm DEEP ENGINEERED
WOO FIBER SAFETY SURFACE C/W
DRAINAGE SYSTEM PER
MANUFACTURER SPECIFICATION
AND/OR SCD-661

EXISTING SOD TO
BE PROTECTED

SCRAPE OFF TOP 1” OF EXISTING
GRAVEL PATH AND PAVE WITH
ASPHALT PER SCD-648

EX 250 PVC LDS
QR=0.57%, APPROX
LOCATION

6 - 1.8m TACHE BENCH,DIRECT
BURIAL, PER SCD-121A

(2) 1.8m TACHE BENCH, DIRECT
BURIAL, PER SCD-121A

EX CB

EX CB

NEW ASPHALT
PAVING PER SCD-648

NEW ASPHALT PAVING PER SCD-648

ASPHALT PAVING SEATING
NODE PER SCD-648

EXISTING FENCE

(2) 1.8m TACHE BENCH
DIRECT BURIAL PER
SCD-121A

SHADE STRUCTURE, POLIGON SHELTER -
SQR-24MR (24X24) AS PER
MANUFACTURER SPECIFICATION

TACHE STYLE ACCESSIBLE METAL
FRAME PICNIC TABLE PER SCD-122A

APPROX EXTENT OF SOD REPAIR
PER CW 3510 & CW 3540

EXISTING SOD TO
BE PROTECTED

EXISTING SOD TO
BE PROTECTED

HDPE OUTLET PIPE
PER SCD-661

STAGING AND LAYOVER

CONSTRUCTION
ACCESS

APPROX EXTENT OF SOD REPAIR
PER CW 3510 & CW 3540

TACHE STYLE METAL FRAME
PICNIC TABLE PER SCD-122

6' IN-GROUND WASTE
RECEPTACLE REFER
TO THE NOTES.

ROLLED ASPHALT EDGE,
ACCESSIBLE PLAYGROUND
ENTRANCE

ROLLED ASPHALT EDGE

SCRAPE OFF TOP 1” OF EXISTING
GRAVEL PATH. ADD 1.8m WIDE
ASPHALT PER SCD-648. REFER
TO 1/L4

PROPERTY LINE
LIMIT OF PARK

APPROX EXTENT OF SOD REPAIR
PER CW 3510 & CW 3540

EDGE OF
EXISTING
GRAVEL PATH

ROLLED ASPHALT EDGE, ACCESSIBLE
PLAYGROUND ENTRANCE

REMOVE APPROX 3.0m OF
EXISTING GRAVEL PATH, BASE
COARSE AND SUB-BASE;
CONSTRUCT A NEW ASPHALT
PATH PER SCD-648. NEW
ASPHALT TO BE FLUSH WITH
THE EXISTING CONCRETE
SIDEWALK

(2) 1.8m TACHE BENCH
DIRECT BURIAL PER
SCD-121A

ROLLED ASPHALT EDGE

SWINGS - 52” BURY SINGLE POST
W/ 2 BELT AND 2 BABY SEATS BY
LANDSCAPE STRUCTURES

CURVA SPINNER BY
LANDSCAPE STRUCTURES

PLAYBOOSTER (DESIGN ID # 240223EE-01-4K)
BY LANDSCAPE STRUCTURES

SYMBOL COMMUNICATION
SIGN W/2 POSTS BY
LANDSCAPE STRUCTURES

SINGLE BOBBLE RIDER BY
LANDSCAPE STRUCTURES

0.6
0

APPROX EXTENT OF SOD REPAIR
PER CW 3510 & CW 3540

LEGEND

NEW ASPHALT PATH OVER THE
EXISTING GRAVEL PATH PER
1/L4 AND SCD-646, 250 m2

EXISTING PVS LDS LINEMIN 300mm DEEP SAFETY SURFACE
(ENGINEERED WOOD FIBER) C/W
DRAINAGE SYSTEM PER 2/L4 AND
MANUFACTURER SPECIFICATION
AND SCD-661, 298 m2

SUBSURFACE DRAINAGE COLLECTOR
PIPES PER SCD-650 AND SCD-661

APPROX EXTENT OF NEW SOD
PER CW 3510 & CW 3540, APPROX
672 m2

CONCRETE CURB PER 3/L4 AND
SCD-643, 55.0m

PLAYGROUND ROLLED ASPHALT
ACCESSIBLE ENTRANCE PER 4/L4

HDPE OUTLET PIPE TIE IN TO EX
CB PER SCD-665

(10) TACHE BENCH PER SCD-121A

(1) TACHE ACCESSIBLE PICNIC
TABLE PER SCD-122A

(1) WASTE RECEPTACLE PER
NOTE # 9

(1) TACHE PICNIC TABLE PER SCD-122

ASPHALT PAVING PER
SCD-646, 216 m2

EXISTING CATCH BASIN

EXISTING TREES TO REMAIN
AND BE PROTECTED PER 7/L4

FUTURE TREES. N.I.C.

0 1 2 5m

GENERAL NOTES
1. ALL EXISTING STRUCTURES, TREES, SHRUBS, SIDEWALKS, CURBS, SOD,

UTILITIES AND PAVING TO BE PROTECTED (UNLESS OTHERWISE NOTED)
DURING CONSTRUCTION TO CITY OF WINNIPEG STANDARDS.
CONTRACTOR TO MAKE GOOD ALL DAMAGED AREA DURING
CONSTRUCTION BOTH ON AND OFF SITE TO CITY OF WINNIPEG
STANDARDS AT THE CONTRACTORS COSTS.

2. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE
PROCEEDING WITH CONSTRUCTION.

3. CONTRACTOR TO CONFIRM ALL EXISTING GRADES, LAYOUT,
DIMENSIONS AND MATERIALS ON SITE AND REPORT ANY
DISCREPANCIES TO THE CONTRACT ADMINISTRATOR PRIOR TO
CONSTRUCTION.

4. ALL WORK AND MATERIALS SHALL BE IN ACCORDANCE WITH THE MOST
RECENT VERSIONS OF CITY OF WINNIPEG SPECIFICATIONS.  ALSO
REFER TO L4 FOR ADDITIONAL DETAILS AND SPECIFICATIONS.

5. ALL LAYOUT TO BE CONFIRM ON SITE AND APPROVED BY CONTRACT
ADMINISTRATOR PRIOR TO ANY CONSTRUCTION OR REMOVAL.

6. SUB-GRADE, SUB BASE & BASE COURSE CONSTRUCTION AS PER CW
3110

7. GEOTEXTILE FABRIC AS PER CW 3130
8. TOPSOIL & SOD AS PER CW 3540 AND CW 3510
9. WASTE RECEPTACLE TO BE 6' IN-GROUND ALFA MAXI 30, SANDSTONE

COLOUR CONTAINER, GREEN COLOURED LID, ,915 MM (36”) DIAMETER X
2440 MM (96”) HEIGHT, WITH STANDARD MAXI LID. FOR INFORMATION
CONTACT: EQUINOX INDUSTRIES TEL: 1-800-665-7487
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