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REPAIR 0.7m - 200mm @ CB LEAD—
! AND RECONNECT TO SEWER
! WITH SADDLE
AS PER CW2130
ASSET #:CLO0007799
0.55 LOCATION: FROM SEWER CONSTRUCTION NOTES
! CS INV = 226.805 1. RENEW EXISTING BARRIER CURB (SD-206A, SD-205)
2. ADJUST FRAME AND COVER TO GRADE AS PER (CW3210)
REPAIR 2.0m - 2 B LEAD —
om U,fg QE% gw 5130 3. REMOVE EXISTING PAVEMENT AND CONSTRUCT 200mm REINFORCED
! I ASSET #: CLOG007800 CAUTION: WM SERVICE PIPE| CONCRETE PAVEMENT
PRITCHARD AV LOCATION: FROM CB CONNECTION 4. RENEW EXISTING CONCRETE SIDEWALK (SD-228A)
—NOTE 2 J, | 5. CONSTRUCT NEW 80mm ASPHALT PAVEMENT OVERLAY (TYPE MS1)
1487 1483 | GROUT 0.7m CRACKS 1479 1475 1471 ; 1459 1455 1451 6. RENEW EXISTING CURB RAMP (SD-229D)
| ASSET #: MH00007779 LA _ 1467 1463 7. INSTALL PAVEMENT REPAIR FABRIC (TYPE B)
< i 8. REMOVE EXISTING ASPHALT
o3 NOTE 2— olos 9. REMOVE EXISTING CURB INLET
O Q ¥ < 10. ABANDON EXISTING CATCH BASIN
§ o \ e~ 11. INSTALL NEW CATCH BASIN WITH BARRIER CURB AND GUTTER INLET FRAME
o i N ? _ | o (SD-023), AND CONNECT TO SEWER WITH 250mm @ PVC PIPE AS PER CW2130
o0 3 5 ¢ ° °To 12. INSTALL NEW CATCH BASIN WITH BARRIER CURB AND GUTTER INLET FRAME
+ . = o ] = = + (SD-023), AND CONNECT TO MANHOLE WITH 250mm @ PVC PIPE AS PER
L0 2 ‘ 50 GAS- rm 7Z 5 @ 2 N~ S CW2130
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g ‘ i Z GENERAL NOTES
1 e 231.966 ] A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB
T il | (282184) 0 S S A 1T B. ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED (SD-203B)
O ‘ ’ O g C. CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR
— @) = D. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE
< < FIELD PRIOR TO CONSTRUCTION
s | = E. ADJUST ALL EXISTING WATER VALVES AND CURB STOPS TO GRADE
= o o o T—0 ! ——T1 oy —
| = F. PAVEMENT REPAIRS SHOWN ARE A REPRESENTATIVE SAMPLE OF THE
olo TENDER QUANTITIES
& i L NOTE 5 g i G. ASPHALT TIE-INS ON APPROACHES TO BE DETERMINED IN FIELD BY THE
& 1488 b 1484 I 1480 1476 7 1472 1468 1456 1454 CONTRACT ADMINISTRATOR
| ? i “NOTETLTYR) 41460 1458 NOTE 2
[ - T
b b iﬁgﬂiég%éggn% ;”EC\:AE;E';EAD LNOTE 3 (TYP) REPLACE 1.0m RISERS
| L WITH SADDLE i o NOTE 2 ASSET #: MH00007973 WATER DISTRIBUTION SYSTEM - CATHODICALLY PROTECTED
| @ AS PER CW 2130 | I PLEASE BE ADVISED THAT THE WATER DISTRIBUTION SYSTEM IN THIS AREA IS
! ASSET #: CL00007798 1462 NOTE 7 (TYP) CATHODICALLY PROTECTED. ANY DAMAGE TO THIS SYSTEM MUST BE
i d LOCATION: FROM CS CONNECTION REPORTED TO THE WATER AND WASTE DEPARTMENT IMMEDIATELY AND ALL
S INV = 226,888 ! COSTS, MATERIALS AND LABOUR ASSOCIATED WITH THE RESTORATION OF
) LNOTE 4 (TYP) ' THIS SYSTEM WILL BE THE RESPONSIBILITY OF THE CONTRACTOR AND / OR
¥ : CONSULTANT.
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